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PREFACE. 


The national utilisation of Meteorology in fore-warning of storms, and tlio increasing 
employment of instruments as weather indicators, render a knowledge of their 
construction, principles, and practical uses necessary to every well-informed person. 
Impressed with the idea that we shall he supplying an existing want, and aiding 
materially the cause of Meteorological Science, in giving a plain description of the 
various instruments now in use, wo havo endeavoured, in the present volume, 
to condense such information as is generally rocpiired regarding the instruments 
used in Meteorology; the description of many of which could only bo found in 
elaborate scientific works, and then only briefly touched upon. Every Meteor¬ 
ological Instrument now in use being fully described, with adequate directions for 
using, the uninitiated will bo enabled to select those which seem to them best 
adapted to their requirements. With accounts of old or obsolete instruments wo 
havo avoided troubling the reader ; on the other hand, wo wore unwilling to neglect 
those which, though of no great practical importance, iiro still deserving of notice 
from their being either novel or ingenious, or which, without being strictly scientific, 
arc in great demand ns simple weathor-glassos and articles of trade. 

We trust, tliorcforo, that the work (however imperfect), bearing in mind the 
importance of the subject, will ho acceptable to general readers, as well as to those 
for whose requirements it has been prepared. 

The rapid progress made in the introduction of now apparatus of acknowledged 
superiority has rendered the publication of some description absolutely noccjssary. 
The Eoport of the Jurors for Class XIII. of the International Exhibition, 1802 , on 
Meteorological Instruments, fully bears out our assertion, as shown by tlie following 
extract:— 
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PREFACE. 


‘'The progress in the English department has been very great;—in baro¬ 
meters, thermometers, anemometers, and in every class of instruments. At the 
close of the Exhibition of 1851, there seemed to have arisen a general anxiety 
among the majority of makers to pay every attention to all the essentials necessary 
for philosophical instruments, not only in their old forms, but also with the view of 
obtaining other and better forms. This desire has never ceased; and no better idea 
can be given of the continued activity in these respects, than the number of patents 
taken out for improvements in meteorological instruments in the interval between 
the recent and preceding exhibitions, which amount to no less than forty-two.” 
« * ^ jjj addition to numerous improvements patented by Messrs. Negretti 

and Zambra, there is another of great importance, which they did not jfiatent, viz. 
enamelling the tubes of thermometers, enabling the makers to use finer threads of 
mercury in the construction of all thermometers; for the contrast between the 
opaque mercury and the enamel back of the tubes is so great, that the finest bore 
or thread of mercury, which at one time could not be seen without the greatest 
, difficulty, is now seen with facility; and throughout the British and Foreign 
departments, the makers have availed themselves of this invention, the tubes of all 
being made with enamelled backs. It is to be hoped that the recent exhibition will 
give a fi'esh stimulus to the desire of improvement, and that the same rate of 
progress will be continued.” 

To fulfil the desire of the International Jury in the latter portion of the above 
extract wiU be the constant study of 

NEG-BEXTI & ZAMBIA. 

Ist Jmuafy, 1864. 
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METEOROLOGICAL INSTRUMENTS. 


In tlie ptirsxiits and investigations of the science of Meteorology, which is essentially 
a science of observation and experiment, instruments are req^uired for ascertaining, 
1. the pressure of the atmosphere at any time or place ; 2. the temperature of the 
air; 3. the absorption and radiation of the sun’s heat by the earth’s surface; 4. the 
humidity of the air; 5. the amount and duration of rainfall; 6. the direction, 
the horizontal pressure, and the velocity of winds; 7. the electric condition of the 
atmosphere, and the prevalence and activitjr of ozone. 


CHAPTEE I. 


INSTRUMENTS FOR ASCERTAINING THE ATMOSPHERIC PRESSURE. 


1. Principle of the Barometer. —^The first instrumont which gave the exact 
measure of the pressure of the atmosphere was invented by Torricelli, in 1643. It 


is constructed as follows:—glass tube, 01) 
(fig. 1), about 34 inches long, and from two to 
four-tenths of an indr in diameter of bore, having 
one end closed, is lOl^d with mercury. In a cup, 
B, a quantity of mer^bry is also poured. Then, 
placing a finger securely over the open end, C, in¬ 
vert the tube vertically over the cup, and remove 
the finger when the end of the tube dips into tho 
mercury. The mercury in the tube then partly 
falls out, but a column, A B, about 30 inches in 
height, remains supported. This column is a 
weight of mercury, the pressure of which upon 
the surface of that in the cup is precisely equiva¬ 
lent to the corresponding pressure of tho atmo- 



n. 


FJgr. 1. 



sphere which would be exerted in its place if tho 
tube wore removed- As the atmospheric pressure 
varies, the length of this mercurial column also 
changes. It is by no means constant in its height; 
in fact, it is very seldom stationary, but is con¬ 
stantly rising or falling through a certain extent of 
the tube, at the level of the sea, near which the above exporimont is sup|bsod to be per¬ 
formed. It is, therefore, an instrument by which the fluctuations taking place in tho 
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pressure of the atmosphere, arising from changes in its •weight and elasticity, can bo 
sho'wn and measured. It has obtained the namO Barometer, or measurer of heaviness, 
a word certainly not happily expressive of the utility of the invention. If tho bore 
of the barometer tube be uniform throughout its length, and have its sectional area 
equal to a square inch, it is evident that the length of the column, which is supported 
by the pressure of the air, expresses the number of cubic inches of mercury which 
compose it. The weight of this mercury, therefore, represents the statical pres¬ 
sure of the atmosphere upon a square inch of surface. In England the annual mean 
height of the barometric column, reduced to the sea-level and to the temperature of 
82® Fahrenheit, is about 29'95 inches. A cubic inch of mercury at this temperature 
has been ascertained to weigh 0‘489671t)S. avoirdupois. Hence, 29’95 X 0*48967= 
14*67 lbs., is the mean value of the pressure of the atmosphere on each square inch 
of .surface, near the sea-level, about the latitude of 50 degrees. Nearer tho equator 
this mean jj^ressure is somewhat greater; nearer the poles, somewhat less. For 
common practical calc'olations it is assumed to be 15 lbs. on the square inch. 
When it became apparent that the movements of the barometric column furnished 
indications of the probable coming changes in the weather, an attempt was made to 
deduce fcom recorded observations the barometric height corresponding to the most 
notable characteristics of weather. It was found that for fine dry weather the 
mercury in the barometer at the sea-level generally stood above 80 inches; change¬ 
able weather happened when it ranged from 30 to 29 inches, and when rainy or 
stormy weather occurred it was even lower. Hence, it became tho practice .to place 
upon barometer scales words indicatory of the weather likely to accompany, or 
follow, the movements of the meremry; whence the insfruments bearing them 
obtained the name “ Weather Grlasses.” 

2. Construction of Barometers. —^In order that the’ instrument may be portable, 
it must be made a fixt'ore and mounted on a support; and, further, to render it 
scientifically or even practically useful, many precautions are required in its con¬ 
struction. The folio-wing remarks apply to the construction of all barometers :—■ 
Mercury is universally employed, because it is the heaviest of fluids, and thoroforo 
measures the atmosiaheric pressure by the shortest column. Water barometers have 
been constructed, and they require to be at least 84 feet long. Oil, or other fluids, 
might be used. Mercury, however, has other advantages : it has feeble volatility, 
and does not adhere to glass, if pure. Oxidised, or otherwise impure mercury, may 
adhere to glass ; moreover, such mercxnry would not have tho density of tho pure 
metal, and therefore the barometric column would be either greater or loss than it 
should he. The mercury of commerce generally contains load; sometimes traces 
of iron and sulphur. It is necessary, therefore, for the manufacturer to purify tho 
mercury; and this is done by washing it with diluted acetic, or sulphuric acid, 
which dissolves the impurities. No better test can be found for ascertaining if the 
mercury be pure than that of filling a delicate thermometer tube; if, on exhausting 
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the air from this thermometer, the mercury will freely run up and down the bore, 
which is probably one thousandth of an inch in diameter, the mercury from which 
this thermometer was made will be found, fit for any purpose, and with it a tuba 
may be filled and boiled, not only of one inch, but even of two inches diameter. 
In all barometers it is requisite that the space above the mercurial column should 
be completely void of air and aqueous vapour, because these gases, by virtue 
of their elasticity, would depress the column. To exclude these the mercury is 
introduced, and boiled in the tube, over a charcoal fire, kept up for the 
purpose. In this manner the air and vapour which adhere to the glass are 
expanded, and escape away. One can tell whether a barometer has been propdrly 
boiled,” as it is termed, by simply holding tho tube in a slanting direction and 
allowing the mercury to strike tho top. If the boiling has been well performed, the 
mercury will give a clear, metallic sound; if not, a dull, flat sound, showing some 
air to be present. 

"When tho mercury in a barometer tubo rises or falls, tho level of tho mercury 
in the cup, or ckteni, as it is generally termed, falls or rises by a proportionate 
quantity, which depends upon tho relative areas of tho interior of tho tubo and of 
the cistern. It is necessary that this should bo taken into consideration in 
ascertaining tho exact height of tho column- If a fixed scale is applied to tho tul)0, 
the correct height may bo obtained by applying a correction for capacity. A certain 
height of the mercury is ascertained to bo accurately measured by tho scale, and 
should bo marked on the instrument as tho tumtral Above this point tho 

heights measured all loss, and below, all more, than they should bo. The 
ratio between tho internal diameters of tho tubo and cistern (which should also bo 
stated on tho instrument, as, for instance, capac. 1/50) supplies the data for finding 
tho correction to bo applied. This correction is obviated by constructing tho eistorn 
so as to allow of tho surface of the mercury in it being adjustable to tho commence" 
mont of tho fixed scale, as l)y Fortin’s or Nogrotti’s plain It is also unnocossary in 
barometers constructed on what is now called tho “ Kow method.” These will all 
bo detailed in their proper placo. Tho tubo, being fixed to tho cistern, may have a 
moveable scale applied to it. But such an arrangement requires tho utmost care and 
skill in observing, and is seldom soon except m first-class Observatories. 

3. Fortin’s Barometer. —Fortin’s plan of constructing a baro¬ 
meter cistern is shown in fig. 2. Tho cistern is formed of a glass 
cylinder, which allows of tho level of tho mercury within being seen. 

Tho bottom of tho cylinder is made of ahoop-skin or leather, like a 
hag, so as to allow of being imshed up or lowered by moans of a 
screw, DB, woi’kod from beneath. This screw moves through the 
bottom of a brass cylinder, 0 C, which is fixed outside, and protects 
tho glass cylinder containing the mercury. At the top of the interior 
of the cistern is fixed a small piece of ivory, A, the point of which 
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exactly coincides •witL. the zero of the scale. This screw 
and moyeahle cistern-bottom serve also to render the baro¬ 
meter portable, by confining the mercnry in the tube, and 
preventing its coming into the cistern, which is thus made 
too small to receive it. 

4. STANDABD BAROMETEB. 

Fig. 3 represents a Standard Barometer on Fortin’s prin¬ 
ciple. The barometer tube is enclosed and protected by a 
tube of brass extending throughout its whole length; the 
upper portion of the brass tube has two longitudinal open¬ 
ings opposite each other ; on one side of the front opening 
is the barometrical sCale of English inches, divided to show, 
by means of a vernier, -^-^fyth of an inch; on the opposite 
side is sometimes divided a scale of French millimetres, 
reading also by a vernier to -j\fth of a millimetre (see 
directions for reading the vernier, page 7). A thermo¬ 
meter, C, is attached to the frame, and divided to degrees, 
which can be read to tenths ; it is necessary for ascertaining 
the temperature of the instrument, in order to correct the 
observed height of the barometer. 

As received by the observer, the barometer will consist 
of two parts, packed separately for safety in carriage,— 
1st, the barometer tube and cistern, filled with moi’cniy, 
the brass tube, with its divided scale and thermometer; 
and 2nd, a mahogany board, with bracket at top, and brass 
ring with three ac^usting screws at bottom. 

I Directio'iis for jismxg the Barometer .—In selecting a posi¬ 
tion for a barometer, care should be taken to place it so 
that the sun cannot shine upon it, and that it is not allectod 
by direct heat from a fire. The cistern should be from 
two to three feet above the ground, which will give a height 
for observing convenient to most persons. A standard 
barometer should be compared with an observatory standard 
of acknowledged accuracy, to determine its index error; 
which, as such instruments are graduated by micrometrical 
apparatus of great exactitude, will be constant for all parts 
of the scale. It should be capable of turning on its axis 
by a movement of the hand, so that little difficulty can over 
be experienoed in obtaining .a good light for observation. 
Having determined upon the position in which to place the 
instrument, fix the mahogany hoard as nearly vortical as 
possible, and ascertain if the barometer is perfect and free 



THE STANDARD BAROMETER. 


5 


from air, in the following manner :—lower the screw at the bottom of the cistern 
several turns, so that the mercury in the tube, when held upright, may fall 
two or three inches from the top; then slightly incline the instrument from the 
vertical position, and if the mercury in striking the top elicit a sharp tap, the 
instrument is perfect. Supposing the barometer to bo in perfect condition, as it 
is almost sure to be, it is next suspended on the brass bracket, its cistern passing 
through the ring at bottom, and allowed to find its vertical position, after which it 
is firmly clamped by means of the three thumb-screws. 

To Bemote the Instrument when fixed to another Position .— If it should b© 
necessary to remove the barometer,—first, by means of the adjusting screw, driv© 
the mercury to the top of the tube, turning it gently when it is approaching the top, 
and cease directly any resistance is experienced; next, remove from the upper 
bracket or socket lift the instrument and invert it, carrying it with its lower end 
upwards. 

Directions for taking an Olsorvation, —^Before making an observation, the mer¬ 
cury in the cistern must be raised or lowered by moans of the thumb-screw, F, until 
the ivory point, E, and its reflected image in the mercury, D, are just in contact; 
the vernier is then moved by moans of the milled head, until its lower termination 
just, excludes the light from the top of the mercurial column ; the reading is then 
taken by moans of the scale on the limb and the vernier. The vernier should bo 
made to read upward in all barometers, unless for a special object, as this arrange¬ 
ment admits of the inost exact setting. In observing, the eye should be placed in a 
right line vrith the fore and back edges of the lower termination of the vernier; and 
this line should be made to form a tangent to the apex of the mercurial column. A 
small reflector placed behind the vernier and moving with it, so as to assist in 
throwing the light through the back slit of the brass frame on to the glass tube, is 
advantageous; and the observer’s vision may bo lurthor assisted by the aid of a 
reading lens. The object is, in these Standard liaromotors, to obtain an exact 
reading, which can only bo done by having the eye, the fore part of the zero edge 
of the vernier, the top of the mercurial column, and tlie back of the vernier, in the 
same horizontal plane. 

Uniformity of CaKiw.—-The diameter of that part of the tube through which 
the oscillations of the mercury will take place is very carefully examined to insure 
uniformity of calibre, and only those tubes are used which aro as nearly as possil)lo of 
the same diameter throughout. The size of the boro should bo marked on the frame 
of the barometer in tenths and hundredths of an inch. A correction due to capillary 
action, and depending on the size of the tube, must bo applied to the readings. 

5. Correction due to Capillarityi—When an open tube of small bore is plunged 
into mercury, the fluid will not rise to the same level inside as it has outside. 
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Henoe, the effect of capillary action is to depress the mercurial column; and the 
more so the smaller the tube. The following table gives the correction for tubes in 
ordinary use:— 

Diameter of Depression, in Depression, in 

tube. boiled tubes. unboiled tubes. 

INCH. 

. 0-004 

. 0-005 

. 0-007 

. 0-010 

. 0-015 

. 0-.021 

.. 0-029 

. 0-041 

. 0-068 

. 0-086 

. 0-140 

observed reading of the barometer. 

6. Correction due to Temperature.— ^In all kinds of mercurial barometers atten¬ 
tion must be given to the temperature of the mercury. As this metal expands and 
contracts very much for variations of temperaturej its density alters correspondingly, 
and in consequence the height of the barometric column also varies. To ascertain 
the temperature of the mercury, a thermometer is placed near the tube, and is some¬ 
times made to dip into the mercury in the cistern. The freezing point of water, 82“F., 
is the temperature to which all readings of barometers must be reduced, in order to 
make them fairly comparable. The reduction may be effected by calculation, but the 
practical method is by tables for the purpose; and for these tables we refer the 
reader to the works mentioned at the end of this book. 

7. Correction due to Height above the Half-tide Level,— Further, in order 
that barometrical observations generally may be made under similar circumstances, 
the readings, corrected for capacity, capillarity, and temperature, should be reduced 
to what they would be at the sea-level, by adding a correction corresponding to the 
height above the mean level of the sea, or of half-tide. For practical purposes of 
comparison with barometric pressure at other localities, add one-tenth of an inch to 
the reading for each hundred feet of elevation above the sea. For scieirtific accuracy 
this will not suffice, but a correction must be obtained by means of Schuckburg’s 
formula, or tables computed therefrom. 

8. The Barometer Vernier.— The vernier, an invaluable contriyance for 
measuring small spaces, was invented by Peter Yemier, about the year 1630. The 
barometer scale is divided into inches and tenths. The vernier enables us to 
accurately subdivide the tenths into hundredths, and, in first-class instruments, even 


INCH. INCH. 

0-60 .. 0-002 

0-55 0-003 

0-50 0-003 

0-45 0-005 

0-40 0-007 

0-35 0-010 

0-80 ......... 0-014 

0-25 0020 

0-20 0-029 

0-15 0-044 

0-10 .. 0-070 

’ This correction is always additive to the 
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to thonsandtlis of an incli. It consists of a 
short scale made to pass along the graduated 
fixed scale by a sliding motion, or preferably 
by a raek-and-pinion motion, the vernier being 
fixed on the rack, ■which is moved by turning 
the milled head of the pinion. The principle 
of the vernier, to whatever instrumental scaje 
applied, is that the divisions of the moveable 
scale are to those in an equal length of the 
fixed scale in the proportion of two numbers 
which differ from each other by unity. 

The scales of standard barometers ai'o usually 
divided into half-tenths, or '05, of an inch, as 
represented, in fig. 5, by AB. The vernier, CD, 
is made equal in length to twonty-fijur of those 
divisions, and divided into Wonty-five equal 
parts ; consequently one space on the scale is 
larger than one on the vernier by the twenty" 
fifth part of '05, which is '002 inch, so that 
such a vernier shows differences of *002 inch. 

The vernier of the figure roadiiig upw'ards, the 
lower edge, D, will denote the toj) of the Imro- 
meter column ; and is the zero of the vernier 
scale. In fig. 4, the zero being in lino exactly 
•with 29 inches and five-tenths of the fixed scale, 
the barometer reading would be 29"600 inches. It will be soon that the vernier 
lino, a, falls short of a division of the scale I>y, as wo have explained, '002 inch ; f>, 
by '004; a, by *000; d, by -008; and the next lino by one hundredth.. If, tluni,tho 
vci'iiior bo moved so as to make a coincide with z, on the scale, it will have moved 
through '002 inch; and if 1 on the vernier l)o moved into lino with y on the scale, 


■ao 
1 s 
1 o 

■OS 

'OO 


2, 8, 4, S on the vernier 


the space measured will bo *010. Iloncc, the figures 1, 
measure hundredths, and the intermediate linos oven thousandtlis of an inch. In 
fig. 6, the zero of the vernier is intermediate 21)-05 and 29'7() on the scale. Pass¬ 


ing the eye up the vernier and scale, the second lino ribovo 8 is per.coivod to lie 
evenly with a line of the scale. This gives '08 and '004 to add to 29'06, so that 
the actual reading is 29*684 inches. It may hai.)pcn that no Hno on the vernier 
accurately lies in the same straight line with one on tho scale ; in such a case a 
doubt will arise as to tho selection of one from two equally coincident, and the inter¬ 
mediate thousandth of an inch should bo taken. 

For tho ordinary purposes of tho barometer as a “ weather-glass,” such minute 
measurement is not required. Hence, in household and marine barometers the 
scale need only be divided to tenths, and the vernier constructed to measure hun- 
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dredths of an inoli. This is done by making the vernier either 9 or 11-lOths of an 
inch long, and dividing it into ten eq[ual parts. The lines above the zero line are 
I’ig:. B. then mimbered from 1 to 10; sometimes the alternate divisions 



only are numbered, the intermediate numbers being very readily 
inferred. Hence, if the jBbcst line of the vernier agrees mth one 
on the scale, the next must be out one-tenth of a tenth, or *01 of 
an inch from agreement with the next scale line; the following 
vernier line must be *02 out, and so on. Consequently, when the 
vernier is set to the mercurial column, the difference shown by 
the vernier from the tenth on the scale is the hundredths to be 
added to the inches and tenths of the scale. 

A. little practice will accustom a person to set and read any baro¬ 
meter quickly; an important matter where accuracy is required, as 
the heat of the body, or the hand, is very rapidly communicated to 
the instrument, and may vitiate, to some extent, the observation. 

9. SELF-COMPENSATING STANDAED BAEOMETEB. 

This barometer has been suggested to Messrs. Negretti and 
Zambra by Wentworth Erk, Esq- It consists of a regular baro¬ 
meter ; but attached to the vernier is a double rack worked with 
one pinion, so that in setting or adjusting the vernier in ono 
position, the second rack moves in directly the opposite direction, 
carrying along with it a plug or plunger the exact size of the 
internal diameter of the tube dipping in the cistern, so that what¬ 
ever the displacement that has taken place in the cistei*n, owing 
to the rise or fall of the mercury, it is exactly compensated by the 
plug being more or less immersed in the mercury, so that no 
capacity correction is required. 

A barometer on this principle is, however, no novelty, for at tho 
Royal Society’s room a very old instrument may bo seen reading 
somewhat after the same manner. 

Fig. 6 is an illustration of the appearance of this instrumont. 
The cistern is so constructed that the greatest amount of light 
is admitted to the surface of the mercury. 


10. BAROMETER WITH ELECTRICAL ADJUSTMENT. 

This barometer is useful to persons whose eyesight may be defective ; and is 
capable of being read off to greater accuracy than ordinary barometers, as will 
be seen by the following description:—The barometer consists of an upright tube 
dipping into a cistern, so contrived, that an up-and-down movement, by means of a 
screw, can be imparted to it. In the top of the tube a piece of platina wire is her¬ 
metically sealed. The cistern also has a metallic connection, so that by means of 
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covered copper wires (in tlie back of tke frame) a circuit is establisbed; another 
connection also exists by means of a metallic point dipping into the cistern. The 
circuit, however, can be cut off from this by means of a switch placed about midway 
up the frame; on one side of the tube is placed a scale of inches ; a small circular 
vernier, divided into 100 parts, is connected with the dipping point, and works at 
right angles with this scale. 

To set the instrument in action for taking an observation, a small battery is 
connected by means of two, small binding screws at the bottom of the frame. The 
switch is turned upwards, thereby disconnecting the dipping point; the cistern is then 
screwed up, so that the mercury in the tube is brought into contact with the platina 
wire at the top ; the instant this is effected the magnetic needle seen on the barometer 
will be deflected. The switch is now turned down; by so doing the connection with 
the upper wire or platina is cut off, and established instead only between the dipping 
point carrying the circular vernier and the bottom of the cistern; the point is now 
screwed by means of the milled head until the needle is again deflected. We may 
now be sure that the line on the circular vernier that cuts the division on the scale 
is the exact height of the barometer. Although the description here given may seem 
somewhat lengthy, the operation itself is performed in loss time than would be taken 
in reading off an ordinary instrument. 

11. PEDIMENT BAROhlETEES. 


These Barometers, genorallyfor household purposes, are illustrated by figs. 7 to 11. 
Pie:. 7. , Pier. 8. Pig- 0. Piff. 10. Pisr. H- 
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Tltey are intended chiefly for “ weather glasses,” and are manufactured to servo 
not only a useful, hut an ornamental purpose as well. They are usually framed in 
wood, such as mahogany, rosewood, ‘ ehony, oak or wahiut, and can he ohtained 
either plain or handsomely and elaborately cai-ved and emhellished, in a variety of 
designs, so as to he suitable for private rooms, large halls, or public buildings. Tho 
scales to the barometer and its attached thermometer may be ivory, porcelain, or 
silvered metal. It is not desirable that the vernier should read nearer than one- 
hundredth of an inch. Two verniers and scales may be fitted one on either side 
of the mercurial column, so that one can denote the last reading, and thus show at 
a glance the extent of rise or fall in the interval. The scale and thermometer should 
be covered with plate glass. A cheap instrument has an open face and plain frame, 
with sliding vernier instead of rack-and-pinion motion. The barometer may or may 
not have a moveable bottom to the cistern, with screw for the purpose of securing 
the mercury for portability. The cistern should not, however, req^uire adjtistnicmt 
to a zero or fiducial poiut. It should be large enough to contain the mercury, whicdi 
falls from 31 to 27 inches, without any appreciable error on the height read off on 
the scale. 

12. The Words on the Scale. —The following words are usually engraved on 
the scales of these barometers, although they are not now considered of so much 


importance as formerly:— 




At 31 inches 

• •• 

• • • 

Very dry. 

» 80-5 „ 


«• • 

Settled fair. 

„ 80 „ 

m m 0 


Fair. 

„ 29-5 „ 

•. * 

.. • 

Changoablo. 

» 29 „ 



Rain. 

„ 28-5 ,, 

.. • 


Much rain. 

,, 28 ,, 

... 

• • • 

Stormy, 

The French place upon their barometers 

a similar formula:— 

At 785 millimetres 



Tres-sec. 

» 776 



Beau-fixo. 

„ 767 



Beau temps. 

» 758 



Variable. 

„ 749 



Pluie ou vent. 

» 740 



Grande pluie. 

,, 731 ,, 



TemjpCtG- 


Manufacturers of barometers have uniformly adopted those indications for all 
countries, without regard to the elevation above the sea, or the diflbrent geographical 
conditions; and as it can readily he shown that the height and variations of the 
barometer are dependent on these, it follows that barometers have furnished indhui- 
tions which, under many circumstances, have been completely false. Even in this 
country, and near the sea-level, storms are frequent with the barometer not below 
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29; rain is not uncommon -witli the glass at SO; even fine weather sometimes occurs 
with a low pressure; while it is evident that at an elevation of a few thousand feet the 
mercury would never rise to 80 mches; hence, according to the scale, there should 
never be fair weather there. If tempests happened as seldom in our latitude as the 
barometer gets down to 28 inches, the maritime portion of the community at least 
would bo happy indeed. These words have long been ridiculed by persons acq;uainted 
with the causes of the barometric fluctuations; nevertheless opticians continue to place 
them on the scales, evidently only because they appear to add to the importance of 
the instrument in the eyes of those who have not learned their general inutility. In 
different regions of the world, the indications of the barometer are modified by the 
conditions peculiar to the geographical position and elevation above the sea, and it 
is necessary to take account of these in any attempt to found rules of general utility 
in connection with the barometer as a weather guide. All that can be said in favour 
of these words is, that within a few hundred feet of the sea-level, when the column 
rises or falls gradually during two or three days towards “ Fair” or “ Kain,” the 
indications they afford of the coming weather are generally extremely probable ; but 
when the variations are quick, upward or downward, they presage unsettled or 
stormy weather. 

Admiral FitzRoy writes :—“ The words on the scales of barometers should not 
be so much regarded, for weather indications, as the rising or falling of the mercury ; 
for if it stands at Chang&ahle, and then rises a little towards Fair, it presages a 
change of wind or weather, though not so great as if the mercury had risen higher ; 
and, on the contrary, if the mercury stands above Fair and falls, it presages a 
change, though not to so great a degree as if it had stood lower ; besides which, 
the direction and force of wind are not in any way noticed. It is not from the 
point at which the mercury stands that we arc alone to form a judgment of the state 
of the weather, but from its rising or falling; and from tho movements of imme¬ 
diately preceding days as well as hours, keeping in mind effects of change of direction 
and dryness, or moisture, as well as alteration offeree or strength of wind.”* 

13. Correction due to Capacity of Cistern.—These barometers, having no ad¬ 
justment for tho zero of tho scale, require a correction for the varying level of the 
mercury in the cistern, when tho observations are required for strict comparison 
with other barometric observations, or when they are registered for scientific pur¬ 
poses ; but for the common purpose of predicting tho weather, this correction is 
unnecessary. The neutral point, and tho ratio of tho boro of tho tube to the 
diameter of tho cistern, must bo known (see p. 8). Then tho capacity correction, 
as it is termed, is found as follows:—Take tho fractional part, oxprosaod by the 
capacity ratio, of the difference between tho observed reading and tho height of the 
neutral point; then, if the mercury stand heloio the neutral point, subtract this result 
from tho reading; if it stand above, add it to tho reading. 

_!_I. . .. 


* Second Number of Meteorolosioal Papers, Issued by the Boil'd of Trad®. 
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For example, suppose the neutral point to he 29*95 inches, and the capacity 
ratio required the.correction when the barometer reads 30*78. 


Here 

Correction 
Scale reading 
Correct reading 


30*78 


29*95 

0*83 


50 


0*83 

0*02 nearly. 
30*78 


30*80 


Of course the correction could as easily be found to three decimal places, 
Fig*. 12. if desirable. It is evident that the correction is more important 
the greater the distance of the top of the mercury from the 
neutral point. 


5 


lot , 


hui«r 


m . 


r 

:4?wgt1 
i-n •*«*■ 

mJm 


14. PUBLIC BAROMEI^KS. 

Since the increased attention paid to the signs of forthcoming 
weather of late years, and the good which has resulted therefrom to 
farmers, gardeners, civil engineers, miners, fishermen, and mariners 
generally, by forewarning of impending wet or stormy weather, the 
desirability of having good barometers exposed in public localities 
has become evident. 

Barometers may now be seen attached to drinking fountains, 
properly protected, and are firequently consulted by the passers- 
by. But it is among those whose lives are endangered by 
sudden changes in the weather, fishermen especially, that the 
warning monitor is most urgently required. Many poor fishing 
villages and towns have therefore been provided by the Board 
of Trade, at the public expense, and through the humane effort 
of Admiral FitzRoy, with first-class barometers, each fixed in 
a conspicuous position, so as to be easily accessible to all 
who desire to consult it. Following this example, the Royal 
National Life Boat Institution has supplied each of its stations 
with a similar storm wamer; the Duke of Northumberland and 
the British Meteorological Society have erected several on tho 
coast of Northumberland; and many other individuals have 
presented barometers to maritime places with which they aro 
connected. 

These barometers have all been manufactured by Messrs- 
Negretti & Zambra. The form given to the instrument seems 
H well adapted for public purposes. 

15. Fishery or Sea-coast Barometers.—Fig. 12 gives a repre¬ 
sentation of these coast and fishery barometers. The frame is of 
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solid oak, firmly screwed together. The scales arc very legibly engraved on 
porcelain by Negretti and Zambra’s patent process. The thermometer is large, 
and easily read; and as this instrument is exposed, it will indicatG the actual 
temperature sufficiently for practical purposes- The barometer tube is three-tenths 
of an inch in diameter of bore, exhibiting a good column of mercury; and the 
cistern is of such capacity, in relation to the tube, that the change of height in the 
surface of the mercury in the cistern corresponding to a change of height of three 
inches of mercury in the tube, is less than one-hundredth of an inch, and therefore, 
as the readings are only to be made to this degree of accuracy, this small error 
is of no importance. The cistern is made of boxwood, which is sufficiently porous 
to allow the atmosphere to influence the mercurial column; but the top is plugged 
with porous cane, to admit of free and certain play. 


16. Admiral FitzRoy’s Scale Words. —The directions given on the scales of 
these barometers were drawn up by Admiral FitzRoy, F.R.S. They appear to bo 
founded on the following considerations:— 

Supposing a compass diagram, with the principal points laid down, the N.E. is 
the wind for which the barometer stands highest; for the S.W. wind it is lowest. 
This is found to be so in the great majority of cases; but there arc exceptions to 
this, as to all rules. The N.E. and S.W. may therefore bo regarded as tho polos of 
the winds, being opposite each other. When tho wind veers from tho S.W. through 
W. and R. to N.E., the barometer gradually rises; on the contrary, when the wind 
veers from N.E. and E. to S.E., S. and S.W., the mercury falls. A similar eurioua 
law exists in relation to the veering of the wind, and the action of the thermometer. 
As the wind veers from the S.W. to W. and N., the thermometer falls ; as it veers from 
N.E. to E, and S., it rises, because tho wind gets from a coldcf to a warmer (juartor. 
Tho polar winds are cold, dry, and heavy. Those from tho oq[uatorial regions aro 
warm, moist, and comparatively light. 

Those laws have been clearly developed and expressed by Professsor Eovt; in his 
work on tho “Law of Storms.” Tho warm winds of Europe aro those which bring 
tho greatest quantity of rain, as they blow from tho ocean, and eomo hoavily laden 
with moisture. Tho cold winds, besides containing loss moisture, blow more from 
the land. Tho weight of tho vapour of tho warm winds tends to raise tho barometric 
column; but, at tho same time, tho increased dilatation of tho air tends to lower it. 
This latter influoneo being tho stronger, tho haromotcr always falls for thoso winds ; 
and in regions whoro they traverse a largo extent of land, retain their heat, and 
hocomo necessarily very dry, tho fall in tho barometer will ho greater. Admiral 
FitzRoy’s words for tho scales of baromotors for uso in northern latitudes, then, aro 
as follows:— 
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BI8E. 

FALL.^ 

FOE 

FOE 

N. Ely. 

S. Wly. 

NW.—N.-E. 

SB.—S.—W. 

BBy 

WET 

OR 

OE 

LESS 

MOEE 

WIND. 

WIND. 

EXCEPT 

EXCEPT 

WET FBOM 

WET FBOM 

N. Eb. 

N. Eb. 

Long foretold, long last; 

Eirst rise after low. 

Short notice, soon past. 

Eoretells stronger b 


It 'will be perceived tliat tbe exception in each case applies to N.E. winds. 
The barometer may fall with north-easterly winds, but they will be violent and 
accompanied with rain, hail, or snow; again, it will rise with these winds accom¬ 
panied with rain, when they are light, and bring only little rain. It rises, however, 
highest with the dry and light !N.E. winds. 

These directions are very practically useful; they provide for geographical 
position—also for elevation above the sea—since they are not appended to any par¬ 
ticular height of the column. They are suited to the northern hemisphere gene¬ 
rally, as well as around the British Isles. The same directions are adapted to the 
southern hemisphere, by simply substituting for the letter N the letter S, reading 
south for north, and vice versa. South of the equator the cold winds come from the 
south ; the warm, from the north. The S.E. wind in the southern hemisphere 
corresponds to the N.E. in the northern. The laws there are, while the wind veers 
from S.E. through E. to N. and N.W., the barometer falls and the thermometer 
rises. As the wind veers from N.W. through W. and S. to S.E., the barometer 
rises and the thermometer falls. 

17. Instructions for the Sea-coast Barometer. —The directions for fixing the 
barometer, and making it portable when it has to be removed, should be attended 
to carefully. The barometer should be suspended against a frame or piece of wood, 
so that light may be seen through the tube. Otherwise a piece of paper, or a xchite 
place, should be behind the upper or scale part of the tube. 

When suspended on a hook, or stout nail, apply the milled-head key (which will 
be found just below the scales) to the square brass pin at the lower end of the instru¬ 
ment, and turn gently toward the left hand till the screw stops ; then take olf the 
key and replace it for use, near the scale, as it was before. The cistern bottom 
being thus let down, the mercury will sink to its proper level quickly. 

In removing this barometer it is necessary to slope it gradually, till the mercury 
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is at the top of the tube, and then, "with the instrument reversed, to screw up the 
cistern bottom, or bag, by the key, used gmtly, till it stops. It will then be 
portable, and may be carried with the cistern end upwards, or lying flat; but it must 
not be jarred, or receive a concussion. 


18, Prench Sea-coast Barometer. —The French have imitated this form of 
barometer for coast service, and have translated Admiral FitzBoy’s indications for the 
scale as follows :— 


BA 

HAUSSE 

rNDIQtTE. 


EA 

BAISSE 

INDIOUE. 


»ES Vents i>b ea 

PARTIS DU 


( 


N.B. 

nil N.O. a I’E 

PAR EE NOBD. 


) 


DES Vents de ea 

PARTIE DU 


s.o. 

DU S.E. a ro. \ 
PAB LE SUB. X 


DE LA 

SfiOHEBESSE. 


L’HUMIBITfi. 


Piff. 13. 



UN VENT 

PLUS PAIBLE 


UN VENT 

PLUS PORT 


EXOEPTk S’lL PLBUT 


AVEO DB FORTES BRISKS 

DU N-E. 


EXOEPTfl s’lL PLEUT 
AVEO DE PETITES BRISKS 
DU N.E. 


Mouvoments lonts, 
Temps durable. 


Mouvoments rapidcs, 
Temps variable. 


Lo commencement 
do la hausso, 
apres uno grande 
baisso presage 
un Vont violent. 


MABINE BAEOMETEBS. 

19. The Common Form. —Tho barometer is of groat 
use to tho mariner, who, by using it as a “weather glass,” 
is enabled to forcsoo and pi-oparo for sudden changes in 
tho weather- For marine purjiiosos, tho lower portion 
of tho glass tube of tho barometer must be contracted 
to a fine bore, to prevent oscillation in tho mercurial 
column, which would otherwise bo occasioned by tho move¬ 
ments of the ship. This tube is comontod to the cistern, 
which is made of boxwood, and has a moveable leathern 
bottom, for tho purpose of rendering the instrument portable, 


PIff. 14. 
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by screwing tip the mercury compactly in tbe tube. Tbe tube is enclosed in a 
mahogany frame, which admits of a variety of style in shape, finish, and display, 
to meet the different fancies and means of purchasers. The frame is generally 
enlarged at the upper part to receive the scales and the attached thermometer, 
which are covered by plate glass. The cistern is encased in brass for protection, 
the bottom portion unscrewing to give access to the portable screw beneath the 
cistern. Figs. 13 and 14 illustrate this form of barometer. Marine barometers 
req[uire to be suspended, so that they may remain in a vertical position under 
the changeable positions of a vessel at sea. To effect this they are suspended in 
gimbals by a brass arm. The gimbals consist of a loose ring fastened by thumb¬ 
screws to the middle part of the frame of the barometer, in front and back. The 
forked end of the arm supports this ring at the sides, also by the aid of thumb¬ 
screws- Hence the superior weight of the cistern end is always sufficient to 
cause the instrument to move on its bearing screws, so as always to maintain a per¬ 
pendicular position; in fact, it is so delicately held that it yields to the slightest 
disturbance in any direction. The other end of the arm is attached to a stout plate, 
having holes for screws, or fitted to slip into a staple or bracket, by which it may be 
fixed to any part of the cabin of a ship; the arm is hinged to the plate, for the pur¬ 
pose of turning the arm and barometer up whenever it is desirable. 

Other forms of barometer (to be immediately described) have superseded this 
in the British Marine, but the French still give the preference to the wooden frames- 
They think the barometer can be more securely mounted in wood, is more portable, 
and less liable to be broken by a sudden concussion than if fitted in a metal frame. 
The English deem the ordinary wooden barometers not sufficiently accurate, owing 
to the irregular expansion of wood, arising from its hygrometric properties. Some of 
the.English opticians have shown that very portable, and really accurate barometers 
can be made in brass frames, and therefore the preference is now given to this latter 
material. 

20, The Kew liCariiie Barometer. —^The form of barometer so-called, is that 
recommended by the Congress of Brussels, held in 1853, for the purpose of devising 
a systematic plan of promoting meteorological observations at sea. 

The materials employed in its construction are mercury, glass, iron, and brass. 
The upper part of the tube is carefully calibrated to ensure uniformity of boro, as 
this is a point upon which the accuracy of the instrument to some extent doxionds. 
At sea, the barometer has never been known to stand above 31 inches, nor below 
27. These extremes have been attained with instruments of undoubted accuracy, 
but they are quite exceptional. It is not necessary, therefore, to carry the scales of 
marine barometers beyond these limits, but they should not be made shorter. If 
the vernier is adjusted to read upward, the scale should extend to 32 inches, to allow 
room for the vernier to be set to 81 inches at least. Cases have occurred in which 
this could not be done, and rare, but valuable observations have been lost in conse¬ 
quence. If the scale part of the tube be not uniform in bore, the index error 
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will be irregular throughout the scale. Whether the boro of the rest of the tube 
varies iu diaraeter, is of no moment. From two to throe inches below the measured 
part, the bore is contracted very much, to prevent the pulsations in the mercurial 
column—called ‘‘pumping”—^which, otherwise, would occur at sea. from the motion 
of the ship. In ordinary marine barometers, this contraction extends to the end of 
the tube. Below the contracted part is inserted a pipette—or Gay Lussac air-trap 
—which is a little elongated funnel with the point downwards. Its object is to 
arrest any air that may work in between the glass and the mercury. The bubble of 
air lodges at the shoulder, and can go up no farther. It is one of those simple 
contrivances which turn out remarkably useful. If any air gets into the tube, it 
does not get to the top, and therefore does not vitiate the performance of the 
barometer; for the mercury itself works up and down through the funuol. Below 
this, the tube should not be unnecessarily contracted. 

The open end of the tube is fixed into an iron cylinder, which forms ibo cistern 
of the barometer. Iron has no action upon mercury, and is thoreforo used instead 
of any other metal. One or two holes are made in tho top 
of tho cistern, which aro covered on tho inside with sti'ong J6. 

sheep-skin leather, so as to be impervious to mercury, but 
sufficiently porous for tho outer air to act upon tho column. 

The cistern is of capacity sufficient to receive tho mercury 
which falls out of the tube until tho column stands lower than 
the scale reads; and when tho tube is completely full, there is 
enough mercury to cover tho extremity so as to prevent access 
of air. There is no screw req[uirod for screwing up the 
mercury. 

The glass tube thus secured to tho cistern is protected hy 
a brass tubular franae, into which tho iron cistern fits and screws 
compactly. Cork is used to form bearings for tlu» l.nlie. A 
few inches above the cistern is placed the uttachod Dnmnonmter. 

Its bulb is onelosod in tho frame, so as to bo oipially alllbctiHl 
by licat with tho barometric column. Tho upper end ef tho 
frame is fitted with a cap which screws on, and cmbraccB a glass 
shield which rests in a gallery formed on tho frame below tho 
scale, and serves to protect the silvered scale, as well as tho 
inner tube, from dust and damp. A ring, moveable in a 
collar fixed on tho frame above tho centre of gravity of tho 
iiistrumont, is attached to gimbals, and tho whole is sup¬ 
ported by a brass arm in tho usual manner; so that tho instrument can bo moved 
round its axis to bring any source of light upon it, and will remain vortical in all 
positions of the slxip. The vernier roads to five-lnmdrodths of an inch. No 
•words aro placed upon tho scale, as the old formulary was doomed misleading. The 
vornior can bo sot with great exactness, as light is admitted to the top of tho 
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mercury by a front and a back slit in tbe frame. Tbe lower edge of tlio vernier 
should be brought to the top of the mercury, so as just to shut out the light. 

It is evident that this form of barometer must be more reliable in its indications 
than those in "wooden frames. The graduations can be accurately made, and they 
"will be affected only by "well-known alterations due to temperature. Some think tho 
tube is too firmly held, and therefore liable to be broken by concussion more readily 
than that of an inferior instrument. This, however, appears a necessary conse¬ 
quence of greater exactness. It is an exceedingly good portable instrument, and 
can be put up and taken do"wn very readily. These barometers are preferred to 
marine barometers in wood, wherever they have been used. In merchant ships, 
and under careful treatment, they have been found very durable. They may bo 
sent with safety by railway, packed carefully in a wooden box. 

DirecUons for PacTcing .—In removing this barometer it is necessary to slope it 
gradually till the mercury reaches the top of the, tube. It is thon portable, if 
carried cistern end upwards or lying flat. If carried otherwise, it will very probably 
be broken by the jerking motion of the hea"vy mercury in the glass tube. Of course 
it must not be jarred, or receive concussion. 

JPositionfor 'M.armxe Barometer .—^Admiral FitzKoy, to whose valuable papers wo 
are much indebted, -writes in his “Barometer Manual” :—“ It is desirable to iflaco 
the barometer in such a position as not to be in danger of a side blow, and also 
sufficiently far from the deck above to allow for the spring of the metal arm in cases 
* of sudden movements of the ship. 

“ If there is risk of the insti'ument striking anywhere when the vessel is much 
heeled, it will be desirable to put some soft padding on that place, or to cheedc 
movement in that direction by a light elastic cord; in fixmg which, attention must 
be paid to have it acting only where risk of a blow begins, not intoifering otherwiso 
with the free swing of the instrument: a very light cord attached above, when 
possible, will be least likely to interfere injuriously.” 

21. Method of verifying Marine and other Barometers. —“In nearly all 
the barometers which had been employed at sea till recently the index corroetioii 
varied through the range of scale readings, in proportion to the difference of capacity 
between the cistern and the tube. To find the index correction for a land baroineto:r, 
comparison with a standard, at any part of the scale at which the mercury may happen 
to be, is generally considered sufficient. To test the marine barometer is a work of 
much more time, since it is necessary to find the correction for scale I'oadings at 
about each half inch throughout the range of atmospheric pressure to which it may Ijo 
exposed; and it becomes necessary to have recourse to artificial moans of changing 
the pressure of the atmosphere on the surface of the mercury in tho cistern. 

“ The barometers to be thus tested are placed, together with a standard, in an 
air-tight chamber, to which an air-pump is applied, so that, by partially exhausting 
the air, the standard can be made to read much lower than the lowest pressure to 
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which marine barometers are likely to be exposed ; and by compressing the air it 
can be made to read higher than the mercury ever stands at the level of the sea. 
The tube of the standard is contracted similarly to that of the marine barometer, 
but a provision is made for adjusting the mercury in its cistern to the zero point. 
G-lass windows are inserted in the upper part of the iron air-chamber, through which 
the scales of the barometers may be seen ; but as the verniers cannot be moved in 
the usual way from outside the chamber, a provision is paade for reading the height 
of the mercury independent of the verniers attached to the scales of the respective 
barometers. At a distance of some five or six feet from the air-tight chamber a 
vertical scale is fixed. The divisions on this scale correspond exactly with those on 
the tube of the standard barometer. A vernier and telescope are made to slide on the 
scale by means of a rack and pinion. The telescope has two horizontal wires, one fixed 
' and the other moveable by a micrometer screw, so that the difference between the 
height of the column of mercury and the nearest division on the scale of the stan¬ 
dard, and also of all tho other barometers placed by the side of it for comparison, 
can bo measured either with the vertical scale and vernier or tho micrometer wire. 
Tho moans aro thus possessed of testing barometers for index error in any part of 
tho scale, through tho whole rango of atmospheric pressure to which they aro likely 
to bo exposed ; and tho usual practice is to test them at every half inch from 27’5 
to 31 inches. 

In this way barometers of various other descriptions have been tested, and 
some errors found to be so largo that a few barometers road half an inch and 
upwards too high, while others road as much too low. In some cases those which 
were correct in one part of the scale wore found to bo from half an inch to an inch 
wrong in other parts. These barometers wore of an old and ordinary, not to say 
inferior, construction. In some the mercury would not descend lower than about 
20 inches, owing to a fault very general in tho construction of many coinnion 
barometers till lately in frequent use :—tho crntt^ni. ima not /nrf/a aiiouf/h to hold tho 
mercury which descended from tho tube in a loin <itii(o.sp/ufyk primurn. 

“ ‘When used on shore, this contraction of tho tube causes tho marine barometer 
to bo sonieUnu^ii a little behind an ordinary land barometer, tho tube of which is not 
contracted. Tho amount varies according to tho rate at which tho mercury is rising 
or falling, and ranges from 0*00 to 0'02 of an inch. As tho motion of tho ship at 
sea causes tho mercury to pass more rapidly through tho contracted tube, tho read¬ 
ings aro almost tho same thero as they would ho if tho tube wore not contracted,, 
and in no case do they differ enough to ho of imporfcaneo in maritimo uso.” 

Tho cistorn of this marine baromotor is goncrally made an inch and a quarter 
in diamotor, and tho scale part of the tube a quarter of an inch in bore. Tho 
inches on tho scalo, instead of hoing true, aro shortened by -04 of an inch, in or4or 
to avoid the nocesHity of ai^plying a correction duo to tho tliifcronco of capacity of 
tho tuho and cistorn. This is done with much perfection, and tho errors of tho 
instruments, when compared with a standard by tho apparatus used at Kew and 
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liivetpool Observatories, are determined to the thousandth of an inch, and aro 
invariably -very uniform and small. The error so determined includes the correctior^ 
due to capillarity, capacity, and error of graduation, and forms a constant correc¬ 
tion, so that only one variable correction, that due to temperature, need be applied? 
•when the barometer is suspended near the water line of the ship, to make the obser¬ 
vations comparable with others. With all the advantages of this barometer? 
however, it has recently been superseded, to some extent, because it was found ta 
require more care than could ordinarily be expected to be given to it by the com¬ 
mander of a ship. Seamen do not exactly understand the value of such nice accuracy 
as the thousandth part of an inch, but prefer an instrument that reads only to a 
hundredth part. 

22. TBnE FITZROy MARINE BAROMETER. 

Admiral EitzRoy deemed it desirable to construct a form of barometer as practi¬ 
cally useful as possible for marine pmrposes. One that should be less delicate iir 
structure than the Kew barometer, and not so finely graduated. One that could be 
set at a glance and read easily; that would be more likely to bear the common shocks 
unavoidable in a ship of war. Accordingly, the Admiral has devised a barometer? 
which he has thus described:— 

“ This marine barometer, for Her Majesty’s service, is adapted to gimpra-^ 
purposes. 

“ It differs jfeom barometers hitherto made in points of detail, rather than prin¬ 
ciple:—1. The glass tube is packed with vulcanised india-rubber, which chocks 
vibration from concussion; but does not hold it rigidly, or prevent oxpansion- 
2. It does not oscillate (or pump), though extremely sensitive. 3. The scale is 
porcelain, very legible, and not liable to change. 4. There is no iron anywhoro 
(to riistj. 5. Every part can be unscrewed, examined, or cleaned, by any careful 
person. 6. There is a spare tube, fixed in a cistern, filled with boiled mercury, and 
marked for adjustment in this, or any similar instrument. 

“ These barometers are graduated to hundredths, and they will be found 
accTorate to that degree, namely the second decimal of an inch. 

“ They are packed with vulcanised caoutchouc, in order that (by this, and liy 
a peculiar strength of glass tube) guns may be fired near these instruments without 
causing injury to them by ordinary concussion. 

“ It is hoped that all such instruments, for the public service at sea, will bo 
quite similar, so that any spare tube will fit any barometer. 

“ To Shift a Tube. —^Incline the barometer slowly, and then take it down, after 
flowing the mercury to fiill the upper part. Lay the instrument on a table, unscrow 
'.outer cap at the joining just below the cistern swell, then unscrew the tube a}iil 

m, by turning the cistern gently, against the sun, or to the left, and draw out 
be very carefully without bending it in the least, turning it a little, if required, 
^ d. Then insert the new tube very cautiously, screw in, and adjust to the 
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diamond-ciii mark for 27 inches. Attach the • cap, and suspend the barometer 
for use. 

“ If the mercury does not immediately quit the top of the tube, tap tho cistern 
end rather sharply. In a well-boiled tube, with a good vacuum:, the mercury hangs, 
at times, so adliesively as to deceive, by causing a supposition of some 
defect. 

“ In about ten minutes the mercurial column should bo nearly right; 
but as local temperature affects the brass, as well as the mercury, slowly 
and unequally, it may be well to defer any ea:act comparisom with other 
imt'niments for some few hours.” 

Messrs. Negretti and Zambra are the makers of these barometers 
for the Royal Navy. Fig- IG is an illustration. 

Tho tube is fixed to a boxwood cistern, which is plugged with very 
porous cane at the top, to allow of tho ready influence of a variation in 
atmospheric pressure upon tho mercury. Round tho neck of tho cistern 
is Ibrinod a brass ring, with a screw thread on its circumforonco. This 
screws into tho Ixamo, and a mark on tho tube is to bo adjusted to 27 
inches on tho scale, tho cistern covering screwed on, and tho instrument 
is ready to suspend- Tho frame and all tho fittings are brass, without 
any iron whatever; because tho contact of tho two metals produces a 
galvanic action, which is objectionable. Tho spare tul)o is fitted with 
india-rubber, and ready at any time to replace tho one in tho frame. 

Tho ease with which a tube can bo replaced when broken is an oxcollent 
feature of tho instrument. Tho spare tube is carefully stowed in a box, 
which can also receive the complete instrument when not in uso. All 
tho parts are made to a definite gauge; tho frames are, thoroforo, all as 
nearly as j)ossiblo similar to each other, and the tubes—like rifle bullets— 
are adjustiblo to any frame. If, thou, tho tal)e in uso gets broken, tluj 
captain can rox>b*'t5<i it by tho other; but, as it is securely packed, with 
india-rubber, there is very little liability of its being broken by fair 
xisago. Every xHJrson who knows tho imi)ortanee of tho haromotor on 
board ship, will acknowledge that tho suxiplomcntary tube is a decided 
improvement. Many instruments of this description are afloat in the 
Royal Navy, and in a short time it may bo oxiiocsttid that all tho frames 
iwid tubes of barometers in tho public service at sea will l)o similar in size 
and chai-aetcr; so that should a eax)tain have tho misfortune to got both his tubes 
broken, ho would be able to borrow another from any shij) ho foil in with that had 
one to spare, which would bo x)erfootly accurate, because it would have boon verified 
boforo it was sent out. 


23. Admiral FitzRoy’s Words for the Scale.— The graduation of inches and 
decimals are x>li»'Cod in this barometer on the right-hand sido of the tube; and on a 
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similar piece of porcelain, on the left-hand, are engraved, as legibly as they aro 
expressed succinctly, the following words, of universal application in the interpretation 
<?f the barometer movements :— 


PiJSE 

FALL 

FOR 

FOR 

COLD 

WARM 

DRY 

WET 

OR 

OR 

• LESS 

MORE 

WIND. 

WIND. 

EXCEPT 

EXCEPT 

WET PROM 

WET PROM' 

COOLER SIDE. 

COOLER SIDE. 


Reverting to the explanation of the words on the “ Coast ” barometers 
(at page 14), and comparing and considering them as given for northern latitudes, 
and as the/must be altered for southern latitudes, it will be perceived, that for all 
GoU winds the barometer rises ; and falls for warm winds. The mercury also falls 
for imcVGosed strength of wind; and rises as the wind lulls. Likewise before or with 
rain the column of mercury falls but it rises with fine dry weather. Putting these 
facts together, and substituting for the points of the compass the terms ‘‘ cold” and 
warm, the appropriateness ol the words on the scale of this barometer is readily 
perceived. These concise and practical indications of the movements in the b{\ro- 
meter are applicable for instruments intended for use in any region of the world, 
and are in perfect accordance with the laws of winds and weather deduced by Love 
and other meteorologists-. There is nothing objectionable in them, and being 
founded upon experience and the deductions made from numerous recorded observa¬ 
tions of the weather in all parts of the world, as well as confirnied by the theories 
of science, they may conseqLuently be considered as generally reliable. They involve 
no conjecture, but express succinctly scientific principles. 

24. Trials of the FitzRoy Marine Barometer under Fire of Guns._ 

Some of the first barometers made by Messrs. Negrotti and Zambra on Admiral 
FitzRoy’s principle were severely tried under the heaviest naval gun firing, on board 
BC.M.S. JBjxeelZeyit; and under all the circumstances, they withstood the concussion. 
The purpose of the trials was “to ascertain whether tho vulcanized nidia-ruJbher 
yaclung round the glass tube of a new marine barometer did chock tho vibration 
caused by firing, and whether guns might be fired close to these instruments 
without causing injury to them.” In the first and second series of experi¬ 
ments, a marine barometer on Admiral FitzRoy’s plan was tried against a 
mai-ine barometer on the Kow principle, both instruments being new, and treated 
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ill all respects similarly. They ’were “ hung over the gun, under the gun, and hy 
the side of the gun, the latter both inside and outside a bulkhead,—in fact, in all 
ways that they would be tried in action with the bulldieads cleared away.” The 
result was that the Kow barometer was broken and rendiored useless, while the new 
pattern barometer was not injured in the least. In a third series of experiments, Mr. 
Negretti being present, five of the new pattern barometers were subjected to the concus¬ 
sion produced by firing a 68-pounder gun with shot, and 16 Ifes. cliargo of powder. 
They were suspended from a beam immediately under the gun, then from a beam im¬ 
mediately over the gun, and finally they were suspended by the arm to a bulkhead, at 
a distance of on^ 3 ft. 6 in. from the axis of the gun; and the result was, 
according to the official report, “that all these barometers, however suspended, 
would stand, without the slightest injury, the most sovoro concussion that they 
would ever bo likely to experience in any sea-going man-of-war.” Those trials 
were conducted under the superintendence of Cax^tain Hewlett, C.B., and the gains 
wore fired in the course of his imud instructions. His reports to Admiral Titzltoy, 
giving all the particulars of the trials, are jiublishod in the “Ninth Number of 
Meteorological Papers,” issued by the Board of Trade.»’>= 

26. NEGRETTI AND ZAMBEA’S FARMER’S BAROMETER AND 

DOMESTIC WEATHER-GLASS. 

It is a well-known fact that the barometer is as much, or oven more affected by 
a change of wind as it is by rain; and the objection raised against a sinijale barometer 
reading, as leaving the observer in doubt whether to oxpoct wind or rain, is removed 
by the addition of the Hygrometer, an instrument indicating the comparative degree 
of dryness or dampness of the air;— o, most important item in tho determination of 
the coming weather. 

The farmer should not be content to let his crox>s lio at tho morey, so to aiaoak, 
of tho weather, when ho has within his coimnarid instruments which may be the 
moans of xarovonting damage to, and in cases total loss of, lus crox)S. 

Tho farmer hitherto has had to dox>oud for his xai’ogiiostication of the weathor 
on his own unassisted “Weathor Wisdom;” and it is porfootly marvellous how 
exjaort he has beeonio in its use. Soienco now stojas in, not to ignore this exporienco, 
but on the contrary, to givo it most valuable assistance by extending it, and enabling 
it to predict, with an accuracy hitliorto unknown, tho various changes that take 
jalace in this most variable of climates. 

To tho invalid, tho im^jortance of prodieting with tolerable accuracy tho changes 


^ With, referonco to thcise haromotors, we haYO reooiyed tho aiihjoined testimonial, with i>ormifisioa to ns© 
it as wo please* 

Mek^orologic Office^ \Wi> JuMf 1863 * 

‘‘Messrs. Kegkmtti & Zambra, 

“The haromotors which yoxi have lately Buppliod to Her Majesty’s ships through this 
Office are much ai^proved, being good for general soryioe, ahoat or on land. 

“(^Signed) B. FITZEOY*’’ 
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that are likely to ocoiir in the weather, cannot he over-rated. Many colds would he 
prevented, if we could know that the morning so balmy and bright, would subside 
into a cold and cheerless afternoon. Even to the robust, much inconvenience may 
be prevented by a due respect to the indications of the hygrometer and the barometer, 
and the delicate in health will do well to regard its warnings. 

Fie- 17. Description of the Instrmmnt .—The farmer’s barometer, as 

f figured in the margin, consists of an upright tube of mercury 

inverted in a cistern of the same fluid: this is secured against 
a strong frame of wood, at the upper end of which is fixed the 
scale, divided into inches and tenths of ajj inch. On either 
side of the barometer, or centre tube, are two thermometers— 
that on the left hand has its bulb uncovered and freely exposed, 
and indicates the temperature of the air at the place of obser¬ 
vation ; that pn the right hand has its bulb covered with a piece 
muslin, from which depend a few threads of soft lamp cotton; 
this cotton is immersed in the small cup situated just under 
the thermometer, this vessel being full of water ; the water rises 
by capillary attraction to the muslin-covered bulb, and keeps 
in constantly moist state. 

These two thermometers, which we distinguish by the names 
“Wet Bulb” and “ Dry Bulb,” form the Hygrometer; and it 
is by the simultaneous reading of these two thermometers, and 
noting the difference-that exists between their indications, that 
the humidity in the atmosphere is determined. 

Admiral FitzRoy’s words (see p. 22) are placed upon the 
scale of the barometer, as the value of a reading depends, not 
• so much on the actual height of the mercury in the tube, as it 

does ©n whether the column is rising, steady, or falling. 

Tiie moveable screw at the bottom of the cistern is for the 
purpose of forcing the mercury to the top of the tube when the 
I instrument is being carried from place to place, and it must 

I B always be unscrewed to its utmost limit when the barometer is 

I 11' hung in its proper place. After this it should never be touched. 

M manner in which the Hygrometer acts is as follows: 

|.|i.lM|| It is a pretty well-known fact that water or wine is often cooled 

1 "by a wet cloth being tied round the bottle, and then being 

placed in a current of air. The evaporation that takes place 
in the progressive drying of the cloth causes the temperature 
to fall considerably below that of the surrounding atmosphere, 
and the contents of the bottle are thus cooled. In the same manner, then, the 
covered wet bulb thermometer will be found invariahly to read lower than the un¬ 
covered one; and the greater the dryness of the air, the greater will be the difference 
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between the indications of the two thermometers; and the more moisture that 
exists in the air, the more nearly they will read alike. 

The cup must he kept filled with pure water, and occasionally cleaned out, to 
remove any dirt. The muslin, or cotton-wick, should he renewed every few 
weeks. The hygrometer may he had separate from the barometer, if the combined 
instruments cannot be sufficiently exposed to the external air, this being essential 
for the successful use of the hygrometer. 

This farmer’s weather-glass, then, consists of three distinct instruments: the 
barometer, the thermometer, and the hygrometer. He has thus at command the three 
instrumeiatal data necessary for the prediction of the weather. And now to describe— 

How to Use the Instrument. —The observations should be taken twice a day, 
say at 9 a.m. and 8 p.m. ; and should be entered on a slip of paper, or a slate hung 
up by the barometer. The observer will then be able to see the different values of 
the readings from time to time, and to draw his conclusions therefrom. 

The thermometer on the left hand should first be read, and a note made of its 
indication, which is the temperature of the air. The wet bulb thermometer should 
now be read, and also noted ; and the difference should bo taken of these two 
readings. Next read the barometer by moving the small index at the side of the 
tube until it is on a level with the top of the mercury. Plaving noted the number 
of inches at which the column stands, compare with the last observation, and see 
immediately whether the barometer is rising, steady, or falling. 

Now, having taken the observations as above, we naturally ask the question, 
What are we to predict from them ? ^ 

And, probably, the best way of answering this query will be by giving an 
example- "We will suppose that our readings yesterday were as follows :—-Tempera¬ 
ture, 70°; Wet Bulb, 69°; Difference, l‘’;=very moist air. Barometer, 29'5, and 
that rain has fallen. 

To-day, we road:—Temperature, GO”; Wot Bulb, 55°; Difference, 5°;—dryer 
air. Barometer, 30. We may safely predict that the rain will cease, and probably 
we may have wind from the northward. 

In spring or autumn, if the barometric height bo steady any where between 
29'5 and 30 inches, with the temperature about CO*’, Irosh to moderate south-westerly 
winds, with cloudy sky, will probal)ly characterize the weather; the indications of 
tlio hygrometer being then specially serviceable in enabling us to foretell rain; but 
if the mercury become steady at about 30‘5 inches, with temperature about 40”, 
north-easterly winds, dry air, and clear sky, may bo confidently expected. 

Many cases will doubtless suggest themselves to the observer where these figures 
do not occur, and where ho might find a difficulty in interpreting the indications of 
his instruments. Wo have, therefore, drawn up somo concise rules for his guidance; 
and although they will not prove absolutely infallible guides to this acknowledged 
most difficult problem, still, they will bo found of much sciwico in ,foretelling tlie 
weuihor, when added to an intelligent observation of ordinary atmospheric pho- 
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nomena, as force and direction of wind, nature. of any particular season, and tlio 
time of year. 

26. EULES FOE FORETELLING THE 'WEATHER. 

A niSINO BAEOMETEE. 

A “Rapid” rise indicates unsettled weather. 

A “Gradual” rise indicates settled weather. 

A “ Rise,” with dry air, and cold increasing in summer, indicates wind from north- 
waird; and if rain has fallen, better weather is to be expected. 

A “Rise,” with moist air and a low temperature, indicates wind and rain from 
northward. 

A “ Rise,” with southerly wind, indicates fine weather. 

A STEABY BAEOMETEE, 

With dry air and a seasonable tMiperature, indicates a continuance of very fine 
weather. 

A FALLING BAEOMETEE. 

A “Rapid” fall indicates stormy weather. 

A “ Rapid ” fall, with westerly wind, indicates stormy weather from northward. 

A “Fall,” with a northerly wind, indicates storm, with rain and hail in summer, 
and snow in winter. 

A “Fall,” with increased moisture in the air, and the heat increasing, indicates 
wind and rain from southward. 

A “Fall,” with dry air, and cold increasing (in winter), indicates snow, 

A “ Fall,” after very calm and warm weather, indicates rain with squally weather. 

27. Causes which may bring about a Fall or a Rise in the Barometer,*— 
As heat produces rarefaction, a sudden rise of temperature in a distant quarter may 
affect the weight of t% atmosphere over our heads, by producing an aerial current 
outwards, to supply the place of the lighter air which has moved from its former 
position; in which case the barometer will fall. Now such a movement in tho 
atmosphere is likely to bring about an intermixture of currents of air of diHuront 
temperatures, and from this intermixture rain is likely to result. 

On the other hand, as cold produces condensation, any sudden fill of tempera¬ 
ture causes the column of air over the locality to contract and sink to a lower level, 
whilst other air rushes in from above to supply the void; and, accordingly, tho baro¬ 
meter rises. Should this air, as often happens, proceed from tho north, it will 
contain in general but little moisture; ahd hence, on reaching a warmer latitude, 
wil take up the vapour of the air, so that dry weather will result. 

It is generally observed, that wind causes a fall in tho instrument; and, indeed, 
in those greater movements of the atmosphere which wo denominate storms or 
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liurricanes, tlie depression is so considerable as to forewarn tbo navigator of his 
imxjcnding danger. It is evident, that a draught of air in any direction must diminish 
the weight of the column overhead, and consequently cause the morcui'y in the 
barometer to sink. 

The connection, therefore, of a sinking of the barometric column with rain is 
frequently owing to the wind causing an intermixture of the aerial currents which, by 
their motion, diminish the weight of the atmosphere over our heads; whilst a steady 
rise in the column indicates the absence of any great atmospheric changes in the 
neighbourhood, and a general exemption from those Causes which are ap| to bring 
about a precipitation of vapour. 

28. Tise of the Barometer in the management of Mines. —The inflammable 
and suffocating gases, known to coal-miners as fire-damp and choke-damp, are 
specifically heavier than air; and as they issue from the fissures of tho mine, or are 
reloasod from tho coal, tho atmospheric pressure tends to drive them into tho lowest 
and least ventilated galleries. Consequently a greatly reduced atmospheric pressure 
will favour a sudden outflow or advance of gas ; whence may result cases of explo¬ 
sion or suffocation. It has been found that these accidents occur for tho most part 
about tho time of a low barometric column. A reliable barometer should, therefore, 
bo systematically consulted by those entrusted with tho management or control of 
coal-mines, so that greater vigilance and caution may bo enjoined on tho miners 
whenever the mercury falls low, ospocially* after it has been unusually high for some 
days. 

29. ITse of the Baremeter in estimating the Height of Tides.—Tho pressure 
of tho atmosphere affects the height of tho tide, tho water being in general higher 
as the barometer is lower. Tho expressions of scamon, that “ Irost nips tho tide,” 
and “fog nips tlio tide,” are explained by tho high barometer which usually accom¬ 
panies frost and fog. M..Daussy, Sir J. G. Ross, and others, have ostahlishod that 
a rise of one inch in tho barometer will have a corros]K)nding fall in the tide of 
about one foot. Therolbro navigators and pilots will apiirociato tho following sug¬ 
gestion of Admiral Fit/JIoy :— 

“ Vessels sometimes enter docks, or oven harbours, where they have scarcely a 
foot of water more than their draught; and as docking, as woll" as launching largo 
ships, requires a close calculation of height of water, tho state of tho barometbr 
becomes of additional importance on such occasions.” 
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CHAPTEE II. 

SYPHON TUBE BAROMETERS. 

30- Principle of- —If some mercury, or any other fluid, be poured into a tube of 
glass, bent in the form of U, and open at both ends, it will rise to the same height in 
both limbs, the tube being^held vertically. If mercury be poured in first, and then 
water upon it at one end, these liquids will not come to the same level j the water 
will stand muclh higher than the ntercury. * If the height of the mercury, above the 
line of meeting of the fluids, be one inch, that of the water will be about thirteen-and- 
a-half inches. The explanation of this is, that the two columns balance each other. 
The pressure of the atmosphere in l^bh limb is precisely similar; but the one 
column stands so much higher than the other, because the fluid of which it is 
composed is so much lighter, bulk for bulk, than the other. If one end of tho 
tube be hermetically closed^ the other limb be cut off within a few inches of tho 
bend, and the tube carefully filled with metCury; by placing it in a vertical position, 
the mercury will fall, if the closed limb be long enough, until it is about thirty 
inches higher than that in the exposed limb, where it will remain. Hero the 
atmosphere presses up)on the short column; but not upon tho long one. It is 
this pressui-e, therefore, which maintains the diflerence of level. In fact, it forms 
a barometer without a cistern, the short limb answering tho purpose of a cistern. 
The first barometers on this principle were devised by the celebrated philosopher, 
Dr. Hook, as described in, the next section. 

31. DIAL, OR WHEEL BAROMETERS. 

The familiar household ‘‘Weather Glasses ” are barometers on the syphon 
principle. The portions of the two limbs through which the mercury will rise and 
fall with the varying pressure of the atmosphere are made of precisely the same 
diameter; while the part between them is contracted. On the mercury, in the 
exposed limb, rests a round float of ivory or glass ; to this a sti-ing is attached and 
passed over and around a brass pulley, the other end carrying another lighter weight. 
The weight resting on the mercury rises and falls with it. On the spindle of tho 
pulley, which passes through the frame and centre of the dial-plate, is fixed a light 
steel hand, which revolves as the pulley turns round. When tho mercury falls for 
a decrease of atmospheric pressui-e, it rises by the same quantity in the short txxbe, 
and pushes iq^ the float, the counterpoise falls, and thus moves the hand or pointer 
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to the left. When the pressure increases, the pointer is drawii in a similar manner 
to the right. 


Fia:. 19. Fig:. 20. 



The dials are generally made of metal silyerod over or enamelled, hut por¬ 
celain may he used. If the oircumforence of tho ptilley, or ‘‘wheel,” ho two iiichoH, 
it will revolve onco for an alteration of level am.ounting to two inches in each tuho, 
or four inches in the height of the barometric column; and as tho dial may ho from 
twenty to thirty-six inches in circumference, five to nine inches on tho graduated 
scale corresponds to one inch of tho cohnnn; and hence the sub-divisions are 
distinctly perceptible, and a vernier is not necessary. 

The motion of tho pointer alone is visible; and a mahogany, or rosewood, 
frame, supports, covers, and renders tho instrument ornamental and portable. In 
the back of the frame is a. hinged door, which covers the cavity containing tho tube 
and fixtures. The dial is covered by a glass in a brass rim, similar to a clock face. 
A brass index, working over the dial, moveable by a key or button, may ho ai)].)liod, 
and will serve to register tho position of tho hand when last observed. Those 
instruments are usually fitted with a thermometer, and a spirit level; the latter for 
the purpose of getting the instrument perfectly vortical. They Bomotimos have, in 
addition, a hygrometer, a sympiosomoter, an aneroid, a mirror, or a clock, &e., 
singly or combined. The frame admits of much variety of style and decoration. 
It may bo carved or inlaid. Tho usual adjustment of scale is suited for localities 
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at no considerable elevation above the sea. Accordiiagly, being commercial ai'ticlos, 
they have been found frequently quite out of place. When intended for use at high 

Fig. S3. 



elevations, they should have a special adjustment of scale. As household instru¬ 
ments they are serviceable, and ornamental. But the supply-and-demand primviplo 
upon which they are sold, has entailed upon those issued by inforloi* inalcors a 
generally bad adjustment of scale. The illustrations are tlioso of ordinary designs. 

Dial barometers required for transmission to distant parts, as India and tho 
Colonies, are furnished with a steel stop-cock, to render them portable more ciibc- 
tually than can be done by the method of i:)higgi:n{j tho tube. 

32. STANDARD SYPHON BAROMETER. 

Fig. 24 represents themost accurate form of the Gray Ijussac barometer. The 
short limb is closed at the top, after the mercury is introduced, and a fcunall lateral 
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Fig-. 25. 


Fiff. 24. puncture is made at a, whicli is covered over 'witli a substance ■vvbicli 
permits tbe access of air, but prevents the escape of any mercury when 

.. the instrument is packed for travelling. The bent part of the tube is 

contracted to a capillary bore ; and just above this, in the long limb, is 
placed the air-trap, already described (see p. 17), and here illustrated 
(fig. 25). When reversed, as it must be for portability, the capillary 
attraction keeps the mercury in the long branch. Should the mercury 
of the short column get detached, some small quantity of 
air ma>y pass; but it will be arrested at the pipette, and will 
not vitiate the length of the barometric column. It can be' 
easily expelled by gently shaking or tappings the instrument 
before suspending it for observation. In the illustration, 
the zero of the scale is i^laced at Z, near the middle of the 
tube; and the graduations extend above and below. In 
making an observation, it is necessary to take the reading 
Z A on the long branch, and Z B on the short one. The 
sum of the two gives the height of the barometer. The 
zero of the scale in some instrumeiats is placed low down, 
so as to require the difference of the two readings to bo 
taken. A thermometer is attached to the frame as usual. 

These instruments can be very accurately graduated, and are very 
exact in their indications, provided great care has been exercised in 
selecting the tubes, which must be of the same calibre throughout the 
parts destined to measure the variations of atmospheric pressure. They 
should be suspended so as to insure their hanging vertically. 

The syphon barometer does not require correction for cai)illarity nor 
for capacity, as each surface of the mercury is equally depressed by 
cajjillary attraction, and the quantity of mercury which falls from the long limb of 
the tube occujDies the same length in the short one. The barometric height must, 
however, be corrected for temperature, as in the cistern barometer. Tables contain¬ 
ing the temperature corrections to bo apx>liod to barometer readings for scales 
engraved on the glass tube, or on brass or wood frames, are published. 





32 


CHAPTEB III. 

BAEOGRAPHS, OE SELF-EEGISTERING BAEOMETEES. 

33. Milne’s Self-Registering* Barometer. —For a long time a good and accurate 
self-recording barometer was muob desired. This want is now satisfactorily sup¬ 
plied, not by one, but by several descriptions of apparatus. The one first to be 
described was the design of Admiral Sir A. Milne, who himself constructed, in 1857, 
we believe, the original instrument, which he used with much success. Since that 
time several of these instruments have been made, and have performed satisfactorily. 
The baroifieter tube is a syphon of large calibre, provided with a Gay Lussac pipette, 
or air-trap; and fitted with a float, a wheel, and a pointer, as in the “ Dial” baro¬ 
meter. The float is attached to a delicate watch-chain, which passes over the wheel 
and is adequately counterpoised. Behind the indicating extremity of the pointer or 
hand is a projecting point, which faces- the frame of the instrument, and is just 
within contact with the registering paper. A clock is applied, and fitted with 
auxiliary mechanism, so as to be able to move the mounted paper with regularity 
behind the pointer, and at designed equal intervals of time to release a system of 
levers and springs, so as to cause the marker to impress a dot on the paper, either 
by puncture or pencil-mark. The paper is ruled with horizontal lines for the range 
of the mercurial column, and parallel arcs of circles for the hours. Thus tho 
barometer is rendered self-recording, by night or day, for a week or more; hence 
the great value of the instrument. The clock, index, and registering mechanism 
are protected firom dust and interference by a glass front, hinged on and locked. 
As the temperature of the mercury is not registered, there is fixed to tho frame a 
Sixe’s thermometer to record the maximum and minimum temperatures, which 
should be noted at least every twenty-foTir hours. 

Admiral FitzBoy has suggested the name “ Atmoscope” for Admiral Milne’s 
barometer; and he has also termed it a “Barograph.” This latter word appears to 
be applicable to all kinds of self-registering barometers hitherto designed. Of the 
arrangement under consideration Admiral FitzRoy writes :—“ It shows tho alter¬ 
ations in tension, or the pulsations, so to speak, of atmosphere, on a largo scale, by 
hourly marks; and the diagram expresses, to a practised observer, what tho 
‘indicator card’ of a steam-cylinder shows to a skilful engineer, or a stethoscope to 
a physician.” 

34. Modification, of Milne’s Barometer. —The great difficulty to be over¬ 
come in Milne’s barometer, is to adjust the mechanism for obtaining registration so 
that the action of the striker upon the pointer should not in the slightest degree 
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Pig:. 29. 


move it from its trae position. A different mode of registration, capable of recording 
accurately the least appreciable movement of tbe mercurial column, bas been effected. 
In this instrument the registering paper is carried 
upon a cylinder or drum. By reference to the illus¬ 
tration, Fig. 26, the details of construction will be 
readily understood. It should, however, be men¬ 
tioned, that it is not a picture of the outward appear¬ 
ance of the instrument. The position of the baro¬ 
meter should be behind the clock; it is represented on 
one side merely for the purpose of clearly illustrating 
the arrangement and principles. The instrument has a 
large syphon barometer tube, in which the mercurial 
column is represented. On the mercury at in its 
open end, rests a glass float, attached to a watch- 
chain, or suitable silken cord, the other end of which 
is connected to the top of the arched head on the 
short arm of a lever-beam. The long arm of the 
beam is twice the length of the short arm, for the 
following reason. As the mercury falls in the long 
limb, it rises through an equal space in.the short limb 
of the tube, and vied versa. But the barometric 
column is the difference of height of the mercury in 
the two limbs; hence 'the rise or fall of the float 
through half-an-inch wilt correspond to a decrease or 
an increase of the barometric column of one inch. 

In order, then, to record the movements of the baro¬ 
metric column, and not those of the float, the arm 
of the beam connected with the float is only half the 
radius of the other arm. Both arms of the beam 
carry circular-arched heads, which are similar portions 
of the complete circles, the centre of curvature being 

the falcrum, or axis. This contrivance maintains the leverage on each extremity of 
the beam always at the same distance from the fulcrum. From the top of the 
large arched head a piece of watch-chain descends, and is attached to the marker, B, 
which properly counterpoises the float, and is capable of easy movement along a 
groove in a brass bar, so as to indicate the barometric height on an ivory scale, C, 
fixed on the same vertical framing. On the opposite side of the marker, J3, is formed 
a metallic point, which faces the registration sheet and is nearly in contact with it. 
The framing, which carries the scale and marker, is an arrangement of brass bars, 
delicately adjusted and controlled by springs, so as to permit of a quick horizontal 
motion, in a small arc, being communicated to it by the action of the ham¬ 
mer, E, of the clock, whereby the point of the marker is caused to impress a 

D 
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dot upon the paper. The same clock gives rotation to the hollow wooden cylinder, 
T), upon which is mounted the registering paper. The clock must be rewound 
when a fresh paper is attached to the cylinder, which may be daily, weekly, or 
monthly, according to construction; and the series of dots impressed upon the 
paper shows the height of the barometric column every hour by day and night. 
The space traversed by the marker is precisely equal to the range of the 
barometric column. 

35. King’s Self-Eegistering Barometer. 

IVlr- Alfred Kiug, Engineer of the Liverpool 
Gas-light Company, designed, so long ago 
as 1854, a barometer to register, by a con¬ 
tinuous pencil-tracing, the variations in the 
weight of the atmosphere; and a highly- 
satisfactory self-recording barometer, on his 
principle and constructed under his imme¬ 
diate superintendence, has quite recently 
been erected at the Liverpool Observatory. 

Fig. 27 is the front elevation of this 
instrument. A, the barometer tube, is three 
inches in internal diameter, and it floats 
freely (not being fixed as usual) in the fixed 
cistern, B, guided by friction-wheels, W. 
The top end of the tube is fastened to a pecu¬ 
liar chain, which passes over a grooved wheel 
turning on finely-adjusted friction rollers. 
The other end of the chain supports the 
frame, D, which carries the tracing pencil. 
The frame is suitably weighted and guided, 
and faces the cylinder, C, arotmd which the 
tracing paper is wrapped, and which rotates 
once in twenty-four hours by the movement 
of a clock. Mr. Hartnup, Director of the 
Liverpool Observatory, in his Annual Report, 
1863, says :—“ For one inch change in the 
mercmial column the pencil is moved through 
five inches, so that the horizontal lines on 
the tracing, which are half an inch apart, represent one-tenth of an inch change in 
the barometer. The vertical lines are hour lines, and being nearly three-quarters of 
an inch apart, it will be seen that the smallest appreciable change in the barometer, 
and the time of its occurrence,, are recorded.” 

‘ ‘ It has been remarked by persons in the habit of reading barometers with large 
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tubes, that, in squally weatber, sudden and JErequent oscillations of tbo mercurial 
column are sometimes seen. Isfow, to register those small oscillations must be a 
very delicate test of the sensitiveness of a self-registering barometer, as the time 
occupied by the rise and fall of the mercury in the tube in some cases does not 
exceed one minute.” Mr. Hartnup affirms that the tracing of this instrument 
exhibits such oscillations "whenever the wind blo"ws strong and in squalls. 

As the barometer in this instrument is precisely similar to the “ Long Range 
Barometer” invented by Mr. McNeild (and -which will be found described at page 48), 
it may be desirable to quote the following, from Mr. Hartnup’s Report :—“ Mr. King^ 
constructed a small model instrument to illustrate the principle. This instrument was 
entrusted to my care for examination, and it was exhibited to the scientific gentlemen 
who visited the Observatory in 1854, during the meeting of the British Association 
for the Advancement of Science.” 

36. Syphon, with Photographic Registration. —A continuous self-registering 
barometer has been constructed, in which photography is employed. Those who 
may wish to adopt a similar apparatus, or thoroughly to understand the arrangements 
and mode of observation, should consult the detailed description given in the 
Greenwich Magnetical and Meteorological Observations, 1847- As the principles 
are applicable to photographic registration of magnetic and electric as well as 
meteorologic variations in instrumental indications, it would be beside our purpose 
to describe fully the apparatus. 

The barometer is a large syphon tube ; the bore of the upper and lower extremi- 
.ties, through which the surfaces of the mercury rise and faU, is l-j^o" 
diameter. The glass float in the open limb is attached to a "wire, which moves a 
delicately-supported light lever as it alters its elevation. The fulcrum of tho levor 
is on one side of the wire; the extremity on the other side, at four times this dis¬ 
tance from tho fulcrum, carries a vertical plate of opaque mica, having a small 
aperture. Through this hole tho light of a gas-jot shines upon iffiotographic 
paper wrapped round a cylinder placed vertically, and moved round its axis by a 
clock fixed with its face horizontal. Tho cylinder is delicately supported, and 
revolves in friction rollers. A bont "wire on tho axis is embraced by a prong on tho 
hour hand of the time-piece; thoreforo the cylinder is carried round once in twelve 
hours. It might be arranged for a different period of rotation. 

As the cylinder rotates, tho paper receives tho action of tho light, and a 
photographic trace is left of tho movements of tho barometer four times tho oxt(mt 
of tho oscillations of tho float, or twice tho length of the variations in tho baro¬ 
metric column. Certain chemical processes aro required in tho preparation of tho 
paper, and in dovelox)ing the trace. The diagram which wo give on tho next page, 
with the explanation, taken from Brow’s Practical Meteorology, will enable tho above 
description to be bettor understood : 
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e is a lever whose fulcrum is e, the counterpoise/nearly supporting it; s is 
an opaque plate of mica, with a small aperture at jp, through which the light passes, 
having before been refracted by a cylindrical lens into a long ray, the portion only 
of which opposite the aperture jp impinges on the paper; (i! is a wiye supported by 
a float on the surface of the mercury; (? i? is the barometer; y>, the vertical cylinder 
charged with photographic paper; r, the photographic trace; J, the timepiece, 
carrying round the cylinder by the projecting arm t. It is evident that the respective 
distances of the float and the aperture p from the fulcrum may be regulated so that 



the rise and fall of the float may be multiplied to any extent required.” When 
only the lower surface of the mercury in a syphon barometer is read, as in the 
instrument just described, a correction for temperature is strictly due to the 
height of the quicksilver in the short tube ; but this in so short a column will rarely 
be sensible. 
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CHAPTEK IV. 

MOUNTAIN BAROMETEES. 

37, The Syphon Tube Mountain Barometer, on Gay Lussac’s principle, 

constructed, as described at page 31, and fixed in a metallic tubular frame, forms a 
simple and light travelling instrument. The graduations are made upon the frame, 
and it is suspended for reading by a ring at the top, from beneath an iron tripod 
stand, which is usually supplied with it. Considerable care is requisite in adjusting 
the verniers, so as to keep the instrument steady and vertical. A drawback to the 
convenience of this barometer is the movement of the mercury in the short limb, 
which is generally not confined, and hence has every facility for becoming quickly 
oxidised in travelling. To remedy this, Messrs. Negretti and Zambra so construct 
the Mountain Syphon Barometer that by a simple half turn of a screw the mercury 
can be confined for portability, while the lower limb can be taken out for cleaning 
whenever found requisite. 

38, Mountain Barometer on Fortin’s principle, —This barometer, with Fortin’s 
cistern, as arranged by Messrs. Negretti and Zambra, is an elegant, manageable, 
and very accurate instrument for travelling purposes, and well adapted for careful 
measurement of heights. The cistern is made largo onou.gh to receive all the mer¬ 
cury that will fall from the tube at the highest attainable elevation. The screw at 
the bottom confines the mercury securely for caniago, and servos to adjust the 
surface of the mercury to the zero of the scale when making an observation. The 
vernier reads to ’0021 of an inch, and slides easily on the brass frame, which is 
made as small in diameter as is compatible with the size of the tube. The 
tube in this barometer should he altogether without contractions, so that tho mer¬ 
cury will readily fall when it is set up for observation. It must he carefully calibrated, 
and its internal diameter ascertained, in order that correction may he made for capil¬ 
larity. This correction, however, should bo combined with the error of graduation, 
and form a permanent index error, ascertainable at any time by comparison with 
an acknowledged siiandard barometer. 

The barometer is supported in the tripod stand (furnished as part of tho in¬ 
strument) when used for observation. It is suspended by placing two studs, in the 
ring on the frame, in slots formed on the top of tho stand, so that it hangs freely and 
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vertically in gimbals. To the metal top of tbe stand, mahogany legs are hinged. To 
make the barometer portable, it must be lifted out of the stand, sloped gently until 
the mercury reaches the top, turning the screw at the bottom meanwhile; then invert 
and screw until the mercury is made tight. The inverted instrument packs in the 
stand, the legs being formed to fit round the frame; and receptacles are scooped 
out for the cistern, thermometer, gimbals, and vernier; so that the instrument is 
firmly surrounded by the wooden legs, which are held fast together by brass rings 
passed over them. 

Pig-. 29. 39. Iffewman’s IffoTmtaiiL Barometer.— Fig. 29 is an illustration 

of the mountain barometer known as Newman’s. The cistern consists 
of two separate compartments;—the top of the lower and the bottom 
of the upper, being perfectly flat, are pivoted closely together at the 
centres, so that the lower can move through a small are, when turned 
by the hand. This movement is limited by two stops. The top of 
the lower coihpartment and the bottom of the upper have each a cir¬ 
cular hole, through which the mercury communicates. When the instru¬ 
ment is required for observation, the cistern is turned close up to the 
stop marked open” or not portable.” When it is necessary to pack 
it for travelling, the mercurial column must be allowed to fiill the tube by 
sloping the barometer gently; then invert it, and move the omtem to the 
stop marked sJmt” or ^‘portable.” In this condition, the upper compart¬ 
ment is completely filled with mercury, and consequently that in the tube 
cannot move about, so as to admit air or endanger the tube. Nor can the 
mercury pass back to the lower compartment, as the holes are not now 
coincident, and the contact is made too perfect to allow the mercury to 
creep between the surfaces. The tube does not enter the lower compart¬ 
ment, which is completely full of mercury when the instrument is arranged 
for observation. The spare capacity of tlie upper cistern is suflSicient to 
receive the mercury which descends from the tube to the limit of the en¬ 
graved scale, which in these barometers generally extends only to about 20 
inches. A lower limit could of course be given by increasing the size of the 
cisterns, which it is not advisable to do unless for a special purpose. This 
barometer may be had mounted in wood, or in brass frame. If in wood, 
it has a brass shield, which slides round the scale part of the frame, so as to 
be easily brought in front of the tube and scale as a protection in travelling ; 
the vernier screw, in this case, being placed at the top of the instrument. When 
the scale is graduated with true inches, the neutral point, the capacity and capillarity 
corrections should be marked on the frame. The graduated scales, however, placed 
on these barometers in brass frames, are usually artificial inches, like the Kow plan 
of graduation; the advantage being that one simple correction only is required, viz. 
one for index error and capillarity combined, which can always be readily determined 
by comparison with a standard barometer; moreover, as no adjustment of cistern is 
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required in reading, the instrument can he verified hy artificial pressure throughout the 
scale, hy the plan practised at Kew, Liverpool, &c., and already described (see p. 18). 


40. NEaEETTI & ZAMBBA’S PATENT MOUNTAIN AND OTHEB 

BAEOMETEBS. 


This invention is intended to make mountain and other barometers of standard 


accuracy stronger, more portable, and less liable to derangement, when being carried 
about, than heretofore, by dispensing 30 ; 


with the ordinary flexible cistern con¬ 
taining the mercury at the bottom of the 
instrument, and adapting in lieu thereof 
a rigid cistern constructed of glass and 
iron. The cistern is composed of a 
glass cylinder, which is secured in a 
metallic tube or frame. In order to 
render the cistern mercury-tight at top 
and bottom, metal caps are screwed into 
the tube or frame, and bear against 
leather washers placed between them 
and the edges of the glass cylinder. 
The upper cap of the cistern is tapped 
with a fine threaded screw to receive the 
iron plug or socket, into which the baro¬ 
meter tube is securely fixed. The whole 
length of this plug has a fine screw cut 
upon it by which the cistern can be 
screwed up or down. At the side of this 
plug or socket, extending from the lower 
end to within half an inch of the toxi, is 
cut a groove for admitting tho air to the 
surface of tho mercury within tho cistern 
when tho barometer is in use. An ivory 
point is screwed into tho under surface 
of tho plug, carrying tho barometer tubo. 
This ivory point is very carefully adjusted 
by measurement to bo tho zero point of 
tho instrumont, from which tho barometer 
scale of inches is divided. Tho surface 
of tho mercury in tho cistern is adjusted 
to tho zero point by screwing tho cistern 
ux) or down until the ivory point and its 
reflected image are in contact. 
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The instrument (fig. 30) is shown in a state of adjustment, ready to take an 
‘ observation; but wl^en it is desired to render it portable, it must be inclined, until 
mercury from the cistern Jills the tube; the cistern must then be screwed up on the 
socket, so as to bring the face of the upper cap against the under side of the shoulder 
of the cover immediately above it; the instrument may then he carried vdthout 
being liable to derangement. 

Precautions necessary in using ike ^Mountain Parometer .—On removing the 
barometer fi'om its ease after a journey, allow it to remain with its scale end down¬ 
ward, whilst the cistern is unscrewed to the extent of one turn of the screw, after which 
slightly shake the cistern ; the mercury in it will then completely fill the end of the 
barometer tube, should any portion of it have escaped therefrom. 

The barometer is then inverted, and if it be desired to make an observation, 
suspend it vertically from its stand by the ring at top. ^ The cistern must then be 
unscrewed, until the surface of the mercury is brought just level vdth the extreme 
end of the ivory or zero point fixed to the iron plug on which the glass cistern 
moves up and down. 

Should the elevation of the place where the barometer is to be used be con¬ 
siderably above the sea level, it will be well—after suspending it from the stand— 
to unscrew the cistern several turns, holding the barometer in an oblique position, as 
at great heights the mercury will fall considerably quicker than the cistern can be 
unscrewed, thereby filling it to overflowing; but by partly unscrewing the cistern 
first, room is given for the reception of a fall of mercury to the extent of several 
inches. 

The cistern must not be unscrewed when the Instrument is invekted wore than 
two turns of the screw, otherwise the mercury will flow out through the groove. 

It is found safer when travelling to carry the barometer in a horizontal position, 
or with its cistern end uppermost. 

To clean the Barometer .—Should at any time the mercury in the cistern become 
oxidised, and reading from its surface be difficult, it can be readily cleaned by 
removing the cistern and its contained mercury from the barometer frame by un¬ 
screwing it when in a horizotital position; this precaution is necessary that the 
mercury in the tube may not escape, and thereby allow air to enter. The cistern 
must then be emptied, and with a dry clean leather, or silk handkerchief, well cleaned. 

The 0 ]D 6 ration of cleaning being performed, return the cistern to the frame, 
and screw it until the face is brought up against the under side of the shoulder, 
still keeping the instrument horizontal. The cistern is now ready for re-filling, to 
do which stand the barometer on end head downwards, and remove the small screw 
at bottom; through the aperture thus opened, pour in mercury, passing it through 
a paper funnel with a very small aperture. It is well to pass the mercury through a 
very small funnel two or three times before returning it to the barometer cistern, as 
by this process all particles of dust or oxide adhere to the paper, and are effectually 
removed. 
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Should any small quantity of the mercury be lost during the operation of 
cleaning, it is of no importance so long as sufficient remains to allow of adjust¬ 
ment to the zero point. This latter constitutes one of the great advantages of 
this new instrument over the ordinary barometer; for, in the majority of cases, 
after an instrument has been compared carefully with a standard, should mercury 
be lost, there is no means of correcting the error unless a standard barometer be at 
hand; the new barometer is, in this respect, independent, a little mercury more or 
less being unimportant. 

41, Short Tube Barometer. —^This is simply a tube shorter, as may be required, 
than that necessary to show the atmospheric pressure at the sea level. It is con¬ 
venient for balloon purposes, and for use at mountain stations, being of course a 
special construction. 

42. Method of Calculating Heights by the Barometer. —The pressure of 
the atmosphere being measured by the barometer, it is evident that as the instrument 
is carried up a high mountain or elevated in a balloon, the length of the column 
must decrease as the atmospheric pressure decreases, in consequence of a stratum 
of air being left below. The pressure of air arises from its weight, or the attraction 
of gravitation upon it, and therefore the quantity of air below the barometer cistern 
cannot influence the height of the column. Hence it follows that a certain relation 
must exist between the diflerence of the barometric pressure at the foot and at the 
top of a liih or other elevation, and the diflference of the absolute heights above the 
sea. Theoretical investigation, abundantly confirmed by practical results, has 
determined that the strata of air decrease in density in a geometrical proportion, 
while the elevations increase in an arithmetical one. Hence we have a method 
of determining differences of level, by observations made on the density of the air 
by means of the barometer. It is beyond our purpose to explain in detail the 
principles upon which this method is founded, or to give its mathematical investi¬ 
gation. We append Tables, which will be useful to j)ractical persons,—surveyors, 
engineers, travellers, tourists, &c.,—^who may carry a barometer as a travelling 
companion. 

Table I. is calculated from the formula, height in feet = 60,200 (log. 29*922 
—log. B) + 925; where 29*922 is the mean atmospheric pressure at 32° F., and 
the mean sea-level in latitude 45°; and B is any other barometric pressure ; the 925 
being added to avoid minus signs in the Table. 

Table II. contains the correction necessary for the mean temperature of the 
stratum of air between the stations of observation; and is computed from 
Regnault’s co-efficient for the expansion of air, which is *002036 of its volume at 
32° for each degree above that temperature. 

Table III. is the correction due to the difference of gravitation in any other 
latitude, and is found from the formula, .r = 1 -h *00265 cos. 2 lat. 
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Table IV. is to correct for the diminution of grayity in ascending from the soa- 
level. 

To use these Tables: The barometer readings at the upper and lower stations 
having been corrected and reduced to temperature 32° F., take out from Table I- the 
numbers opposite the corrected readings, and subtract the lower from tho npiior. 
Multiply this difference successively by the factors foxmd in Tables II. and III. The 
factor from Table HI. may be neglected unless precision is desired. Finally, add 
the correction taken from Table XV. 


Table I- 


Approximate Height due to JBarometric Pressure. 


Inches. 

Feet. 

Inches. 

Feet. 

Inches. 

Feet. 

31-0 

0 

28-2 

2475 

25-4 

5209 

30-9 

84 

•1 

2568 

•3 

5312 

•8 

169 

280 

2661 

•2 

5415 

•7 

254 

27-9 

2754 


5519 

•6 

839 

•8 

2848 

25-0 

5623 

•5 

425 

•7 

2942 

24*9 

6728 

•4 

511 

•6 

8037 

•8 

5833 

•3 

597 

•5 

3132 

■7 

5939 

•2 

683 

•4 

3227 

-6 

6015 

•1 

770 

•3 

3323 

•5 

6152 

30-0 

857 

-2 

3419 

'4 

6259 

29-9 

944 

•1 

3515 

■3 

636(> 

•8 ‘ 

1032 

27-0 

8612 

•2 

6-171 

•7 

1120 

26*9 

3709 

•1 

G5B2 

-6 

1208 

•8 

8806 

24-0 

6tJ91 

■5 

1296 

•7 

3904 

28*9 

6800 

•4 

1385 

•6 1 

1 

4002 

•8 

6{)10 

•3 

1474 

•5 

4100 

■7 

7020 

•2 

1563 

•4 

4199 

*6 

7131 

•1 

1653 

•B 

4298 

'5 

7212 

29-0 

1743 

[ 

•2 

4398 

•4 

7353 

28-9 

* 1833 

•1 

4498 

•3 

7165 

•8 

1924 

26-0 

4598 

•2 

7577 

•7 

2015 

25-9 

4699 

•1 

7690 

*6 

2106 

■8 

4800 

I 

23-0 

7803 

■5 

2198 

•7 

4902 

22-9 

7917 

•4 

2290 

•6 

5004 

•8 

8032 

•3 

2382 1 

•5 

5106 

•7 

8117 
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Table I . — continued . 


Approximate Height due to Barometric Pressure. 


1 licit es . 

Feet . 

Indies . 

Feet . 

Indies . 

Feet . 

22*6 

8262 

18*9 

12937 

15*2 

18632 

*5 

8378 

•8 

13076 

•1 

18805 

•4 

8495 

*7 

13215 

15*0 

18979 

'8 

8612 

•6 

13355 

14*9 

19154 

-2 

8729 

•5 

13496 

•8 

19830 

*1 

8847 

•4 

13638 

*7 1 

19507 

22*0 

8966 '”' 

♦3 

13780 

•6 

19685 

21*9 

9085 , , 

-2 

13923 

•5 

19865 

•8 

9205 " 

•1 

14067 

•4 

20046 

■7 

9825 

18*0 

14212 

*8 

20228 

•6 

9446 

17*9 

14358 

•2 

20412 

•5 

9567 

♦8 

14505 

•1 

20697 

•4 

9689 

•7 

14652 

14*0 

20783 

•3 

9811 

-6 

14800 

13*9 

20970 

•2 

9934 

•5 

14949 

•8 

21159 

•1 

10058 

•4 

15099 

•7 

21849 

21-0 

10182 

-3 

16250 

•6 

21541 

20*9 

10307 

-2 

16402 

•5 

21784 

-8 

10432 

•1 

15554 

•4 

21928 

•7 

10558 

17*0 

15707 

•3 

22124 

•6 

10684 

16*9 

15861 

•2 

22321 

-5 

10812 

•8 

16016 

•1 

22520 

•4 

10940 

-7 

16172 

130 

1 22720 

-3 

11069 

•6 ■ 

16329 

12*9 

22922 

•2 

11198 

•5 

16487 

*8 

23126 

-1 

11328 

•4 

16646 

-7 

23331 

20*0 

11458 

■3 

16806 

•6 

23538 

19*9 

11589 

•2 

16967 

•5 

23746 

•8 

11721 

*1 

17129 

*4 

23956 

■7 

11853 

16*0 

17292 

-3 

24168 

•6 

11986 

15-9 

17456 

•2 

24381 

■5 

12120 . 

■8 

17621 

•1 

24596 

•4 

12254 

•7 

17787 

12-0 

24813 

•3 

12389 

•6 

17954 

11*9 

25032 

•2 

12525 

*5 

18122 

•8 

25253 

•1 

12662 

•4 

18291 

•7 

25476 

10-0 

12799 

•3 

18461 

•6 

25700 
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Table II. 


Correction due to Mean Temperature oj the Air. 


Mean 

Temp. 

Factor. 

Mean 

Temp. 

Factor. 

Mean 

Temp. 

Factor. 

10° 

0-955 

35“ 

1-006 

o 

o 

1-057 

11 

•957 

36 

1-008 

61 

1-059 

12 

•959 

37 

1-010 

62 

1-061 

13 

•961 

38 

1-012 

63 

1-063 

14 

•963 

39 

1-014 

64 

1-066 

15 

•965 

40 

1-016 

65 

1*067 

16 

•967 

41 

1-018 

66 

1-069 

17 

•969 

42 

1-020 

67 

1-071 

18 

•971 

48 

1-022 

.68 

1-073 

19 

•974 

44 

1-024 

69 

1-076 

20 

•976 

45 

1-026 

70 

1-077 

21 

•978 

46 

1-029 

71 

1-079 

22 

■980 

47 

1-031 

72 

1-081 

23 • 

•982 

48 

1-033 

73 

1-083 

24 

•984 

49 

1-036 

74 

1-086 

25 

•986 

60 

1-037 

75 

1-088 

26 

' -988 

51 

1-039 

76 

1-090 

27 

.990 

62 

1-041 • 

77 

1-092 

28 

•992 

53 

1-043 

78 

1-094 

29 

•994 

64 

1-046 

79 

1-096 

80 

•996 

65 

1.047 

80 

1-098 

81 

0-998 

66 

1-049 

81 

1-100 

82 

1-000 

67 

1-051 

82 

1-102 

83 

1-002 

68 

1-063 

83 

1-104 

84 

1-004 

69 

1-065 

84 

1-106 


Table III. 


Latitude. 

Factor. 

Latitude. 

Factor. 

Latitude. 

Factor, 

80“ 

0-99751 

50 

0-99954 

20 

1-00203 

75 

0-99770 

46 

1-00000 

15 

1-00230 

70 

0-99797 

40 

1-00046 

10 

1-00249 

65 

0-99830 

35 

MBIItnHIiJI 

5 

1-00261 

60 

0-99868 

30 

1-00132 

0 

1-00265 

65 

. 

0-99910 

25 

1-00170 
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Table IV. 


Height in 
Thousand Feet. 

Correction 

Additive. 

Height in 
Thousand Feet. 

Correction 

Additive. 

1 

3 

14 

44 

2 

5 

15 

48 

3 

8 

16 

62 

4 

11 

17 

56 

5 

14 

18 

60 

6 

17 

19 

65 

7 

20 

20 

69 

8 

23 

21 

74 

9 

26 

22 

78 

10 

30 

23 

83 

11 

33 

24 

88 

12 

37 

25 

93 

13 

41 

26 

98 


Example 1. On October 21st, 1852, wben Mr. Welsh ascended in a balloon, at 
8h. 30m. p.m., the barometer, corrected and reduced, was 18*85, the air temperature 
27“, while at G-reenwich, 159 feet aboye the sea, the barometer at the same time 
was 29*97 inclies, air temperature 49°, the balloon not being more than 6 miles S.W. 
from over Greenwich; req^uired its elevation. 

Feet. 


Barometer in Balloon ... 18*85', Table I. 

,, at Greenwich ... 29*97 ,, 


Mean Temperature, 38°, Table II. Factor 


13007 

888 

12124 

1*012 


Latitude 51-^°, Factor from Table III. 

Correction from Table IV. 

Elevation of Greenwich ... 

,, Balloon 


12269- 

*99941 

12262 

38 

12300 

159 

12459 feet. 


The following examples, from the balloon ascents of J. Glashier, Esq., F.R.S., 
will serve for practice. 


^ Vide Kcport of the British ABsoclation, ISOS, 
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2. Ascended from Wolverhampton, 18th August, 1862, at 2h. 88m. p.m.; baro¬ 
meter (in all cases corrected and reduced to 32'’ F) was 14*868, the temperature of 
the air 26°; at the same time, at Wrottesley Hall, 531 feet above the sea, in latitude 
52|° N, the barometer was 29*46, and the temperature of the air 65°*4j find the 
elevation of the balloon above the sea. 

Height, 18,959 feet. 

3. From the same place an ascent was made 5th September, 1862, when at 
Ih. 48m. p.m. barometer was 11*954, air 0°; at Wrottesley Hall 29*38, air 56°. 

Height, 23,923 feet. 

4. From the Crystal Palace a balloon ascent was made 20th August, 1862. 
At 6h. 47m. p.m. barometer was 25*55, air 50°*5; and at the same time at Greenwich 
Observatory, at 159 feet above the sea, the barometer was 29*81, air 63 . 

Height, 4,406 feet. 

5. From the same place an ascent was made 8th September, 1862. At 5 p.m., 
the balloon being over Blackheath, barometer was 25*60, and the air 49°*5, while at 
Greenwich, barometer was 29*92, air 66°‘4. 


Height, 4,461 feet. 
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CHAPTER V. 

SECONDAET BAEOMETERS. 

43. Desirability of Magnifying* the Barometer Range.— -The limits within 
which the ordinary barometric eolmnn oscillates, do not exceed four inches for ex¬ 
treme range, while the ordinary range is confined to about two inches ; hence it has 
often been felt that the public utility of the instrument would be greatly enhanced 
if by any means the scale indications could be increased in length. This object was 
sought to be obtained by bending the upper part of the tube from the vertical, so 
that the inches on the scale could be increased in length in proportion to the secant 
of the angle it made with the vertical. This was called “the diagonal barometer.” 
The upper part of the tube has also been formed into a spiral, and the scale, iDlaced 
along it, is thus greatly enlarged. 

But these methods of enlarging the indications cannot be so successfully accom¬ 
plished, nor so cheaply nor so elegantly, as is done by the principle employed in 
the dial barometer. Hence they are not in use. 

44. Howson’s Long Range Barometer. —Very recently quite a novel design has 
been patented by Mr. Howson, for a long range barometer. The construction 
requires neither distortion of the tube, nor mechanism for converting a short scale 
into a long one ; but the mercury itself rises and falls, through an extended range, 
naturally, and in simple obedience to the varying pressure of the atmosphere. The 
tube is fi.xed, but its cistern is sustained by the mere pressure of the atmosphere. 
Looking at the instrument, it seems a perfect marvel. It appears as though the 
cistern with the mercury in it must fall to the ground. The bore of the tube is 
wide, about an inch across. A long glass rod is fixed to the bottom of the glass 
cistern, where a piece of cork or some elastic substance is also placed. The tube is 
filled with mercury; the glass rod is plunged into the tube as it is held top down- 
w-ards, until the cork gets close up to the tube and fits tightly against it. The pres¬ 
sure against the cork simply prevents the mercury from coming out while the instru¬ 
ment is being inverted. When it is inverted, the mercury partly falls, and forms an 
ordinary barometric column. When the top is held, the cistern and glass rod, instead 
of falling away, remain perfectly suspended. There is no material support to 
the cistern; the tube only is fixed, the cistern hangs to it. Glass is many 
times lighter than mercury. When the glass rod is introduced, it displaces an 
equal volume of mercury. The glass rod, being so much lighter than mercury, 
floats and sustains the additional weight of the cistern by its buoyancy. In the 
mean time, the atmosphere is acting upon the mercury, keeping up the ordinary 
barometric column. Supposing there is a rise in the ordinary barometer, the 
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atmospliere presses some more, mercury up tlie tube. Tbis mer¬ 
cury is taken out of the cistern, wMcb of course becomes lighter, 
and therefore the rod and cistern float up a little higher, whioh. 
thus causes the column of mercury to rise still more. Tho 
increased pressure and buoyancy thus acting together, increase 
the ascent in the barometric column, as shown by the fixed scalo- 
One inch in the barometer might be represented by two or more 
inches in this instrument, according to construction. Supposing 
there was a decrease of pressure, the mercury would fall, como 
into the cistern, make it heavier, and increase the fall somewhat. 
Friction guides, at the top of the rod, prevent it coming into 
contact with the side of the tube when vertically suspended. Tho 
illustration. Fig. 81, shows the appearance of the instrument as 
framed in wood by the makers, Messrs, hfegretti and Zambra. 

45. Mc^eild’s long Range Barometer, —A barometer de¬ 
signed by a gentleman named MdsTeild is on a directly opposite 
principle to the one just described. The tube is made to float 
on the mercury in the cistern. It is filled with mercury, inverted 
in the usual manner, then allowed to float, being held vertically 
by glass friction points or guides. By this contrivance, tho ordi¬ 
nary range of the barometer is greatly increased. One inch rise or 
fall in the standard barometer may be represented by four or five 
inches in this instrument, so that it shows small variations in 
atmospheric pressure very distinctly. As the mercury falls in tho 
tube with a decrease of pressure, the surface of tho mercury in 
the cistern rises, and the floating tube rises also, which causes an 
additional descent in the column, as shown by fixed graduations 
on the tube. With an increase of pressure, some mercury will 
leave the cistern and rise in the tube, while tho tube itself 
will fall, and so cause an additional ascent of mercury. This 
barometer is identical in principle with King’s Barograph (see 
p- 84). 

The construction, of Howson’s and McNeild’s Baromotei-s has 
been assigned to Messrs. Negretti and Zambra. Thoso instru¬ 
ments are usually made for domestic purposes with a scale of 
fiom three to five, and for public us© from five to eight times tho 
scale of the ordinary standard. Their sensitiveness is conse¬ 
quently increased in an equal proportion, and they have tho 
additional advantage of not being aflfected by differences of level 
in the cistern. However, these novelties have not been suffi¬ 
ciently tried to determine their practical value for strictly soiontifitj 
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purposes; but as weatlier-glasses, for showing minute clianges, tlxey are superior 
to tlie common barometer. 

46. The Water-glass Barometer, —a Florence flask, having a long neck, 
have a small quantity of vf^ater poured into it, and then be inverted and so supported 
that the open end dips into a vessel containing water, a small column of water 
will be confined in the neck of the bottle, the pressure of which, upon the surface 
of the exposed water, will be equal to the difference between the atmospheric 
pressure and the elasticity of the confined air in the body of the bottle. As the 
pressure of the atmosphere varies, this column veill alter in height. But the 
elasticity of the confined air is also subject to variations, owing to changes of 
temperature. It follows, then, that the oscillations of the column are dependent 
on alterations of temperature and atmospheric pressure. Such an arrangement has 
been called “the Water-glass Barometer,” and bears about the same relative value 
to the mercurial barometer, as an exponent of weather changes, that a cat-gut 
hygrometer bears to a thermometric hygroi^seter, as an indicator of relative 
moisture. 

47. SYMPIESOMETEB. 

Nevortholess the instrument now about to be described, depending upon similar 
principles, but scientifically constructed and graduated, is a very useful and valuable 
substitute for the mercurial barometer. It consists of a glass tube, varying, according 

to the purposes for which the instrument is required, 
from six to twenty-four inches in length. The upper 
end is closed, and formed into a bulb ; the lower is 
turned up, formed into a cistern, and open at top, 
throiagh a pijoetto, or cone. A plug, moveable by a 
catch from below, can bo made to close this opening, 
so as to render the instrument portablo- 

Tho upper portion of the tube is filled with air ; 
the lower portion, and part of the cistorn, with sul- 
j)hurie acid, coloured so as to render it plainly visible. 
Formerly, hydrogen and oil wore used. It was 
found, however, that, by tho process known to 
chemists as osniosift, this light gas in time partially 
escaped, and tlio remainder became mixed with air, the 
consoquonco being that tho graduations were no longer 
correct. They aro more dural>lo as at present con-’ 
structod. The liquid rises and falls in tho tube with the 
variations of atmosiDhei'io prossiire and temperature 
acting together. If tho pressuro were constant, tho confined air would expand and 
contract for temperature only, and the instrument would act as a theimomoter. In 
fact, the instrument is regarded as such in tho manufacture ; and the thermometric 


!Fig'. SS. 
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scales are ascertained and engraved on tlie scale. A good mercurial tliorinom^'^^ ^ 

also mounted on tlie same frame. If, tliorefore, at any time the mcrcui'ial '■ **■' 

air thermometers do not read alike, it must evidently he duo to the 

pressure acting upon the air in the tube; and it is further evident that, under t-lre so 

circumstances, the position of the top of the liquid may be marked to roproseiih tlao 

barometric pressure at the time. In this manner a scale of imessure is 

by comparison with a standard barometer, extending generally from 27 to 81 

When made correctly, these instruments agree well with the mercurial 
for a number of years, and their subsequent adjustment is not a matter of rxiut-di 
expense. 

Eor use at sea, the liquid column is contracted at the bond. The sympiosoirTi id;or 
is very sensitive, and feels the alterations in the atmospheric pressure sooner tilniii 
the ordinary marine barometer. 

The scale is usually on silvered brass, mounted on a mahogany or 
frame, protected in front by plate glass. It is generally furnished with a revo l'^‘***^g 
register, to record the observation, in order that it may bo known whether tlio 3 [>t’OB- 
sure has increased or decreased in the interval of observation. 

Small pocket sympiesometers are sometimes fitted with ivory scales, anti 
tected by a neat velvet-lined pasteboard or morocco case. 

How to take an Observation .—In practice, the indications of the atniosx'>T 
pressure are obtained from the sympiesomoter by noting, first, the tomporatnro ol* t-ht* 
mercurial thermometer; secondly, adjusting the pointer of the pi’ossuro scale t<.:> tlie 
same degree of temperatui’e on the scale of the air column; thirdly, reading Hit) 
height of the liquid on the sliding scale. 

Directions for Use .—The sympicsometer should bo canied a.nd handltnl so n.H to 
keep the toj) always upwards, to prevent the air mechanically mixing with the licj[t iid. 
Care should also be taken to screen it from casual rays of the sun or cabin fiiro- 

48. ANEBOIDS. 

The beautiful and highly ingenious instrument called by the name Anerottl is 
no less remarkable for the scientific principles of its construction and action, i.’Iiiai 
for the nicety of its mechanism. It is a substitute, and jperhaps the best of all h i in¬ 
stitutes, for the mercurial barometer. As its name implies, it is constructed “willloufc 
fluid.” It was invented by M. Vidi of Paris. In the general form in which it is ms tdo 
it consists of a brass cylindrical case about four inches in diameter and one and a J isil f 
inch deep, faced with a dial graduated and marked similarly to the dial-pluto of a “ ‘<*.1- 

baromoter,” ujpon which the index or pointer shows the atmospheric prcssui’o in ioh 

and decimals of an inch in accordance with the mercurial barometer. Within the. eitHo, 
for ordinary sizes, is placed a flat metal box, generally not more than lialf an iiicli 11 1 i<^k 
and about two inches or a little more in diameter, from which noa,rly all the i.s 

exhausted. The top and bottom of this box is corrugated in concentric circles, » im 
to yield inwardly to external ]pressure, and return when the pressure is removed. lUlio 
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pressure of the atmosphere, acting externally, continually changes, while the elastic 
pressure of the small (quantity of air within can only vary by its volume being 
increased or decreased, or by change of temperature. Leaving out of consideration, 
for the moment, the ojQfect of temperature, we can readily perceive that as the pres¬ 
sure is lessened upon the outside of the box, the elastic force of the air within will 
force out the top and bottom of the box; and when the outer pressure is increased 
they will be forced in. Thus with the varying pressure of the atmosphere, the top 
and bottom of the box approach to and recode from each other by a small quantity; 
but the bottom being fixed, nearly all this motion takes place on the top. Thus the 
top of the box is like an elastic cushion, which rises and falls according as the com¬ 
pressing force lessens or increases. To the eye these expansions and contractions 
would not be perceptible, so small is the motion. But they are rendered very evident 
by a nice mechanical arrangement. To the box is attached a strong iDiece of iron, kept 
pressed upon it by a spring at one extremity; so that as the top of the box rises, 
the motion is made sensible at the point hold by the spring, and when the top de¬ 
scends the spring draws the piece of iron into close contact with it. This piece of 
iron acts as a lever, having its fulcrum at one extremity, the power at the centre of 
the box-top, and the other extremity controlled by the sirring, Thus it is evident 
that the small motion of the centre of the box-top is much increased at the spring 
extremity. The motion thus obtained is communicated to a system of lovers; and, 
by the intervention of a piece of watch-chain and a fine spring passing round the 
arbour, turns the index to the right or left, according as the external pressure increases 
or decreases. Thus, when by incr-ease of pressure the vacuum box is compressed, 
the mechanism transfers the movement to the index, and it moves to the right; 
when the vacuum box bulges out under diminished luessurc, the mechanical motion is 
reversed, and the index moves to the loft. As the index traverses the dial, it shows 
upon the scale the pressure corrosj)onding with that which a good mercurial haro- 
motor would at the samo time and place indicate; that is, suxiposiiig it correctly 
adjusted. 

A different and more elegant arrangement has since been adopted. A broad 
curved Sluing is connected to the top of the vacuum box, so as to bo compressed by 
the top of the box yielding inward to ineroasod pressure, and to relax itself and the 
box as the pressure is lessoned. The system of lovers is connected to this spring, 
which augments and transfers the motion to the index, in the manner already de¬ 
scribed. Increase of pressure causes the lovers to slacken the piece of watch-chain 
connected with them and tho arbour of the index. Tlio spring now uncoils, winds 
tho chain upon the arbour, and turns tho index to tho right. Leeroaso of pressure 
winds tho chain off tho barrel, tightens tho spiral spring, which thus turns the index 
to tho left. Tho graduations of tho aneroid scsilo aro obtained by comparisons 
with tho correct standard reading of a mercurial harometor, under the normal and 
reduced atmospheric pressure. Bcducod pressure is obtained by placing both in¬ 
struments under the receiver of an air pump. 
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Fig. 33 represents the latest improved mechanism of an aneroid. The outer case 
and the face of the instrument are removed, hut the hand is attached by its collet to 
the arbour. A is the corrugated box, vrhich has been exhausted of air through the 

tube, J, and hermetically scaled by solder¬ 
ing- i? is a powerful curved spring, resting 
in gudgeons fixed on the frame-plate, and 
-attached to a socket behind, F, in the top 
of the box. A lever, C, joined to the stout 
edge of the spring, is connected, by the bent 
lever at D, with the chain, E, the other end 
of which is coiled round, and fastened to 
the arbour, F. As the box. A, is com¬ 
pressed by the weight of the atmosphere 
increasing, the spring, B, is tightened, the 
lever, C, depressed, and the chain, F, un¬ 
coiled fi’om F, which is thereby turned so that the hand, H, moves to the right. 
In the mean while the spiral spring, (J, coiled round F, and fixed at one 
extremity to the frame-work and by the other to F, is compressed. When, there¬ 
fore, the pressure decreases, A and B relax, by virtue of their elasticity ; E slackens, 
Cr unwinds, turning jP, which carries H to the left. Near J is shown an iron pillar, 
cast as part of the stock of the spring, B. A screw works in this pillar through 
the bottom of the plate, by means of which the spring, B, may be so adjusted to 
the box, A, as to set the hand, H, to read on the scale according to the indications 
of a mercurial barometer. The lever, C, is composed of brass and steel, soldered 
together, and adjusted by repeated trials to correct for the efiects of tempcratiu'c. 

A thermometer is sometimes attached to the aneroid, as it is convenient for 
indicating the temperatm’e of the air. As regards the instrument itself, no cor¬ 
rection for temperature can be applied with certainty. It should be set to read 
with the mercurial barometer at 32° F. Then the readings from it are supposed to 
require no correction. 

In considering the effects of temperature upon the aneroid, they are found to be 
somewhat complex. There is the effect of expansion and contraction of the 
various metals of which the mechanism is composed ; and there is the effect on the 
elasticity of the small portion of air in the box. An increase of temperature produces 
greater, a diminution less elasticity in this air. The compensation for effects of tem¬ 
perature is adjusted by the’ process of “ trial and error,” and only a few makers do it 
well. It is very often a mere sham. Admiral FitzRoy writes, in his Banmieter 
jSIcDUud, “ The known expansion and contraction of metals under varying tempera¬ 
tures, caused doubts as to the accuracy of the aneroid under such changes; but they 
wore partly removed by introducing into the vacuum box a small portion of gas, as a 
compensation for the effects of heat or cold. The gas in the box, changing iis bulk 
on a change of temporat’ure, was intended to comijensate for the effect on the metals 
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of wliicli tlie aneroid is made. Besides wliicli, a furtlier and more reliable com¬ 
pensation bas latelj been effected by a combination of brass and steel bars.” 

“Aneroid barometers, if often compared with good mercurial columns, are 
similar in tbeir indications, and valuable; but it must bo remembered tliat they are 
not independent instruments, that they are set originally by a barometer, require 
adjustment occasionally, and may deteriorate in time, though slowly.” 

“ The aneroid is quick in showing the variation of atmospheric pressure; and 
to the navigator who knows the difficulty, at times, of using barometers, this in¬ 
strument is a gi’eat boon, for it can be placed anywhere, quite out of harm’s way, 
and is not affected by the ship’s motion, although faithfully giving indication of in¬ 
creased or diminished pressure of air. In ascending or descending elevations, the 
hand of the aneroid maybe seen to move (like the hand of a watch), showing the height 
above the level of the sea, or the difference of level between places of comparison.” 

In the admiral’s Notes on IMeteorology, he says, “ The aneroid is an excel¬ 
lent ii'cather glass, if well made. Compensation for heat or cold has lately been 
introduced by efficient mechanism. In its ivigtroved condition, when the cost may 

bo about £5, it is fit for measuring heights as far as 5,000 feet with approximate 

* 

accuracy; but oven at the price of £3, as a weather-ghm only, it is exceedingly valu¬ 
able, because it can be carried anywhere; and if now and then compared with a 
good barometer, it may bo relied on sufficiently. I have had one in constant use for 
ton years, and it appears to bo as good now as at first. For a ship of war (con¬ 
sidering concussion by the fire of guns), for boats, or to put in a drawer, or on a 
table, I believe there is nothing bettor than it for use as a common weather-glass.” 

Colonel Sir H. James, B.E., in his Instruetions for tahing ISIetearologlcal 
Observations, says of the aneroid, “ This is a most valuable instrument; it is 
extremely portable. I have had one in use for upwards of ton years, and find it to 
bo the best form of barometci-’, as a “weather-glass,” that has been made.” 

One of the objects of Mr. Glaishcr’s experiments in balloons Wiis “ to compare 
the readings of an aneroid barometer with those of a morourial baromotor up to five 
miles.” In the comparisons tlie readings of the mercurial lairomcter were corrected 
for index-error and temperature. The anoi’oid readings, says Mr. Glushor, “ prove 
all the observations made in the sovoral asscents may be safely depended upon, and 
also that an aneroid baromotor can be made to read correctly to pressures below 
twelve inches.” As one of the general conclusions derived from his experiments ho 
states, “ that an aneroid barometer read correctly to the first place, and probably to 
the second place of decimals, to a pressure as low as seven inches.” The two 
aneroids used by Mr. Glaisher wore by Messrs. Negrctti and Zambra. 

Aneroids aro now manuffieturcd almost perfectly compensated for temperature. 
Such an instrument therefore ought to show the same pressure in the external air 
at a temperaturo say of 40”, as it ■would in a room whore tlie iomperaturo at the 
same time may bo 00“; provided tlicro is no dilibrenco of elevation. To test it 
thoroughly would require an examination and a comparison with barometer read- 
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ings reduced to 82° F., conducted througli a long range of temperature and under 
artificially reduced pressure. A practical method appears to be to compare the 
aneroid daily, or more often, for a few weeks with the readings of a mercurial baro¬ 
meter reduced to 82°; and if the error so found be constant, the object of the com¬ 
pensation may be assumed to be attained, particularly if the temperature during 
the period has varied greatly. 

Directions for iising the Aneroid .—Aneroids are generally suspended with the 
dial vertical; but if they be placed with the dial horizontal, the indications differ a 
few hundredths of an inch m the two positions. Hence, if their indications are regis¬ 
tered, they should be kept in the same position. 

The aneroid will not answer for exact scientific purposes, as it cannot be relied 
upon for a length of time. Its error of indication changes slowly, and hence 
the necessity of its being set from time to time with the reading of a good baro¬ 
meter. To allow of this being done, at the back of the outer case is the head of a 
screw in connection with the spring attached to the vacuum box. By api^lying a 
small turnscrew to this screw, the spring of the vacuum box may bo tightened or re¬ 
laxed, and the index made to move correspondingly to the right or loft on the dial. 
By this means, besides being enabled to correct the aneroid at any time, ‘‘ if the 
measure of a height rather greater than the aneroid will commonly show be required, 
it may be reset thus : When at the upper station {within Us range), and having 
noted the reading carefully, touch the screw behind so as to bring back the hand a 
few inches (if the instrument will admit), then road off and start again. llererse 
the ojwratia/t when descending. This may add some inches of measui’C approxl- 
matelg." — DiLsRog. 

49. Small Size Aneroids.—The patent for the Aneroid having expired, Admiral 

FitzRoy urged ujjon 
Messrs. Negretti & 
Zambra the desira¬ 
bility of reducing 
the size at which it 
had hitherto been 
made, as well as of 
improving its me¬ 
chanical arrange¬ 
ment, and compen¬ 
sation for tempera¬ 
ture. They accord¬ 
ingly engaged skil¬ 
ful workmen, who, 
under their direc¬ 
tions, and at their 
expense, by a great 


Fig*. 34. 
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amoRnt of labour and cxporimont, succoeded in reducing its dimensions to two incbcs 
in diameter, and an inch and a quarter thick. The exact size and appearance of this 
aneroid are shown in fig. S4. The compensation is carefully adjusted, and the gra¬ 
duations of the dial ascertained under reduced pressure, so that they are not quite 
equal, but more accurate. 

50. "Watch Aneroid. —Subsequently the 
aneroid has been further reduced in size 
and it can now be had from an inch and a 
quarter to six inches in diameter. The 
smallest size can be enclosed in watch cases, 
fig, 35, or otherwise, so as to be adapted to 
the pocket. By a beautifully simple con¬ 
trivance, a milled rim is adjusted to move 
round with hand pressure, and carry a fine 
index or pointer, outside and around the 
scale engraved on the dial, or face, for the 
purpose of marking the reading, so that the 
subsequent increase or decrease of pressure 
may be readily seen. These very small 
instruments are found to act quite as cor¬ 
rectly as the largest, and are much more 
serviccsxblo. Besides serving the purpose 
of a weather-glass in the house or away 
from home, if carried in the pocket, they are admirably suited to the exigencies of 
tourists and travellers. They may be had with scale sullicient to measure heights 
not exceeding 8,000 feet; with a scale of elevation in feet, as well as of pressure in 
inches, engraved on the dial. The scale of elevation, which is for the tomporaturo 
of 50°, was computed by Professor Airy, the Astronomer Royal, who kindly pre¬ 
sented it to Messrs. Negretti and Zambia, at tlxe same time suggesting its applica¬ 
tion. Moderate-sized aneroids, fitted in leathern sliixg cases, are also good 
travelling instruments, and will bo found scrvicoilxlo to pilots, fishermen, and for 
use in coasting and small vessels, whore a mercurial barometer cannot be employed, 
because requiring too much space. 

Admiral FitzRoy, in a communication to the MercaMile Marine Ma<jale, 
December, 18G0, says:—“ Aneroids are now made more portable, so that a pilot or 
chief boatman may carrj^ one in his pocket, as a railway guard carries his time- 
kcciier; and, thus provided, pilots cruising for expected shiixs would bo al)lo to 
caution strangers arriving, if bad wcatlier were impending, or give warning to coasters 
or fishing boats. Plarbours of Refuge, however excellent and important, are not 
always accessible, oven when most wanted, as in snow, rain, or darkness, when 
neither land, nor buoy, nor oven a lighthouse-light can bo soon.” 


Pig-. 35. 
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61. Measurement of Heights hy the Aneroid. —For measuring heights not 
exceeding many hundred feet above the sea-level by means of the aneroid, the 
following simple method will suffice :— 

Divide the difference between the aneroid readings at the lower and upper 
stations by *0011 ; the quotient will give the approximate height in feet. 

Thus, supposing the aneroid to read at the 


Lower Station . 30*385 inches. 

Upi^er Station . 30*025 

Difference. * 3 60 


Divided gives .qqY 1 ~ feet. 

As an illustration of the mode in which the aneroid should he used in mea¬ 
suring heights, the following example is given:— 

A gentleman who ascended Helvellyn, August 12th, 1862, recorded the following 
observations with a pocket aneroid by Negretti and Zambra:— 

Near 10 a.m., at the first nailestone from Ambleside, found by survey to he 
188 feet above the sea, the aneroid read 29*89 inches; about 1 p.m., at the summit 
of Helvellyn, 26*81; and at 5 p.m., at the milestone again, 29*76. The tempera¬ 
ture of the lower air was 57°, of the upper, 54°. Hence the height of the mountain 
is deduced as follows:— 

Inches. 

Reading at 10 a.m. ... ... 29*89 

,, 6 p.m. ... ... 29*76 

Mean ... ... 29*825 Table lOlO' 


Upper Reading ... ... 26*81 ,, 3796 

Difference ... ... ... ... ... 2786 

Mean Temperature 55°*6, gives in Table II. ... ... 1*048 

2920 

Lat. 55“ N., gives in Table III. *9991 


Table IV. 


2917 


Difference-of height ... ... ... ... 2922 

Height of lower station ... ... ... ... ... 188 


,, Helvellyn ... ... ... ... ... ... 3110 

In Sir J. Herschell’s Physical Geography it is given as ... 3115 ft. 


See page fox’ tlic Tables, 
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So near an agreement is attributable to tbe excellence of tlie aneroid, and the 
careful accuracy of tbe observer. 

52. METALLIC BAEOMETEE. 

This instrument, tbe invention of M. Bourdon, bas a great resemblance to 
tbe aneroid, but is mucb simpler in arrangement. Tbe inventor bas applied tbe 
same principle to tbe construction of metallic steam-pressure gauges. We are bere, 
however, only concerned with it as constructed to indicate atmospheric pressure. 
It consists of a long slender flattened metallic tube, partially exhausted of air, and 
hermetically closed at each end, then fixed upon its centre, and bent round so as 
to make tbe ends face eacb other. Tbe transverse section of this tube is an elongated 
ellipse. The principle of action is this: interior pressure tends to straighten the 
tube, external pressure causes it to coil more. Hence as the atmospheric pressure 
decreases, tbe ends of the tube become more apart. 

This movement is augmented and transferred by a mechanical arrangement of 
small metallic levers to a radius bar, which carries a rack formed on tbe arc of its 
circle. This moves a pinion, upon the arbour of which a light pointer, or “,hand,” 
is poised, which indicates the pressure upon a dial. When the pressure increases, 
the ends of the tube approach each other, and the pointer moves from left to right 
over tbe dial. Tbe whole mechanism is fixed in a brass case, having a bole at tbe 
back for adjusting tbe instrument to the mercurial barometer by means of a key, 
which sets tbe pointer without affecting tbe levers. The dial is generally open to 
show the mechanism, and is protected by a glass, to which is fitted a moveable 
index. 

This barometer is very sensitive, and has tbe advantage of occupying little 
space, although it bas not yet been made so small as the aneroid. Both these 
instruments admit of a great variety of mounts to render them ornamental. The 
metallic barometer can be constructed with a small clock in its centre, so as to 
form a novel and beautiful drawing-room ornament. 

Admiral EitzEoy writes, “ Metallic barometers, by Bourdon, have not yet been 
tested in very moist, hot, or cold air for a sufiicient tune. They are dependent, or 
secondary instruments, and liable to deterioration- For limited employment, when 
sufliciontly compar'od, they may be very useful, especially in a few cases of electrical 
changes, not foretold or shown hy mercury^ which these seem to indicate remarkably.” 

They are not so well adapted for travellers, nor for measurements of con¬ 
siderable elevations, as aneroids. 
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CHAPTER VI. 

INSTRUMENTS FOR ASCERTAINING TEMPERATURE. 

53. Temperatnre is the energy with which heat affects onr sensation of 
feeling. 

Bodies are said to possess the same temperatnre, when the amounts of heat, 
which they respectively contain act outwardly with the same intensity of transfer 
or absorption, producing in the one Case the sensation of warmth, in the other that 
of coldness. Instruments used for the determination and estimation of tempera¬ 
tures are called Thermometers, 

Experience proves that the same body always occupies the same space at the 
same temperature; and that for every increase or decrease of its temperature, it under¬ 
goes a definite dilatation or contraction of its volume. Provided, then, a body suffers 
no loss of substance or peculiar change of its constituent elements or atoms, while 
manifesting changes of temperature it will likewise exhibit alterations in volume; 
the latter may, therefore, be taken as exponents of the former. The expansion and 
contraction of bodies are adopted as arbitrary measures of changes of temperature; 
and any substance will serve fCr a thermometer in which these changes of volume 
are sensible, and can be rendered measureable. 

64. Thermometric Substances. —Thermometers for meteorological and domestic 
purposes are constructed with liquids, and generally either mercury or alcohol, 
because their alterations of volume for the same change of temperature are greater 
than those of solids; while being more manageable, they are preferred to gases- 
Mercury is of all substances the best adapted for thermometric purposes, as it main¬ 
tains the liquid state through a great alteration of heat, has a more equable 
co-efficient of expansion than any other fluid, and is peculiarly sensitive to changes 
of temperature. The temperature of solidification of mercury, according to 
Fahrenheit’s scale of temperature, is — 40"; audits temperature of ebullition is 
about G00°. Sulphuric ether, nitric acid, oil of sassafras, and other limpid fluids, 
have been employed for thermometers. 

55. Description of the Thermometer. —The ordinary thermometer consists of 
a glass tube of very fine bore, having a bulb of thin glass at ono extremity, and 
closed at the other. The bulb and part of the tube contains mercury; the rest of 
the tube is a vacuum, and affords space for the expansion of the liquid. This 
arrangement renders very perceptible the alterations in volume of the mercury duo 
to changes of temperature. It is true, the glass expands and contracts also; but 
only by about one-twentieth of the extent of the mercury. Regarding the bulb, 
then, as unalterable in size, all the changes in the bulk of the fluid must take place 
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in the tube, and bo exhibited by the expansion and contraction of the column, which 
variations are made to measure changes of temperature. 

56. STANDABD THERMOMETER. 

The peculiarities in the construction of thermometers will be best 
understood by describing the manufacture of a Standard Thermometer, 
which is one of the most accurate make, and the scale of which is 
divided independently of any comparison with another thermometer. 

Fig. 86 is an illustration of such an instrument, on a silvered brass scale. 

Selection of Tiibe .—^In selecting the glass tube, much care is requi¬ 
site to ascertain that its bore is perfectly uniform throughout. As 
received horn the glass-house, the tubes are generally, in their interior, 
portions of very elongated cones, so that the bore is wider at one end 
than at the other. With due care, however, a proper length of tube 
can be selected, in which there is no appreciable difference of bore. 

This is ascertained by introducing into the tube a length of mercury of 
about a half or a third of an inch, and accm'ately measuring it in various 
positions in the tube. To accomiolish this, the workman blows a bulb at 
one end of the tube, and heats the bulb a little to di'ive out some of the 
air. Then, placing the open end in mercury, upon cooling the elasticity 
of the enclosed air diminishes, and the superior pressure of the atmo¬ 
sphere drives in some mercury. The workman stops tho process so soon 
as ho judges sufficient mercury has entered. By cooling or heating tho 
bulb, as necessary, the mercury is made to pass from one end of the 
tube to the other. Should tho length of this portion of mercury alter 
in various parts of the bore, tho tube must be rejected. If it is, as 
nearly as possible, one uniform length, tho tube is set aside for filling. 

Tho hidh is never blown by the breath, but by an elastic caoutchouc 
ball containing air, so that the introduction of moisture is avoided. The 
spherical form is to be preferred; for it is best adapted to resist the varying pressure 
of tho atmosphere. Tho bulbs should not bo too large, or the mercury will take 
some time to indicate sudden changes of temperature. Cylindrical bulbs are some¬ 
times desirable, as they offer larger smrfacos to tho mercury, and enable thermometers 
to. bo made more sensitive. 

The onercimj, with which tho bulb is to bo filled, should bo quite pure, and 
freed from moisture and air by recent boiling. 

Filling the Tnhe .—Tho filling is effected by heating tho bulb with the flame of 
a spirit-lamp, while the open end is embedded in mercury. Upon allowing tho bulb 
to cool, tho atmospheric xu’ossure drives some mercury into it; and tho process of 
heating and cooling is thus continued until sufficient mercury is introduced. The 
inorc'iry is next boiled in tho tube, to expel any air or moisture that may be present. 
In order to close tho tube and exclude all air, tho artist ascertains that tho tube 
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contains the req^uisite quantity of mercury; then, by holding the bulb over the spirit 
flame, he causes the mercury to fill the whole of the tube, and. dexterously removing 
it from the source of heat, he, at the same instant, closes it with the flame of a 
blow-pipe. If any air remain in the tube, it is easily detected; for if the instru¬ 
ment be inverted, the mercury will fall to the extremity of the tube, if there is a 
perfect vacuum, unless the tube be so finely capillary that its attraction for the 
mercury is sufficient to overcome the force of gravity, in which case the mercury will 
retain its position in every situation of the instrument. If, however, the mercury 
fall and does not reach quite to the extremity of the bore, some air is present, which 
must be removed. 

The Graduation .—The thermometer is now prepared for graduation, the first 
part of which process is the determination of two fixed points. These are given by 
the temperatures of melting ice and of the vapour of boiling water. Melting ice has 
always the same temperature in every place and under all circumstances; provided 
only that the water from which the ice is congealed is free from salts. The tempera¬ 
ture of the vapour of boiling water depends upon the pressure of the atmosphere, but 
is always constant for the same pressure. 

The fixed point corresponding to the temperature of melting ice is called the 
freezing jpoint. It is obtained by keeping the bulb and the part of the tube occupied 
by mercury immersed in melting ice, until the mercury contracts to a certain 
point, where it remains stationary. This position of the end of the mercury is then 
marked upon the tube. 

The 'boiling jtoint is, not so easily determined, for the barometer must be con¬ 
sulted about the same time. The boiling apparatus is generally constructed of 
copper- It consists of a cylindrical boiler, heated from the base by a s^^irit lamp or 
charcoal fire. An open tube two or three inches in diameter and of suitable length 
enters the top of the boiler. This tube is enveloped by another fixed to the top of 
the boiler but not opening into it, and so that the two tubes are about an inch 
apart. The object of the outer tube is to protect the inner tube from the cold tem¬ 
perature qf the air. The outer tube has an opening at the top for the admission of 
the thermometer, and a hole near the bottom for the escape of steam through a 
spout. When the water is made to boil, the steam rises in the inner tube, fills 
the space between the tubes, and escapes at the Si^out. The thermometer is then 
passed down into the inner cylinder, and held securely from the top by means of a 
piece of caoutchouc. The tubes or cylinders should bo of sufficient length to prevent 
the thermometer entering the water. This is necessary because the temperature of 
boiling water is influenced by any substance which it holds in chemical solution ; 
and, moreover, its temperature increases with the depth, owing to the pressure of 
the upper stratum. The thermometer being thus surrounded with steam, the mer¬ 
cury rises in the tube. As it does so, the tube should be depressed so as always to 
keep the top of the mercury just perceptible. When the temperature of the vapour 
is attained, the mercury ceases to rise, and remains stationary. The x)osition of 
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the end of the mercnry is now marked upon the tube, and the “ hoiling-point" is 
obtained. 

67. Methods of ascertaining the exact Boiling Temperature. —^Tho normal 
boiling temperature of water all nations have tacitly agreed to fix under a normal 
barometric pressure of 29*922 inches of mercury, having the temperature of melting 
ice, in the latitude of 45°, and at the sea-level. If the atmospheric pressure at the 
time or place of graduating a thermometer- does not equal this, the boiling 
temperature will be higher or lower according as the pressure is greater or less. 
Hence a reading must be taken from a reliable barometer, which must also be 
corrected for errors and temperature, and reduced for latitude, in order to com¬ 
pare the actual atmospheric pressure at the time with the assumed normal pressure. 
Tables of vapour tension, as they are termed, have been computed from accurate 
experimental investigations and theoiy,—giving the temperatures of the vapour of 
water for all probable pressures ; Begnault’s, the most recent, is considered the most 
accurate; and his investigations are based upon the standard pressure given above, 
and are for the same latitude. His Table, therefore, will give the temperature on 
the thermometric scale corresponding to the pressure. 

The Commissioners appointed by the British Government to construct standard 
weights and measures, decided that the normal boiling-point, 212", on the ther¬ 
mometer should represent the temperature of steam generated under an atmospheric 
pressure equal in inches of mercury, at the temperature of freezing water, to 
29*922 + (cos. 2 latitude X *0766) + (-00000179 X height in feet above the sea- 
level). Hence, at London, lat. 51°80' N., we deduce 29*905 as the barometric 
pressure representing the normal boiling point of water,—the trifling correction due 
to height being neglected. If then, in the latitude of London, the barometric pres¬ 
sure, at the time of fixing the boiling point, be not 29*905 inches, that point will bo 
higher or lower, according to the difference of the pressure from the normal. Near 
the soa-level about 0*59 inch of such difference is equivalent to 1° Fahrenheit in 
the boiling point. 

Suppose, then, the atmospheric pressure at London to be 80*785 inches, the 
following calculation gives the corresponding boiling temperature fqr Fahrenheit’s 
scale:— 

Observed pressure ... ... ... 80*785 

Normal ,, ... ... ... 29*905 


Difference ... .... ... ... *880 

As 0*59 is to 0*88, so is r to r*5. 

That is, the water boils at 1"*5 above its normal tomjporature; so that, in this 
case, the normal temperature to be placed on the scale, viz. 212", must be 1"*6 lower 
than the mark made on the tube at the height at which the mercury stood under 
the inffuonco of the boiling water. 
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The temperature of the vapour of boiling water may be found, at any time and 
place, as follows :—Multiply the atmospheric pressm*e by the factor due to the 
latitude, given in the annexed Table V., and with the result seek the temperature in 
Table VI. 


Table V. 


Table VI. 


Latitude. 

Factor. 

Temperature 
of Vapour. 

Tension. 

Temperature 
of Vapour. 

Tension. 

Degrees. 


Degrees. 

Inches. 

Degrees. 

Inches, 

0 

0*99735 

179 

14*934 

197 

22*030 

5 

0*99739 

180 

15*271 

198 

22*501 

10 

0*99751 

181 

15*614 

199 

22*974 

15 

0*99770 

182 

15*963 

200 

23*456 

20 

0*99797 

183 

16*318 

201 

23*946 

25 

0*99830 

184 

16*680 

202 

24*446 

30 

0*99868 

185 

17*049 

203 

24*952 

85 

0*99910 

186 

17*425 

204 

25*468 

40 

0*99954 

187 

17-808 

205 

25*993 

45 

1-00000 

188 

18*197 

206 

26*527 

60 

1*00046 

189 

18*594 

207 

27*070 

65 

1*00090 

190 

18*998 

208 

27*623 

60 

1*00132 

191 

19*409 

209 

28*185 

65 

1*00170 

192 

19*828 

210 

28*756 

70 

1*00203 

193 

20*254 

211 

29*335 

75 

1*00230 

194 

20*688 

212 

29*922 

80 

1*00249 

195 

21*129 

213 

- 30*515 



196 

21*578 

214 

81-115 


UoxD to ttse the Tables .—^When the temperature is known to decimals of a 
degree, take out the tension for the degree, and multiply the difference between it 
and the next tension -by the decimals of the temperature, and add the product to tlie 
tension, for tho degree. 

Beq^uired the tension corresponding to 197°"SI. 

o 

197 . = 22-086 -465 X -84 = *391 

198 . = 22-501 197° = 22-036 


Difference ... -465 197*84 = 22-427 


When the tension is given, take the difference between it and the next less tension 
in the Table, aird divide this difference by the difference between the next less and 
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next greater tensions. The q^notient will be tbo decimals to add to tlio degree oppo¬ 
site the next less tension. 

Thus, for 23-214 inches, required the temperature. 


Given 23-214 

Next greater 

... ' 23-450 

22-974 

N^ext less • • • 

... 22-974 

•240 

Difference 

-482 

And 

•240 

. • • « • • • 

= -5 


•482 


Temperature opposite next less 

199-0 

Temperature required 

••• 

... 199-5 


A. similar method of interpolation in talcing out numerical quantities is appli¬ 
cable to almost all tables ; and should be practised with all those given in this 
work. 

Exm)i2ile.—Thns, in Liverpool, lat. 63° 30' N., the barometer reading 29'87G 
inches, its attached thermometer bS"’, and the correction of the instrument 
being + -015 (including index error, capillarity and capacity), what temperature 
should bo assigned for the boiling point marked on the thermometer ? 


Observed barometer 

« • a 

• « a 

29-870 

Correction 

4^ * a 

a * a 

-h -015 




29-891 

Correction for temperature ... 


• • • 

— -074 

Reduced reading 

* • • 

• # * 

29-817 

Factor from Table V. 

* • • 

* • a 

1-00077 




208719 

208719 


29817 - 


Eqxxivalont for lat. 45” ... 20-83095900 

In Table VI., 29-84 gives temperature 211°-86. 


58. Displacement of the Freezing Point. —^Either the prolonged effect of the 
atmosi)heric pressure upon the thin glass of the bulbs of thermometers, or the 
gradual restoration of the equilibrium of the particles of the glass after having boon 
greatly disturbed by the operation of boiling the mercury, seems to bo the cause of 
the freoziug points of standard thermometers reading from a few tenths to a degree 
higher in the course of some years, as has been repeatedly observed. To obviato 
this small error, it is our practice to place the tubes aside for al)Out six months before 
fixing the frcciiiirg point, in order to give time for the glass to regain its former state 
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of aggregation. The making of accurate thermometers is a task attended with many 
difficulties, the principal one being the liability of the zero or freezing point varying 
constantly, so much so, that a thermometer that is perfectly correct to-day, if 
immersed in boiling water, will be no longer accurate; at least, it will take some 
time before it again settles into its normal state. Then, again, if a thermometer is 
recently blown, filled, and graduated immediately, or, at least, before some months 
have elapsed, though every care may have been taken with the production of the 
instrument, it will require some correction; so that the instrument, however care¬ 
fully made, should from time to time be plunged into finely-pounded ice, in order to 
verify the freezing point. 

69. The Scale, —The two fixed points having been determined, it is necessary 
to apply the scale. The thermometers in general use in the United Kingdom, 
the British Colonies, and North America are constructed with Fahrenheit’s scale. 
Fahrenheit was a philosophical instrument maker of Amsterdam, who, about 
the year 1724, invented the scale which has given his name to the thermometer. 
The freezing point is marked 32% the boiling point 212% so that the intermediate 
space is divided into 180 equal parts, called degrees. “ The principle which dictated 
this loeculiar division of the scale is as follows:—When the instrument stood at the 
greatest cold of Iceland, or 0 degree, it was computed to contain 11124 equal parts of 
quicksilver, which, when plunged in melting snow, expanded to 11156 parts; hence 
the intermediate space was divided into 32 equal portions, and 32 was taken as the 
freezmg point of water: when the thermometer was plunged in, boiling water, the 
quicksilver was expanded to 11336; and therefore 212° was marked as the boiling 
point of that fluid. In inaclice, Fahrenheit determined the divisions of his scale from 
two fixed points, the freezing and boiling of water. The theory of the division, if 
we may so speak, was derived from the lowest cold observed in Iceland, and the 
expansions of a given portion of mercury” (Professor Trail). 

The divisions of the scale can be carried beyond the fixed points, if requisite, 
by equal graduations. Fahrenheit’s scale is very convenient in some respects. The 
meteorological observer is seldom troubled with negative signs, as the zero of the 
scale is much below freezing. Again, the divisions are more numerous, and conse¬ 
quently smaller, than on other scales in use; and the further subdivision into tenths 
of degrees, seems to give all the minuteness usually required. 

Celcvus, a Swede, in 1742, proj)osed zero for the freezing point, and 100 for 

the boiling point, all temperatures below zero being distinguishable by the sign (_) 

minus. This scale is known as the centigrade, and is in use in France, Sweden, 
and the southern part of Emnpe. It has the advantage of the decimal notation, 
witli tlio Gnibarrcissxaent of tlic iiogative sign, 

Reaumur, a Frenchman, proposed zero for the freezing point, and 80° for the 
boiling point, an arrangement inferior to tho centigrade. It is, however, in use in 
Spain, Switzerland, and Germany. 
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It is merely a simple aritlimetical operation to eliange tlie indications of any 
one of these scales into the equivalents on the others. To facilitate such conver¬ 
sions, tables are convenient, when a large number of observations are under 
discussion; and they can be easily formed or obtained. 

In the absence of such fables, the following formulas will insure accuracy of 
method, and save thinking, when occasional conversions are wanted to be made:— 
F. stands for Fahrenheit, O. for Centigrade, and K. for Reaumur. 


Given. 


Required. 

Solution. 

F. 

• • • 

c. 

... = (F.—32)g 

F. 

• • • • * • 

R. 

... = (F.—32)1- 

C. 

« • « * « a 

F. 

... = f C.-1-32 

C. 

• • « • a a 

R. 

... = -f C. 

E. 

• • • • * • 

F. 

... = % R. +32 

B. 

... . * • 

G. 

... rzz Ui* 


Example .—Convert 25“ of Fahrenheit’s scale into the corresponding temperature 
on the Centigrade scale. 

Here C. = (25 — 82) f 

— — 3*9 

or nearly 4“ heloiv zero of the Centigrade scale. The algebraical sign must be care¬ 
fully attended-to in the calculations. 

60. The method of testing Thermometers for meteorological purposes is very 
simple. Such thermometers are seldom required to read above 120°. In these the 
freezing point having been determined, the divisions of the scale are ascertained by care- 
tul comparisons, with a standard thermometer, in water of the requisite temperature. 
“ For the freezing point, the bulbs, and a considerable portion of the tubes of the 
thermometers, are immersed in pounded ice. For the higher temperatures, the ther¬ 
mometers are placed in a cylindrical glass vessel containing water of the required heat: 
the scales of the thermometers intended to be tested, together with the Standard with 
which they are to be compared, are read through the glass. In this way the scale 
readings may be tested at any required degree of temperature, and the usual practice 
is to test them at every ten degrees from 32“ to 92“ of Fahrenheit.”— FitsBoij. 

61. Porcelain Scale Plates. —Thermometer scales of brass, wood, or ivory, 
either by atmospheric influence or dipping in sea-water, are very liable to become 
soiled and discoloured, so much so that after a very little time the divisions are 
rendered nearly invisible. To obviate this inconvenience, Messrs. Negretti and 
Zambra were the first to introduce into extensive use thermometer and barometer 
scale-plates made of porcelain, having the divisions and figures engraved thereon by 
means of fluoric acid, and permanently burnt-in and blackened, so as always to 
present a clear legible scale. That these scales have been found superior to all 
others, may be inferred from the fact that all the thermometers now supplied to the 
various government departments are provided with such scales. 


F 








G6 


METEOROLOGICAL INSTRUMENTS. 


Thoy can be adapted to replace any of the old forms of brass or zinc scales, 
the divisions and figures of which have become obliterated or indistinct. 

62. Enamelled Tubes. —Nearly all thermometer tubes are now made with 
enamelled backs. This contrivance of enamelling the backs of the tubes enables the 
makers to use finer threads of mercury than had before been found practicable ; for 
were it not for the great contrast between the dark thread of mercury and the white 
enamel on the glass, many of the thei’mometers now in use would be positively 
illegible. The enamelling of thermometers is an invention of Messrs. Negretti and 
Zambra. It is necessary to state this, as many persons, from interested motives, are 
anxious to ignore to whom the credit of the invention is due. 

63. Thermometers of extreme Sensitiveness. —^Thermometers for delicate 
experiments are no novelty. Theimometers have been made with very delicate bulbs 
to contain a very small quantity of mercury. Such instruments have also been made 
with spiral or coiled tubular bulbs, but the thickness of glass required to keep those 
coils or spirals in shape, and in fact to j)rovent their falling to pieces, served to nullify 
the efi'cct sought to be produced, viz. instantaneous action ; and where a small thin 
bulb was employed, the indicating column was generally so fine that it was posi¬ 
tively invisible except by the aid of a powerful lens. Messrs. Negretti and Zambra 
have now introduced a new form of thermometer, which combines sensitiveness and 
quickness of action, together with a good visible column. The bulb of this ther¬ 
mometer is of the gridiron form. Care has been taken in constructing the bulb, so 
tliat the objections attending si^irals and other forms have been overcome; for 
whilst the reservoir or bulb is made of glass so thin that it is only by a si^iiit lamp 
and not a glass blower’s blowpipe that it can bo formed, yet it is still so rigid 
(owing to its peculiar configuration) that no variations in its indications can bo 
detected, whether it be held in a horizontal, vortical, or oblique position, nor will 
any error bo detected if it bo stood on its own bulb. They have made thermometers 
with bulbs or reservoirs formed of about nine inches of excessively thin cylindrical 
glass, whoso outer diameter is not more than a twentieth of an inch; so that, owing 
to the largo surface presented, the indications are positively instantaneous. This 
form of thermometer was constructed expressly to meet the requirements of scien- 
tifui balloon ascents, to enable thcrmometrical readings to be taken at the lu-cciso 
olovjition. It was contemplated to procure a metallic thermometer, but on the 
production of this perfect instrument the idea was abandoned. 

G4. YABIETIES OF THERMOMETEBS. 

Fig. 87 is an illustration of boxwood scale thermometers for general use and 
common purposes. 

Fig. 88, Negretti and Zambra’s Travelling Thermometer; it is fixed in a plated 
nietal (silver or otherwise) case, similar to a pencil-case, and has the scale divided 
upoji its stem. 
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Fig. 89, Tliermomoter mounted on a slab of glass, upon wliich the scale is etebed, 
tlio back being oitlaor oak, makogany’, or ebony. 

Fig. 40, Portable Thermometer, in a bronzed brass or aerman silver revolving 
caso. ° 


Fig, 41, Pocket Thermometer, on ivory or metallic scale, in morocco or papier- 
mache ease. 


87. 


38. 


:Pie-. S9. 


Fig-. 40. 


Figr. 41. 





Pig. 42, an Ornamental Drawing-room Thermometer, on ebony or ivory stand, 
with glass shade. 

Fig. 43, representation of highly carved or engine-tnrned design for thermometer 
mounts, in ivory or wood, for the drawing-room. Some have the addition of a sun¬ 
dial or compass at the top; they may also be formed for a watch-stand. 

Fig. 44, Bath Thermometer, having a float to admit of its being kept in the water. 


Fig-. 42. 
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Fig. 45, Thermometer with ivory scale in glass cylinder, mounted on oak bracket 
with metal top, for out-door use; as at a window. 

Fig. 46, Thermometer for the window, on patent porcelain or glass scale, with 
oak bracket and convenient brass supports, for placing the instrument at any angle. 

Fig. 47, Chemical Thermometer, on boxwood scale, jointed near the bulb on 
a brass hinge, ranging from 300° to 600°. 

Fig. 48, Chemical Thermometer, for acids, graduated on its own stem, suitable 
for insertion in the tubulure of retorts; they are also made insulated in glass cylinder 
to protect the graduated stem ; ranging from 0° to 600°. 


IPigr. 4:5. 


IFlgr. 46. 


JFig*. 47. Figr. 48. 

/f. 


ms. 49. 


Figr. 50. 
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65, Superheated Steam Thermometer. —The great advantage 
gained by the use of superheated steam in marine and other steam-engines 
being now generally admitted by engineers, reliable thermometers, read¬ 
ing to 600° at least, are of the utmost importance. To meet this want, 

Messrs. Negretti and Zambra have constructed for the purpose a substantial form of 
theimometer, on their patent porcelain scales, in strong and convenient metal 
mountings, with perforated protection to the bulb. The scales cannot be de¬ 
teriorated by steam, heat, oil, or dirt; and an occasional wiping will be all that is 
necessary to keep the divisions and figures clean and visible for any length of time; 
while careful calibration of the thermometer tubes ensures the most accurate 
indications attainable. These thermometers are illustrated by figs. 49 & 50. A similar. 
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bnt cliGaper, construction is given to thermometers to be used with hot air, or hot 
water, apparatus. 

66. Thermometer for Sugar Boiling is protected by a metallic frame ; and is 
usually from three to four feet longj the graduations being confined to a space of 
about twelve inches at the upper part of the instrument, allowing the bulb and 
greater part of the tube to be immersed in the boiling sugar. The graduations extend 
to 270° or further. An index is sometimes attached to the scale, which may be set 
to any degree of heat required to be maintained. 


67. EARTH THERMOMETER. 


Country. 


Tropics, often.. 

Egypt. 

Orinoco .. 

Chili . 

Capo of Good Hope 

Bermuda . 

China . 

Franco . 


Temperature. 


162-134“ . 

183-144. 

In white sand, 140. 

113-118, among dry grass. 

150, under the soil of a bulb 

garden . 

142, thermometer barely covered 

in earth... 

Water of the fields, 113; adja-^ 
cent sand, much higher; 
blackened sides of tbe 
boat at midday, 142-150 
118-122, and in one instance 127 


Authority. 


Humboldt. 
Edwards & Colin. 
Humboldt. 
Boussingault. 

Her Schell. 


Emmet. 


Meyer- 


Arago. 


mg. 61 , 


The Earth Thermometer is for ascertaining the temperature of the soil at various 
depths. It is protected by a brass frame, pointed and strengthened at the end to 
facilitate insertion into the ground, as in fig. 51. 

XJtility of a Knowledge of the Teniperatare of the Soil .—The temperature 
of the soil is an important element in the consideration of climate, as it 
concerns the vegetable kingdom. 

Dr. Daubeny, in his Lectures on Qlhnate, gives the following state¬ 
ment with respect to some temperatures which have been observed just 
beneath the earth’s surface, in different parts of the globe:— 




“The importance of this to vegetation may he estimated by the follow¬ 
ing considerations:— 

“It is known that every plant requires a certain amount of heat, varying in 
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the ease of each species, for the renewal of its growth, at the commonccmont of the 
season. 

‘‘Now when this degree of heat has spurred into activity those parts that are 
above ground, and caused them to elaborate the sap, it is necessary that the subter¬ 
ranean portions should at the same time be excited by the heat of tho ground to 
absorb the materials which are to supply the plant with noui'ishment. Unless tho 
latter function is provided for, the aerial portions of the plant will languish from 
want of food to assimilate. Indeed, it is even advisable that tho roots should take 
the start of the leaves, in order to have in readiness a store of food for tho latter to 
draw upon.” In another place the professor remarks :—“It has been calculated by 
Mr. Raikes, from experiments made at Chat Moss, that the temperature of tho soil 
when drained averages 10° more than it does when undrained; and this is not sur¬ 
prising, when we find that 1 lb. of water evaporated from 1,000 lbs. of soil will 
depress the whole by 10°, owing to the latent heat which it absorbs in its conversion 
into vapour.” 

68. MARINE THERMOMETER. 

This instrument is a special construction to meet the requirements 
of navigation. It consists of a carefully constructed thermometer divided 
on its stem to degrees, which are sufficiently large to admit of subdivision 
into tenths of degrees by estimation, and ranging from 0° to 130°. The 
scale is. porcelain, having the degrees etched upon it, and burnt-in a 
permanent black. The instrument is made to slide into a japanned metallic 
case, for handy use and protection. It is therefore adapted for almost any 
ordinary purpose; and cannot be injuriously affected by any chemical action 
arising from air or sea-water. A set of these thermometers consists of six, 

carefully packed in a neat box; two having japanned metallic cases (fig. 
the others being designed for use without the case, or to replace a breakage. 

This thermometer is employed in the Royal Navy, and for tho observa¬ 
tions made at sea for the Board of Trade, 

The theimometer is now considered a necessary instrament on board 
ship. Not only is it of invaluable utility in connection with tho barometer 
as a guide to the weather, but its indications are of service in showing tho 
presence of a waim or cold current in the sea; many of tho great oceanic 
currents being characterised by the warmth or coldness of their waters. In seas visited 
by icebergs, the habitual use of the thermometer would indicate their proximity, as tho 
water is rendered colder for some distance around by the thawing of huge masses of ico. 
The'' water over a shoal in the sea is generally colder than tho surface-water of 
the surrounding ocean; which may result fi’om the cold water being brought to 
the surface by the current of water encountering the shoal. With this fact navi¬ 
gators are well acquainted; and therefore a fall in the sea-water thormometor 
may forebode that shallow water is at hand. It has been ascertained that fish 
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inhabit regions of the oceans and seas having the peculiar temperatnre suitable 
to their habits. The better and firmer sort of fish are found where cold waters 
exist. Those taken in warmer belts or streams of water, even in the same latitude, 
are far inferior in condition, and less approved by the palate. The fish of the 
Mediterranean, a warm sea, are generally poor and scarce. Fish taken in the cold 
■waters between the American shore and the Gulf Stream are much esteemed; while 
in and on the other side of the stream they are said to be tasteless, and of no flavour. 
Between the coasts of China and the warm waters of the Japanese current, the seas 
abound with excellent fish; but in the warm waters of the current and beyond, they 
are never seen in such shoals. 

In fact, it is clearly ascertained that fishes are adapted to climates, like birds 
and beasts. It has been even affirmed, after careful investigation, that herrings, 
which abound in the British Seas, and form a most important branch of our fisheries, 
can only be found in a temperature varying from 64° to 58°. Hence the thermometer, 
if brought into use by the fishermen, would guide them to the spots where they may 
with the host chance cast their nets on dark nights, when other indications are not 
I)crceptiblo. 

This thermometer in its metallic case is perfectly, suited for dipping over¬ 
board, or placing in a bucket of water just taken from the sea, to ascertain its 
toinporat'uro. 
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CHAPTER VII. 

SELF-EEGISTERING THERMOMETERS. 

69 1 Importance of Self-Registering Thermometers, —^Heat being apparently 
the most effective agent in producing meteorological phenomena, the determination 
of the highest temperature of the day, and the lowest during the night, is a prime 
essential to enable an estimate of the climate of any place to be formed. To observe 
these extremes by means of the ordinary thermometer would be impracticable, from 
the constant watchfulness which would be necessary. Hence, the utility and impor¬ 
tance of self-recording thermometers are evident. A thermometer constructed to 
register the highest temperature is usually called a maximum, tliermoiYieter; one to 
show the lowest temperature is termed a minimum thermometer; and if made to 
record both extremes of temperature, it is designated a mctodmum-and-miniwiuni 
ihermotnetefr. We will, for the sahe of method, describe the instruments in use in 
this order. 

It would carry us beyond our scope to explain in detail the methods of dealing 
with temperature observations; but we may remark that half the sum of the maxi¬ 
mum and •mi'm'TmTm temperature of each day of twenty-four hours, is not what 
meteorologists designate the mean daily temperature, although it very frocpiontly 
approximates to it. The mean temperature of the day is understood to bo the 
average of twenty-four consecutive hourly readings of a thermometer; and meteoro¬ 
logy now supplies formulae whereby this result can be deduced from two or throo 
observations only in a day. But we would observe that the actual moan tomporaturo 
of any place has not such an important influence upon life, either animal or vogotablo, 
as the abruptness and magnitude of the variations of temperature. Climate, thoro- 
fore, should be estimated more by the range of the thermometer than by the average 
of its indications. The Registrar General’s returns prove that with a widb range of 
the thermometer, the mortality greatly increases; and it is now becoming apparent 
to meteorologists that the daily range of the thermometer marks tho effects of 
temperature on the health of men, and the success of crops, bettor than any other 
meteorological fact of which we take cognizance. Now that self-registering ther¬ 
mometers are constructed with mercury, the most appropriate of all thonnomctric 
substances, not only for maxima, but likewise for minima temperatures, tho deter¬ 
mination of the diurnal range of temperature is rendered more certain, and 
observations at different places are more strictly comparable. 
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MAXIMA THERMOMETERS. 

70. Rutherford’s Maximum Thermometer. —The maximum thermometer, 
invented by Dr. John Rutherford, differs from an ordinary thermometer in having a 
small cylinder of steel, porcelain, or aluminium, moving freely in the tube beyond the 
mercury, so as to form an index. The stem of the thermometer is fixed horizontally 
on the frame, which must be suspended in the same position, as represented in fig. 53. 

Fig. 58. 


y 

The instrument is set by holding it bulb downward, so as to allow the index to fall 
by its own gravity into contact with the mercury. Increase of heat produces expan¬ 
sion of the mercury, which consequently pushes forward the index. When the tem¬ 
perature decreases, the mercury recedes from the index, leaving it so that the 
extremity which was in contact with the mercury indicates upon the scale the highest 
temperature since the instrument was last set. 

As it is easily constructed and is comparatively cheap, it is still employed for 
ordinary purposes. Its disadvantages are, firstly, its liability of soon getting out of 
order by the index becoming embedded in the mercury, or fixed by oxidation, thus 
rendering it altogether useless; secondly, the ease with which the index can be displaced 
by the wind moving the instrument, or other accidental disturbance, so as to cause it 
to give erroneous indications occasionally; and thirdly, its consequent total imfitness 
for use at sea. 

In the part of the tube beyond the mercury, a small quantity of air is enclosed 
for the purpose of preventing the metal flowing freely in the tube. This necessitates 
the construction of a larger bulb, which- renders the thermometer less sensitive. 
Moreover, as it frequently haxDpens that some mercury passes the index, particles of 
air insinuate themselves in the metal, and cause separations in the column, which 
very often can be removed only by a maker. To facilitate this re-adjustment, a small 
chamber is loft at the end of the tube, and the mercury being expanded into it by 
heat until the index and air bubbles are forced into it, if possible, upon the cooling 
down again, by a little management, the mercury will contract, leaving the air and 
index behind. Yet sometimes the index cannot be moved in the least firom its place 
of fixture, so that the instrument must be virtually reconstructed. 

71. Phillip’s Maximum Thermometer. —A maximum thermometer, better per¬ 
haps in its action than Rutherford’s, has been suggested by Professor John Phillips, of 
Oxford. A small portion of air is introduced into an ordinary thermometer, so as 
to cut off about half an inch of the mercurial thread near its end in the tube- This 
forms a maximum thermometer, when the stem is arranged horizontally. The 
isolated portion is pushed forward by expansion, and is left in this position when the 
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mercury contracts. Tlie end remote from the bulb shows o*n the scale the maxi¬ 
mum temperature. 

When made with a capillary tube so fine that the attraction arising fi-om 
capillarity overcomes the force of gravity, and prevents the mercury falling to the 
end of the tube when the instrument is inverted, it forms a very serviceable ther¬ 
mometer, quite portable and suitable for use on board ship. In such a tube a 
smart shake from a’ swing of the hand is required to bring the detached portion 
back to the column, so as to set the instrument for future observation ; no ordinary 
motion will move it. When the thermometer has not this peculiarity, the mercury 
will flow to the end, if held bulb downward ; and in this state it is not at all a satis¬ 
factory instrument, as the air is likely to be displaced, and a great deal of tact is 
requisite to again get it to divide the column suitably. It has been found in practice 
that the air bubble at different temperatures assumes different lengths, and if very small 
it disappears in a few years by oxidation and by diffusion with the mercury, so that 
the instrument becomes defective and uncertain in action,—results which led to the 
construction of the self-registering mercurial maximum thermometer, invented and 
patented by Messrs. Negretti and Zambra. It has been before the public about 
twelve years; we may therefore, now, safely speak of its merits. 

72. Negretti and Zambia’s Patent Maximum Thermometer consists of a glass 
tube containing mercury fitted on an engraved scale, as shown in fig. 64. The part 


B Fig:. £4. C 



of the thermometer tube above the mercury is entirely free from air; and at the 
point A in the bend above the bulb, is inserted and fixed with the blow-pipe a 
small piece of solid glass, or enamel, which acts as a valve, allowing mercury to 
pass on one side of it when heat is applied, but not allowing it to return when the 
thermometer cools. When mercury has been once made to pass the contraction, 
which nothing but the expansive force of heat can effect, and has risen in the tube, 
the upper end of the column registers the maximum temperature. To return the 
mercury to the bulb, we must apply a force equal to that which raised it in the 
tube; the force employed is gravity, assisted when necessary by a little agitation of 
the instrument. 

The degrees are generally divided on the stems of these thermometers, but 
their frames of course bear a scale as well. The makers have various styles of 
framing in wood, metal, porcelain, and even glass. Bach material is eligible ac¬ 
cording to requirements. Porcelain scales, having the marks etched upon them by 
acid and permanently blackened and baked in,—by a process for which the 
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inventors have a separate patent,—will be found very serviceable, as they do not 
corrode or tarnisb by exposure to any kind of weather; while any amount of dust 
and dirt can readily be cleaned off. 

The chief recommendation of this thermometer is its simplicity of construction, 
enabling it to bo used with confidence and safety. Of no other maximum ther¬ 
mometer can it be said that it is impossible to derange or put it out of order; 
hence, as regards durability, it surpasses all others. Nothing short of actual break¬ 
age can cause it to fail. Hence it is the most easily portable of all self-registering 
thermometers, an advantage which renders it suitable for travellers, and for 
transmission abroad. In the year 1852, the British Meteorological Society reported 
this thermometer to be “ the best which has yet been constructed for maximum 
temperature, and particularly for sun observations.” Since then eleven years have 
elapsed, and it is still without a rival. 

Directions for tise: In using this thermometer for meteorological observations, 
it should be suspended by means of two brass plates b, o, attached for that purpose, 
in such manner that it hangs raised up a little at c, and so placed that it is in the 
shade, with the air passing freely to it from all sides; then, on an increase of heat, 
the mercury will pass up the tube as in an ordinary thermometer, and continue 
doing so as long as the heat increases. On a decrease of heat, the contraction of 
mercury will take place hcloiv the hencl in the tube, leaving the whole column of 
mercury in the tube, thus registering the highest temperature, and showing such till 
the instrument is disturbed. 

To prepare the instrument for future observations, remove and hold it perpen¬ 
dicularly, with the bulb downward, .and then shake it. The meremy will then 
descend in the tube, and indicate the temperature of the air at that time; and, 
when again suspended, is prex3ared for future observation. 

After the temperature has attained a maximum, there will be, with a decrease 
of heat, a slight contraction of mercury in the tube—as well as of that in the bulb 
—and honco doubts have arisen as to the accuracy of the registration; but 
calculation shows, and critical trial has xji’ovod, that tho greatest daily range 
of tomx)oraturo will not produce an error largo enough to bo scale. 

A very great advantage of this thermometer is that tho mercury may be 
allowed to flow to tho end of tho tube without tho maximum temperature attained 
during an experiment being lost. It can bo omx)loyod with tho bulb uj^permost. 
All that is necessary for reading tho maximum tomi)crature is to sloxio tho instru¬ 
ment so that the mercury flows gently towards the bulb. It will then sto]D at tho 
contraction so as to show tho maximum tomx)oraturo on the scale. Afterwards tho 
mercury is driven into the bulb by agitating tho instrument while hold in tho 
hand. Hence tho instrument is invaluable as a registering thermometer on board 
ship, as its indications are in no way aflectod by tho motions and tremors of the 
vessel. 

For \.)h,ysiological exxierimonts, such as taking the temi)eraturo of the mouth 
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in fever, this thermometer is the only one that can be used with certainty, as it can 
he held in any position, -without losing the maximum temperature attained. 

MINIMA THERMOMETEES. 

73. Rutherford’s Alcohol Minimum Thermometer, fig. 55, consists of a 
glass tube, the bulb and part of the bore of which is filled with perfectly pure spirits 
of wine, in which msoves freely a black glass index. A slight elevation of the ther¬ 
mometer, bulb uppermost, will cause the glass index to flow to the surface of tho 



liquid, where it will remain, unless violently shaken. On a dea-ease of ^temperature 
the alcohol recedes, taking with it the glass index; on an increase of temperature 
the alcohol alone ascends in the tube, leaving the end of the index farthest from tho 
bulb indicating the minimum temperature. 

Directiom for using, <&c .—^Having caused the glass index to flow to the end of 
the column of spirit, by slightly tilting the thermometer, bulb uppermost, suspend 
the instrument (in the shade with the air passing freely to it on all sides) by the two 
brass plates attached for that purpose,—in such manner that the bulb is about half 
an inch lower than the upper, or the end of the thermometer farthest from tho 
bulb; then, on a decrease of temperature, the spirits of wine will descend, carrying 
with it the glass index; on an increase of temperature, however, the spirits of wine 
will ascend in the tube, leaving that end of the small glass index farthest from the bulb 
indicating the minimum temperature. To reset the instrument, simply raise tho 
bulb end of the thermometer a little, as before observed, and the index will again 
descend to the end of the column, ready for future observation- 

Precautions .— 1. By no means jerk or shake an alcohol minimum thermometer 
when resetting it, for by so doing it is liable to disarrange the instrument, either by 
causing the index to leave the spirit, or by separating a portion of the spirit from 
the main column. 

2. As alcohol thermometers have a tendency to read lower by age, owing to 
the volatile nature of the fluid allowing particles in the form of vapour to rise and 
lodge in the tube, it becomes necessary to compare them occasionally with a mer¬ 
curial thermometer whose index error is known; and if the difference be more than 
a few tenths of a degree, examine well the upper part of the tube to see if any alcohol 
is hanging in the bore thereof; if so, the detached portion of it can be joined to tho 
main column by swinging the thermometer with a pendulous motion, hidh downxvards. 

3. The spirit colunm is sometimes much separated by jolting in travelling. If 
the instrument is in such a condition when received, it should be held by the right 
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hand, bulb downward, and the frame tapped smartly, but cautiously, against the 
palm of the left hand. The broken thread of spirit will soon begin to join, and by 
continuing the operation a sulEcient time all the bubbles will disappear, and the 
thermometer become as good as ever. 


74. Horticultural Minimum Thermometer. —This instrument, represented 
in fig. 66, is a special construction of Itutherford’s minimum thermometer to meet 
the requirements of horticulturists. It is desirable, if not essential, that gardeners 


should have the means of ascertaining to what temperature stoves and greenhouses 
descend on cold nights, especially in winter. This thermometer is mounted on a 
strong cast zinc frame, with the divisions and figures of the scale raised. 

The sunk surface of the frame is painted dark; the figures and division a bright 
colour, so that observations can be made without a close inspection of the instru¬ 
ment. 

The directions for using are the same as those given in the preceding section. 
It may be used as an ordinary thermometer, by simply hanging it firom the top loop, 
in which position, the coloured liquid*will always indicate the present temperature. 

It was a source of annoyance with the ordinary boxwood and flat metal scales, 
that after a time, exposure to a damp warm atmosphere favoured the growth of 
conferveo upon them, and obliterated the divisions; the plan of raising the figures 
and divisions of the scale has been found to prevent the destruction of the instru¬ 
ment in this way. 



75. Baudin’s Alcohol Minimum Thermometer.—This instrument resembles 
Huthorford’s thermometer in appearance ; its indications are given by the expansion 
and contraction of alcohol, and its minimum temperature is likewise registered by a 
glass index being pulled back and left behind by the alcohol, as in Rutherford’s 
instrument. There is, however, a groat improvement in Baudin’s instrument; for 
whilst Rutherford’s thermometer can only register in a horizontal position, 
Baudin.’s can bo used either horizontally or vertically, as necessity may require. 
This important change is effected in the following manner:—Instead of the index in 
the thermometer being loose and free to run up and down according to the position 
in which the instrument is hold, as in Rutherford’s, the index in the now instrument 
is made to fit the boro of the tube as nearly tight as possible, so much so that in 
holding the thermometer even upside down, or shaking it, the index will not shift 
from its position ; but, inasmuch as a minimum thermometer with an immoveable 
index could not be sot when required for observation, and would consequently be 












78 


METEOBOLOGICAL INSTRUMENTS. 


useless, the myeutor has introduced behind the index a piece of solid glass, about 
one-and-a-half inch in length, which moves freely in the alcohol. The addition 
of the weight of this piece of glass on the top of the index, when turned upside 
down, forces the index down to the edge of the alcohol; and it is there left, as in 
the case of the ordinary Rutherford’s thermometer. It is, therefore, by turning the 
thermometer upside down, and letting the moveable piece of glass fall on the index, 
that the mdex is driven to the end of the alcohol; after this operation the ther¬ 
mometer is hung up either horizontally or vertically, and will then be ready for use. 

The index, although immoveable jper se, is by the alcohol drawn back, as in the 

ordinary minimum, and its indications are read off on the scale from the top of the 
index. 

76. Mercurial Minima Thermometers desirable. —^Alcohol 
does not expand equally for equal increments of heat, consequently 
errors are likely to exist in the scale indications unless the graduations 
are very accurately—^not necessarily equally—made. On this account, 
as well as horn the volatility of alcohol, and the intervention of gaseous 
partitions in the tube, a good and thoroughly reliable TYiini-mTTm ther¬ 
mometer was for a long time a desideratum. It was desirable to obtain 
a thermometer which should register the lowest temperature by 
mercury, the fluid in general use for meteorological thermometers. 
Several instruments have recently been invented to meet this require¬ 
ment, which are suitable and satisfactory for laud purposes, but one 
well adapted for use on board ship is still very much wanted. 

For very low temperatures, alcohol thermometers will always be 
requhed; as mercury freezes at —40“ F, and contracts very irregu¬ 
larly much before this point, while alcohol has never yet been frozen. 

77. ifegretti and Zambia’s Patent Mercurial Minimum 
Thermometer, represented by fig. 57 , has a cylindrical bulb of largo 
size, which, at first sight, might induce the idea that the instrument 
would not be sufiaciently sensitive; but as length is given to the cylinder 
instead of increasing its diameter, it will be found as sensitive as a 
globular bulb of the same diameter, and much more so than an 
ordinary alcohol thermometer. 

The reason for having the bulb large is to allow the internal 
diameter of the theimiometer tube to be larger than that generally 
used for thermometrical purposes, so that a steel index, pointed at 
both ends, may move freely within when required. 

The tube is blown, filled and regulated in the usual way, 60” of temperature 
being about half-way up the tube. A small cylinchical bulb is then formed at the 
upper end of the tube, and then is introduced a steel needle pointed at both ends, 
that in contact with the mercury being abrupt, the other more prolonged. The open 
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extremity of tlie tube is now drawn out into a fine capillary tube, and tbo bulb of tbe 
instrument warmed so as to cause tbo moreury to fill the tube completely. When 
the mercury reaches the capillary tube, the fianae of a blow-pipe is applied ; the glass 
is dexterously melted, the superfluous part taken away, and the tube left hermetically 
closed. During this operation, the steel index has been embedded in the heated mer¬ 
cury. As the instrument cools, if held upright, the mercury will recede and expose 
the needle, which will then follow the descending column simply by its own gravity. 
In this condition the thermometer resembles Dutherford’s maximum, being a tube of 
mercury with a steel index floating on its surface; but it possesses these important 
advantages: it is quite free from air, so that the mercury can move with perfect 
freedom; and the index is pointed at both ends, to allow the mercury to pass, instead 
of being ground flat to prevent it. 

To me the Thermometer, it is suspended perpendicularly (figure 67) with the 
steel index resting on the surface of the mercurial column. As the mercury in the 
cylinder contracts, that in the tube descends, and the index, of its own gravity, 
follows it; on the contrary, as the mercury expands and rises in the tube, it passes 
the index on one side, and in rising, exerts a lateral pressure on the needle, and 
jams it to one side of the tube, where it remains firmly fixed, leaving the upper 
point of the needle indicating the minimum temperature. In this thermometer, the 
reading is always from the upper point of the needle, and not from tlie mercury itself. 

To extricate tlie Needle from the mercury, a magnet is used, when, if the needle 
is embedded only a few degrees, it can readily be withdrawn without altering the 
position of the instrument. Should the magnet not bo sufficient for the purpose, 
we simply turn the thermometer on its support from the upright position, slightly 
elevating the bulb (fig. 68 C2)). The mercury and index will then 
flow into the small reservoir. Should the index not freely leave 
the tube with the mercury, assist it with a magnet, and when the 
mercury and index are in the upper bulb (figure 2 ), ^'-pply a 
magnet outside, which will attract and hold fast the index; and 
whilst thus holding it, again bring the thermometer to the upright 
position, when the mercury will immediately fall back into the 
tube, leaving the index attached to the magnet (figure 4 ), with 
which it is guided down to the surface of the mercury, ready for 
another observation. 

Caro must be taken not to withdraw the magnet until the 
index is in contact with mercury; for, if released before touching, 
it might plunge too deeply, and give a false indication. Tho rule 
for re-sotting it will bo to bring the needle-point in contact with 
tho mercury, and then withdraw tho magnet, having previously 
ascertained that no particles of mercury are attached to tho 
index. 

It may sometimes, though rarely, happen, that from the time a 
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mmimnin temper attire is registered by th.e index, and by tbe time an observation is made, 
the mercury may bave risen so bigb in tbe tube as to completely pass the index, as shown 
(figure 3). Should it so happen, the space which the index occupies will readily be 
observed, as it will be pressed to one side of the tube, causing a different appearance 
in that part, although the point of the needle may not be seen. If such be the case, 
apply a magnet to the spot where you see the index is fixed: this will hold the 
needle firmly . Then, by slightly tilting the thermometer bulb uppermost, the mer¬ 
cury will flow into the top bulb, leaving the index attached to the magnet, and quite 
uncovered. Having taken the reading, draw the needle into the top bulb, and hold 
it there whilst you adjust the thermometer by again bringing it to the upright 
position. 

By contracting the bore of this thermometer, at the bend of the tube, sufficiently 
to keep the mercury from flowing out of its bulb with too much freedom by motion, 
the instrument becomes perfectly safe for transmission abroad. 

78, Kegretti &Zamhra’s Second Patent Mercurial Minimum Thermometer.— 

In this thermometer a principle is used that has been long known to scientific men, 
viz. the affinity of mercury for platinum. If mercury be placed in contact with 
platinum under ordinary circumstances, no effect will take place; but if the mercury 
is once made to attack the platinum, the amalgamation is permanent and the contact 
perfect, so much so, that the principle was made use of in constructing standard 
barometers. A ring of platinum was fused round the end of the tube, dipping into 
the mercury; and the contact between the platinum and mercury became so perfect 
that air could not creep down the tube and up the bore, as in ordinary barometer 
tubes. This principle of adhesion or affinity of mercmy for platinum has been 
brought into play for the purpose of arresting the mercury after it has reached the 
TniuiTYUTm temperature in a thermometer. This thermometer is made as follows :— 
behind the bulb is placed a supplementary chamber; in the space or neck between 
the bulb of the thermometer and the chamber, is placed a small piece of platinum ; 
tbifl may be of any shape or size, but the smaller the better. This is not to fit in the 
neck; it must, on the contrary, be rather loose; it may be fastened in position or 
not. The instrument is represented by fig. 59. 


I’ig'. 59. 



Directions for ming .—Having suspended the thermometer in a horizontal posi¬ 
tion, the mercury is made to stand in exact contact with the platinum plug by slightly 
elevating the bulb end of the instniment. The thermometer is now ready for observa¬ 
tion. On a decrease of temperature, the mercury will endeavour to contract first from 
the easier passage, viz. behind the bulb ; but in consequence of the adhesion of the 
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mercury to tlie platinum, it cannot recede from here, it is therefore forced to 
contract from the indicating tube, and will continue to do so as long as the tem¬ 
perature decreases; and as no indices are employed in this thermometer, the extreme 
end of the mercurial column will show “ how cold it has been.” On an increase of 
temperature the mercury will glide over the platinum plug and expand by the 
easier passage into the supplementary chamber, and there remain until a decrease 
of temperature again takes place, when the mercury that had gone into the supple¬ 
mentary chamber will be the first to recede, until it reaches the platinum plug, its 
further progress being arrested ; it will then fall in the indicating tube, and there 
remain until re-set. 

79. Casella’s Mercurial Minimum Thermometer.— The general form and 
arrangement of this instrument is shown in fig. 60. A tube with large bore, a, has 


Fig*. 00. 



at the end diaphragm formed by the abrupt junction of a small chamber, h c, 

the inlet to which at h is larger than the bore of the indicating tube. The result of 
this is that on setting the thermometer, as described below, the contracting force of the 
mercury in cooling withdraws tho fluid in the indicating stem only; whilst on its 
expanding with heat, the long column does not move, the increased bulk of mercury 
finding an easier passage into the small pear-shaped chamber attached. 

We believe that a small speck of air must bo confined in tho chamber, h c, to 
act as a spring to start the mercury from the chamber in tho act of setting the 
thermometer. Were this air not present, tho mercury would so adhere to tho glass 
that no amount of shaking could induce it to flow from tho chamber. 

To set the Instnmieiit, place it in a horizontal iDosition, with tho back plate, d, 
suspended on a nail, and tho lower part supported on a hook, e. The bulb end may 
now be gently raised or lowered, causing tho mercury to flow slowly until tho bent 
part, a, is full and the chamber, h c, quite empty. At this point the flow of mercury 
in the long stem of the tube is arrested, and indicates the exact temperature of the 
bulb or air at tho time- On an increase of temperature the mercury will expand 
into tho small chamber, h c; and a return of cold will cause its recession from this 
chamber only, until it reaches tho diaphragm, h. Any further diminution of heat 
withdraws tho mercury down the boro to whatever degree tho cold may attain, 
where it remains until further withdrawn by increased cold, or till re-set for future 
observation. 


a 
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MAYTMA and minima thebmometebs. 

80. Butlierford’s arrangement for obtaining a comploto instrtimont foi tlioi %'.. 

tration of beat and cold was simply mounting a maximum tliormomotor and a minimum 
thermometer upon the same foame or slab. Thus constructed, they aio o on ca o 
“day and night” thermometers, though somewhat inappropriately, or in cm 
perate climates the temperature of the night sometimes exceeds that of the day, 
notwitlistanding the reverse is the general law of temperature* Fig. 61 wil exp am 
the arrangement of Butherford’s day and night thermometer. 


Pig:. 61 . 



81. Sixe’s Self-Begistering Thermometer. — The very ingenious and certainly 
elegant instrument about to be described was invented by James- Sixo, of OolchoBter. 
E*ig-. es. n consists of a long cylindrical bulb, united to a tube of more than. 

twice its length, bent round each side of it in the form ol a syphon, 
and terminated in a smaller, oval-shaped bulb. Eiguro 02 gives a 
representation of this instrument. The lower portion of tho syphon 
is filled with mercury ; the long bulb, tbe other parts of tbo tube, 
and part of the small bulb, with highly rectified alcohol. A steel index 
moves in the spirit in each limb of the syphon. Tho two iridicc^s a,r(^ 
terminated at top and bottom with a bead of glass, to enable them to 
move with the least possible friction, and without causing st’paruiion 
of the spirit, or allowing mercury to pass easily. They would, I'roiu 
their weight, always rest upon the mercury; hut each has a fine 
hair tied to its upper extremity and bent against tho interior of tlui 
tube, which acts as a spring with sufficient elasticity to hoop the 
index supported in the spirit in opposition to gi'avity. 

The instrument acts as follows :—^A rise of temperature causes tho si>irit in tho 
long bulb to expand and press some of tbe meremy into the other limb of the 
syphon, into which it rises also from its own expansion, and carries tho indox with 
it, tinlil the greatest temperature is attained. The lower end of this indox then 
indicates upon the engraved scale the maximum temperature. As tho toniperatiu’o 
falls the spirit and the mercury contract, and in returning towards the bulb tho 
second index is met and carried up by the mercury until tho lowest tem|Kiraturo 
occurs, when it is left to indicate upon the scale the minimum tomporaturo. Tho 
limb of the syphon adjoining the bulb requires, therefore, a descending scale of 
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thermometric degrees ; tlie other limb, an ascending scale. The graduations must 
be obtained by comparisons with a standard thermometer under artificial temperatures, 
•which should be done in this way for every 5°, in order to correct for the ineq[uality in 
the bore of the tube, and the irregular expansion of the spirit. The instrument is set 
for observation by bringing the indices into contact with the mercury, by means of 
a small magnet, which attracts the steel through the glass, so that it is readily drawn 
up or do'wn. They should be drawn nearly to "the top of the limbs when it is desired 
to remove the instrument, which should be carefully carried in the vertical position; 
for should it be inverted, or laid flat, the spirit may get among the mercury, and so 
break up the column as to re< 2 ^uire the skill of a maker to put it in order again. For 
transmission by ordinary conveyances, it requires that attention be given to keep 
it vertical. The entanglement of a small portion of mercury with the indices 
is sometimes a source of annoyance in this instrument, for the readings are 
thereby rendered somewhat incorrect. Small breakages in the mercury, either from 
intervening bubbles of spirit or adhesion to the indices, may generally be rectified 
by cautiously tapping the frame of the instrument, so as to cause the mercury to 
unite by the assistance thus given to its superior gravity. 

These thermometers, when carefully made and adjusted to a standard ther¬ 
mometer, are strongly recommended for ordinary pm’poses, where strict scientific 
accuracy is not required. This is also the only fluid thermometer applicable for 
determining the temperature of the sea at depths. 
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CHAPTEE VIII. 

RADIATION THERMOMETERS. 

82. Solar and Terrestrial Badiation considered. —Tlie surface of the earth 
absorbs the heat of the sun during the day, and radiates heat into space during the 
night. The envelope of gases and vapour, which we call the atmosphere, exerts 
highly important functions upon these processes. Thanks to the researches of 
Professor Tyndall, we are now enabled to understand these functions much more 
clearly than heretofore. His elaborate, patient, and remarkably sagacious series of 
e: 5 periments upon radiant heat, have satisfactorily demonstrated that dry air is as 
transparent to radiant heat as the vacuum itself; while air jyerjectly saturated with 
aqueous vapour absorbs more than five per cent, of radiant heat, estimated by the 
thermal unit adopted for the galvanometer indications of the effect upon a thermo¬ 
electric pile. 

Aqueous vapour, in the form of fog or mist, as is well known, gives to our 
sensation a feeling of cold, and interferes with the healthy action of the skin and 
the lungs; the cause being its property of absorbing heat from our person. 

Air containing moisture in an invisible state likewise exerts a remarkable influ¬ 
ence in radiating and absorbing heat. By reason of these properties, aqueous vapour 
acts as a kind of blanket upon the ground, and maintains upon it a higher temperature 
than it would otherwise have. “Regarding the earth as a source of heat, no doubt 
at least ten per cent, of its heat is intercepted within ten feet of the surface.” Thus 
vapour—^whether transparent and invisible, or visible, as cloud, fog, or mist—is inti¬ 
mately connected with the important operations of solar and terrestrial radiation. 
Cloudy, or humid days, diminish the effect upon the soil of solar radiation; similar 
nights retard the radiation from the earth. A dry atmosphere is the most favourable for 
the direct transmission of the stm’s rays; and the withdrawal of the sun from any 
region over which the air is dry, must be followed by very rapid cooling of the soil. 
“The removal, for a single summer night, of the aqueous vapour from the atmo¬ 
sphere which covers England, would be attended by the destruction of every plant 
which a freezing temperature could kill. In Sahara, where ‘ the soil is fire and the 
wind is flame, ’ the refrigeration at night is often painful to bear. Ice has been 
formed in this region at night. In Australia, also, the diimial range of temperature 
is very great, amounting, commonly, to between 40 and 60 degrees. In short, it 
may be safely predicted, that wherever the air is dry, the daily thermometric range 
will be great. This, however, is quite different from saying that when the air is 
clear, the thermometric range will be great. Great clearness to light is perfectly 
compatible with great opacity to heat; the atmosphere may be charged with aqueous 
vapour while a deep blue sky is overhead; and on such occasions the terrestrial 
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radiation would, notwithstanding the ‘clearness,’ be intercepted.” The great range 
of the thermometer is attributable to the absence of that protection against gain or 
loss of heat which is afforded when aq^ueous vapour is present in the air; and during 
such weather the rapid abstraction of moisture from the surface of plants and 
animals is very deleterious to their healthy condition. “ The nipping of tender 
plants by frost, even when the air of the' garden is some degrees above the ffeezing 
temperature, is also to be referred to chilling by radiation.” Hence the practice of 
gardeners of spreading thin mats, of bad radiating material, over tender plants, is 
often attended with great benefit. 

By means of the process of terrestrial radiation ice is artificially formed in 
Bengal, “ where the substance is never formed naturally- Shallow pita are dug, 
which are partially filled with straw, and on the straw flat pans containing water 
which had been boiled is exposed to the clear firmament. The water is a very 
powerful radiant, and sends off its heat into space. The heat thus lost cannot be 
supplied from the earth—this source being cut oft' by the non-conducting straw. 
Before sunrise a cake of ice is formed in each vessel. - . . To produce the ice 

in abundance, the atmosphere must not only be clear, but it must be comparatively 
free from aqueous vapour.” 

Considering, therefore, the important consequences attending both terrestrial 
and solar radiation, it appears to us that observations from radiation thermometers 
are of much more utility in judging of climate than is usually supposed. These 
observations are very scanty ; and what few are upon record are not very reliable, 
principally from bad exposure of the instruments, while the want of uniformity in 
construction may be another cause. Herschell’s actinometer and Pouillct’s pyrhelio- 
meter, instruments for ascertaining the absolute heating effect of the sun’s rays, 
should, however, be more generally employed by meteorologists. In comparing 
observations on radiation it should be kept in mind, that “ the difference between a 
thermometer which, x^roperly confined [or shaded], gives the true tem^jcrature of the 
night air, and ono which is permitted to radiate freely towards space, must be 
greater at high elevations than at low ones;”* because the higher the place, the less 
the thickness of the vapour-screen to intercept the radiation. 

83. Solar Badiatiou Thermometer, —“ As tho interchange of heat between 
two bodies by radiation depends upon tho relative temperature which they rosj^ec- 
tively possess, the earth, by the rays transmitted from, the sun during tho day, must 
be continually gaining an accession of heat, which would be far from being counter¬ 
balanced by tho opposite effect of its own radiation into space. Hence, from sun¬ 
rise till two or three hours after mid-day, the earth goes on gradually increasing in 
temperature, the augmentation being greatest where tho sxirfaco consists of materials 
calculated, from their colour and texture, to absorb heat, and whore it is deficient in 


^ The quotations in tMs section aro from Tyndall’s Mmt considered m a Mode of MoUotp, 
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moisture, which, by its eyaporatioUj would have a tendency to diminish it. * It is, 
therefore, important to have instruments for measuring the efficacy of solar radiation, 
apart horn those for exhibiting the temperature of the place in the shade. 

Fig. 63 shows the arrangement of Negretti & Zambra’s maximum thermometer, 


Fisr. 63. 



for registering the greatest heat of the sun’s direct rays, hence called a solar radiation 
tliennometer. It has a blackened bulb, the scale divided on its own stem, and the 
divisions protected by a glass shield. In use it should be placed nearly horizontally, 
resting on Y supports of wood or metal, with its bulb in the full rays of the sun, 
resting on grass, and, if possible, so that lateral winds should not strike the bulb ; 
and at a sufficient distance horn any wall, so that it does not receive any reflected 
heat from the sun. Some observers place the thermometer as much as two foot 
fi-'om the ground. It would be very desirable if one uniform plan could be recog¬ 
nized : that of placing the instrument as indicated in the figure appears to bo most 
generally adopted, and the least objectionable. 

84, Vacuum Solar Kadiation Thermometer.— In order that the heat absorbed 
by the blackened bulb of the solar radiation thermometer may not in part bo carried 
off by the currents of air which would come into contact with it, the instrument has 
been improved by Messrs. Negretti and Zambra into the vaemim solar radiation 
thermometer y as illustrated by fig. 64. 



This consists of a blackened-bulb radiation thermometer, enclosed in a glass 
tube and globe, from which all air is exhausted. Thus protected from the loss of 
heat which would ensue if the bulb were esposed, its indications are from 20“ to 
30“ higher than when placed side by side with a similar instrument with the bulb- 
exposed to the passing air. At times when the air has been in rapid motion, the 
difference between the reading of a thermometer giving the true temperature of the 


* Dr. Daubeny, F.R.S., On Climate, 
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air in tlio shade, and an ordinary solar radiation thermometer, has been 20° only, 
whilst the difference between the air temperature and the reading of a radiation 
thermometer in vacuo has been as large as 50“. It is also found that the readings 
are almost identical at distances from the earth varying from six inches to eighteen 
inches- By the use of this improvement, it is hoped that the amounts of solar 
radiation at different places may be rendered comparable; hitherto they have not 
been so; the results found at different places cannot bo compared, as the bulbs of 
the thermometers are under very different circumstances as to exposure and currents 
of air. Important results are anticipated from this arrangement. The observations 
at different places are expected to present more agreement. Observers would do 
well to note carefally the effect of any remarhable degree of intensity in the solar 
heat upon particular plants, crops, fruit or other trees. 


85, Terrestrial Hadiation Thermometer is an alcohol minimum thermometer, 
with the graduations etched upon the stem, and protected by a glass shield, as shown 
in figure 65, instead of being mounted on a frame. The bulb is transparent; that 


Fiff. 65. 



is to say, the spirit is not coloured. 

In use, it should bo placed with its bulb fully exposed to 
the sky, resting on grass, the stem being supported by little 
forks of wood. The precautions reejuired with this thermometer 
arc similar to those for ordinary spirit thermometers, explained 
at page 76. 

86 . JEthrioscope.—Tho celebrated experimental philoso¬ 
pher, Sir John Leslie, was tho inventor of this instrument, tho 
X^urpose of which is to give a comparative idea of tho radiation 
proceeding from tho surface of tho earth towards tho sky. It 
consists, as rexiresented in fig. 66, of two glass'* bulbs united 
by a vertical glass tube, of so fine a bore that a littlo coloured 
liquid is supported in it by its own adhesion, there being air 
confined in each of tho bulbs. Tho bulb. A, is enclosed in a 
highly polished brass sphere, D, made in halves and screwed 
together. The bulb, B, is blackened and x>lacod in tho ceptre 
of a metallic cux), O, which is well gilt on the inside, and which 
may be covered by a top, F. The brass coverings defend both 
l)ulbs from solar radiation, or any adventitious source of heat. 
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When the top is on, the liquid remains at zero of the scale. On removing the top and 
presenting the instrument to a clear sky, either by night or by day, the bulb, B, is 
cooled by terrestrial radiation, while the bulb, A., retains the temperature of the iiii. 
The air confined in B, therefore, contracts; and the elasticity of that witliin A torccs 
the bquid up the tube, to a height proportionate to the intensity of the radiation. Such 
is the sensitiveness of the instrument, that the smallest cloud passing over it checks 
the rise of the liquid. Sir John Leslie says:—“Under a clear blue sky, the 
(Rthrioscope will sometimes indicate a cold of fifty millesimal degrees; yet, on other 
days, when the air seems equally bright, the effect is hardly 30®.” This anomaly, 
according to Dr. T 3 mdaU, is simply due to the difference in the quantity of aqueous 
vapour present in the atmosphere. The presence of invisible vapour intercepts the 
radiation from the sethrioscope, while its absence opens a door for the escape of this 
radiation into space. 

87. Pouillet’s Pyrheliometer.—“ This instrument is composed of a shallow 
cylinder of steel, A, fig. 67, which is filled with mercury. Into the cylinder a 

thermometer, Z), is introduced, the stem of which is pro¬ 
tected by a piece of brass tubing. We thus obtain the 
temperature of the mercury. The flat end of the cylinder 
is to be turned towards the sun, and the surface, B, thus 
presented is coated with lamp black. There is a collar 
and screw, G, by means of which the instrument may 
be attached to a stake driven into the gi’ound, or iirto 
the snow, if the observations are made at eonsidorublo 
heights. It is necessary that the surface which rocoivos 
the sun’s rays should be perpendicular to the rays; and 
this is secured by appending to the brass tube which 
shields the stem of the thermometer, a disk, E, of jjro- 
cisely the same diameter as the steel cylinder. Wlum 
the shadow of the cylinder accurately covers the disk, 
we are sure that the rays fall, as perpendiculars, on the 
uptmmed surface of the cylinder. 

The observations are made in the following man¬ 
ner :—First, the instrument is permitted, not to receive 
the sun s rays, hut to radiate its own heat for five minutes 
against an unclouded part of the firmament ; the docroaso 
of the temperature of the mercury consequent on this radiation is then notod. 
Next, the instrument is turned towards the sun, so that the solar rays fall perpen¬ 
dicularly upon it for five minutes j the augmentation of heat is now noted. 
Finally, the instrument is turned again towards the firmament, away from the 
sun, and allowed to radiate for another five minutes, the sinking of the ther¬ 
mometer being noted as before. In order to obtain the whole heating ] lower 
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of the sun, we must add to his observed heating power the quantity 
lost during the time of exposure, and this quantity is the mean of the 
first and last observations. Supposing the letter M to represent the 
augmentation of temperature by five minutes’ exposure to the sun, 
and that t and represent the reductions of temperature observed 
before and after, then the whole force of the sun, which we may call T, 
would be thus expressed:— T = 2? 4- ^ (t + t^). 

“ The,surface on which the sun’s rays here fall is known; the quan¬ 
tity of mercury within the cylinder is also known; hence we can express 
the effect of the sun’s heat upon a given area, by stating that it is 
competent, in five minutes, to raise so much mercury so many degrees 
in temperature.”— Dr. TyndalVs Heat considered as a Mode 0 / 
Motion.” 


Fiff 


88. Sir John Herschell’s Actinometer, for ascertaining the 
absolute heating effect of the solar rays, in which time is considered 
one of the elements of observation, is illustrated by fig. 68. The 
actinometer consists of a large cylindrical thermometer bulb, with a 
scale considerably lengthened, so that minute changes may be easily 
seen. The bulb is of transparent glass filled with a deep blue liquid, 
which is expanded when the rays of the sun fall direct on the bulb. 
To take an observation, the actinometer is placed in the shade for one 
minute and read off; it is then exposed for one minute to sunshine, and 
its indication recorded; it is finally restored to the shade, and its 
reading noted. The mean of the two readings in the shade, subtracted 
from that in the sun, gives the actual amount of expansion of the 
liquid produced by the sun’s rays in one minute of time. For further 
information, see lie^wrt of the Boyal Society on Physics and Meteoroloyy; 
or Kccyntx's Meteorology, translated by C. V. "Walker; or the Admiralty 
Manual of Scientific Instructions. 
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DEEP-SEA THERMOMETERS. 

89. On. Sixe’s Principle,—Thermometers for ascertaining the temperature of 
the sea at various depths are constructed to register either the maximum or minimum 
temperature, or both. The principle of each instrument is that of Sixe. There are 
very few parts of the ocean in which the temperature below is greater than at the 
surface, except in the Polar Seas, where it is generally found to be a few degrees 
warmer at considerable depths than at the surface. When the instrument is required 
to register only one temperature, it can be made narrower and more compact—a great 
advantage in sounding ; and with less length of bulb and glass tube, so that the 
liability of error is diminished. Hence, the minimum is the most generally useful 
for deep-sea soundings. These thermometers must be sufficiently strong to with¬ 
stand the pressure of the ocean at two or three miles of depth, where there may be 
a force exerted to compress them exceeding three or four hundred atmospheres (of 
15 lbs. to the square inch). 

Many have been the contrivances for obtaining correct deep-sea indications. 
Thermometers and machines of various sorts have been suggested, adopted, and 
eventually abandoned as only approximate instruments. The principal reason for 
such instruments failing to give correct or reliable indications, has been that the 
weight or pressure on the bulbs at great depths has interfered with the correct read¬ 
ing of the instruments. Thermometers have been enclosed in strong water-tight 
cases to resist the pressure ; but this contrivance has only had the tendency to retard 
the action, so much so-as to-throw a doubt on the indications obtained by the 
instrument so constructed. 

The thermometers constructed by Messrs. Negretti and Zambra for this pur¬ 
pose do not differ materially from those usually made under the denomination of 
Sixe’s thermometers, except in the following most .important particular :—The usual 
Sixe’s thermometers have a central reservoir or cylinder containing alcohol; this 
reservoir, which is the only portion of the instrument likely to be affected by pres¬ 
sure, has been, in Negretti and Zambra’s new instrument, superseded by a strong 
outer cylinder of glass, containing mercury and rarefied air; by this means the 
portion of the instrument susceptible of compression, has been so strengthened that 
no amount of pressure can possibly make the instrument vary. This instrument 
has been tested in every possible manner, and the results have been highly satis¬ 
factory, so much so as to place their rehability beyond any possible doubt. 
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Tho scales are made of porcelain, and are firmly secured to a 09 ^ 

back of oak, ■whicb bolds in a recess tbe bulb s^itb its protecting shield, 
and is rounded off so as to fit easily and firmly in a stout cylindrical 
copper case, in -which the thermometer is sent down when sounding 
(see fig. 69). The lid of the case is made to fit down closely, and 
water-tight. At the bottom of the case is a valve opening upward; and 
the lid has a similar valve. These allow the water to pass through the 
case as the instrument sinks, so that the least amount of obstruction 
is offered to the descent. At the lower end of the case is a stout brass 
spring, to protect the instrument from a sudden jar if it should touch 
the bottom while descending rapidly. As the instrument is drawn up, 
the valves close with the weight of water upon them, and it arrives at 
the surface filled with water brought up from its lowest position. The 
deep-sea thermometers used in the Royal Na-vy are of this pattern. 

90. Johnson’s Metallic Deep-Sea Thermometer. —The objec¬ 
tion to the employment of mercurial thermometers for ascertaining the 
temperature of the ocean at depths, arising from the compression of 
the bulbs, which was of such serious consequence previous to the 
modification made in the construction of the instrument by* Messrs. 

Negretti and Zambra, led to the construction of a metallic thermometer 
altogether free from liability of disturbance from compression by the 
surrounding water; which, however, is certainly not so sensitive to changes of 
temperature as mercury. This instrument is the invention of Henry Johnson, 
Esq., P.E.A.S., and is thus described by him :— 

“During the year 1844 some experiments were made by James Glaisher, Esq., 
F.R.S., on the temperature of the water of the Thames near Greenwich at the 
different seasons of the year; when that gentleman found that the indications of 
temperature were greatly affected by the i^ressure on the bulbs of the thermometers. 
At a depth of 25 feet this pressure would bo nearly equal to the presence of three- 
fourths of an atmosphere. These observations demonstrate the importance of using 
in deep-sea soundings an instrument free from liability of disturbance from compres¬ 
sion by the surrounding water, and have ultimately led to the construction of thoi 
thermometer now to be described. 

“The instrument is composed of solid metals of considerable specific gravity, 
viz. of brass and steel, the specific gravity of those metals being 8*39 and 7-81 
respectively. They are therefore not liable to compression by the water, which 
under a pressure of 1,120 atmospheres, or at a depth of 5,000 fathoms in round 
numbers, acquires a density or specific gra-vity of I’OG. In the construction of this 
instrument, advantage has been taken of the well-known difference in the ratios of 
expansion and contraction by heat and cold of brass and stool, to form compound 
bars of thin bars of these metals riveted together; and which will bo found to assume 
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a slight curve in one direction when heat has expanded the brass more than tlxo 
steel, and a slight one in the contrary direction when cold has contracted the brass 
more than the steel. 

‘‘The indications of the instrument record the motions under changes of 
temperature of such compound bars; in which the propoi’tion of brass, the more 
dilatable metal, is two-thirds, and of steel one-third. 

Pier. 70. “ Upon one end of a narrow plate of metal 

about a foot long, a, are fixed three scales of tem¬ 
perature, h, which ascend from 25“ to 100“ F., 
and which are shown more clearly in the di-awing 
detached from the instrument. Upon one of 
these scales the present temperature is shown by 
the pointer, e, which turns upon a pivot in its 
centre. The register index, g, to the maximum 
temperature, and the index, f, to the minimum 
temperature, are moved along the other scales 
by the pin upon the moving pointer, at e, where 
they are retained by stiff friction. At equal dis¬ 
tances from the centre of the pointer are two 
connecting pieces, d d, by which it is attached to 
the free ends of two compound bars, h h, and its 
movements correspond with the movements of 
the compound bars under variations of tempera¬ 
ture. The other ends of the bars are fastened 
by the plate, c, to the plate, a, on which the scales 
Txn-+i. n +X. temperature are fixed. The connection of the 

bv lateral ^ pointer prevents disturbance of indication 

by coBousswn. The ease of the instrument has been improTod at the sugoos- 

tr n of Ad^l IhtaRoy, and new presents to the water a smooth cyHndrioal Zueo 
wrth rounded ends, and without projeotion of fastenings. ' 

“Jn surveymg expeditions, this instrument would be found useful in oivin„ 

or .^. Attention wo.^^ :hrb:=te!^:'re 

p.,.™ .trrr.r£.-£’ 2 rr - r 'r-- -« 

and mud volcanoes. temperature of mtermittont hot spriugs, 

rang^fo“Z ^Hch^^rlr duplicate ar- 

and the “°T7‘ 

fill Knowledge, writes -—“In 180S TVf Library of Ihe- 

tes. In 1803, Mr. James Crxghton, of Glasgow, published a new 
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* niotallic tliorKLODieter,’ in wHcli tlieEiie(3[ual expansion 
of zinc and iron is the moying power, A bar is formed 
by uniting a plate of zinc (fig. 71)) c d, 8 inches long, 
1 inch broad, and ^ inch thick, to a plate of iron, a h, 
of the same length. The lower extremity of the 
compound bar is firmly attached to a mahogany board 
at e e; a pin, /, fixed to its upper end, plays in the 
forked opening in the short arm of the index, y. 
When the temperature is raised, the superior expan¬ 
sion of the zinc, c will bend the whole bar, as in 
the figure; and the index, y, will move along the 
graduated arc, fi:om right to left, in proportion to the 
temperature. In order to convert it into a register 
thermometer, Crighton applied two slender hands, h h, 
on the axis of the index; these lie below the index, 
and are pushed in opposite directions by the stud, 
ij—a contrivance seemingly borrowed from the instru¬ 
ment of Fitzgerald,” a complicated metallic ther¬ 
mometer, described by the Professor previously. 
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CHAPTEB X. 

BOILING-POINT THERMOMETERS. 

91. Ebullition.—The temperature at which a fluid hoils is called the boiling- 
point of that particular fluid. It is different for different liquids; and, moreover, 
in the same liquid it varies with certain changes of circumstance. Thus the 
same liquid in various states of purity would have its boiling temperature altered 
in a slight degree. There is also an intimate connection with the pressure under 
which a fluid is boiled, and its temperature of ebullition. Liquids boiled in the 
open air are subjected to the atmospheric pressure, which is well known to vary at 
different times and places; and the boiling-point of the liquid exhibits corresponding 
changes. When the pressure is increased on the surface of any fluid, the tempera¬ 
ture of ebullition rises ; and with a decrease of pressure, the boiling goes on at a 
lower degree of heat. 

In the case of water, we .commonly state the boiling-point to be 212° F.; but 
it is only so at the level of the sea,, under the mean pressure of the atmosphere, 
represented, in the latitude of London, by a column of 29*905 inches of mercury, 
at a temperature of 32° F., and when the water is fresh and does not contain any 
matter chemically dissolved in it. When steam is generated and confined in a boiler, 
the pressure upon the boiling water may be several times greater than that of the 
atmosphere. Experimentally it has been found, that if the pressure in the boiler bo 
26 lbs. on the square inch, the temperature of the boiling water, and of the steam 
likewise, is raised to 241°; while under the exhausted receiver of an air-pump, water 
will bon at 185°, when the pressure is reduced to 17 inches of mercury. 

92. Eelation between the Boiling-Point and Elevation.— Now, as the atmo¬ 
spheric pressure is diminished by ascent, as shown by the fall of mercury in the 
barometer, it follows that in elevated localities water, or any other fluid, heated in 
the open air, will boil at a temperature lower than at the sea-level. Therefore, 
there must be some relation between the height of a hill, or mountain, and tho 
temperature at which a fluid will boil at that height. Hence, the thermometer, as 
used to determine the boiling-point of fluids, is also an indicator of the atmospheric 
pressure; and may be used as a substitute for the barometer in measuring elevations. 

If the atmospheric pressure were constant at the sea-level, and always tho 
same for definite heights, we might expect the boiling-points of fluids also to be in 
exact accordance with height; and the relation once ascertained, we could readily, 
by means of the thermometer and boiling water, determine an unknown height, or 
for a known elevation assert the boiling temperature of a liquid. However, as the 
atmospheric pressure is perpetually varying at the same place, within certain limits, 
so there are, as it were, sympathetic changes in the boiling temperatures of fluids. 



BOILING-POINT THEEMOMETEBS. 


95 


It follows from this, that heights can never bo accurately measured, either by the 
barometer or the boiling-point thermometer, by simply observing at the places whoso 
elevations are req[uired. To determine a height with any approach to accuracy, it 
is necessary that a similar observation should be made at the same time at a lower 
station, not very remote laterally from the upper, and that they should be many 
times repeated. When such observations have been very carefully conducted, tho 
height of the upper station above the lower may bo ascertained with great precision, 
as has been repeatedly verified by subsequent trigonometrical measurement of eleva¬ 
tions so determined. If the lower station be at the sea-level, of course the absolute 
height of the upper is at once obtained. 

93. Mountain Thermometer; sometimes called Hypsometric Apparatus.— 

We have now to examine the construction of the boiling-point thermometer, and its 
necessary appendages, as adapted for the determination of heights. 

Messrs. Negretti and Zambra’s airrangement of tho instrument is shown in 
figures 72 and 73. 

Fig. 73. Fig. 73. 

The thermometer is made with an elon¬ 
gated bulb, so as to bo as sensitive as pos¬ 
sible. Tho scale, about a foot long, is 
graduated on the stem, and ranges from 
180° to 214°, each degree being sufiieiently 
largo to show the divisions of tenths of a 
degree. A sliding metallic vernier might 
perhaps with advantage be attached to tho 
stem, which would enable the observer to 
mark hundredths of a degree; which, how¬ 
ever, ho can pretty well do by estimation. 

The boiler is so contrived as to allow, not 
only tho bulb, but tho stem also of the ther¬ 
mometer, to bo surrounded by tho steam. 

The arrangement is readily understood by 
reference to tho accompanying diagram, fig. 73, 

C, is a copper boiler, supj)ortod by a tripod stand so as to 
allow a spirit-lamp. A, made of metal to bo x>lacod underneath. 

Tho flame from tho lamp may bo surrounded by a fine wire 
gauze, B, which will prevent it being extinguished when experi¬ 
menting in the extornal air. K h' B, is a three-drawn telescope 
tube, ];>roceeding from tho boiler, and open also at top. Another 
tube, similarly constructed, onvclojis this, as shown by IJ 1) D. 

This tube is screwed to tho top of tho boiler, and has two open¬ 
ings, one at tho toxi to admit the thermometer, tho other low 
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down, O', to giv6 vent to tlie steam. As th.e steam is generated, it rises in tlie inner 
tube, passes down between the tubes, and flows away at 6r. The thermometer is passed 
down, supported by an india-rubber washer, fitting steam tight, so as to leave the 
top of the mercury, when the boiling-point is attained, sufficiently visible to make 
the observation. The telescopic movement, and the mode of supporting the ther¬ 
mometer, enable the observer always to keep the bulb near the water, and the double 
tube gives all the protection required to obtain a steady boiling-point. Some boiling- 
point thermometers are constructed with their scales altogether exposed to the air, 
which may be very cold, and conseq^uently may contract to some extent the thread of 
mercury outside the boiler. The steam, having the same temperature as the boiling 
water, keeps the tube, throughout nearly its whole length, at the same dogreo of 
heat, in the apparatus described. The whole can be packed in a tin case very 
compactly and securely for travelling, as in fig. 72. 

Directions So'^' Using .—^When the apparatus is req^uired for practical use, 
sufficient water must be poured into the boiler to fill it about one third, through an 
opening, F, which must be afterwards closed by the screw plug. Then apply tho 
lighted lamp. In a short time steam wiU issue from G; and the mercury iii tlio 
thermometer, kept cai'efuUy immersed, will rise rapidly until it attains a'stationary 
point, which is the boiling temperature. The observation should now bo taken and 
recorded with as much accm'acy as possible, and the temperature of the external air 
must be noted at the same time by an ordinary thermometer. 

The water employed should be pure. Distilled water would therefore bo 
the best. If a substance is held mechanically suspended in water, it will not 
affect the boiling-point. Thus, muddy water would serve oq^ually as well as 
distilled water. However, as it caimot be readily ascertained that nothing is 
dissolved chemically when water is dirty, we are only correct when wo employ 
pure water. 

94. Precautions to ensure correct Graduation.— Those who possess a boiling- 
point thermometer should satisfy themselves that it has been jjorroctly graduat(5(I. 
To do this, it is advisable to verify it with the reading of a standard barometer 
reduced to 82° D. The table of “Yapour Tension” (given at p. 62) will furnish the 
means of comparison. Thus, if the reduced reading of the barometer, corrected also for 
latitude, be 29*922, the thermometer should show 212“ as tho boiling-point of wat(ir 
at the same time and place; if 29*745, the thermometer should road 211*7; and 
so on as per table. In this way the error of the chief point of tho scale can bo 
obtained. Other parts of the scale may be checked with a standard thermomotor, 
by subjecting both to the same temperature, and comparing their indications. Tho 
graduations as fixed by some makers are not always to be trusted; and this essential 
test should be conducted with the utmost nicety and care. 

Admiral PitzBoy writes, in his Notes on Meteorology :—“Each degree of tho 
boiling-point thermometer is equivalent to about 550 feet of ascent, or one-tonth to 
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55 feet; therefore, the smallest error in the graduation of the thermometer itself 
•will affect the height deduced materially. 

“^In the thermometer which is graduated from 212“ (the boilingrpoint) to 180“, 
similarly to those intended for the purpose of measuring heights, there must have 
been a starting point, or zero, from which to begin the graduation. I have asked 
an optician in London how he fixed that zero, the ^boiling-point. ‘By boiling water 
at my house, ’ he replied. ‘ Where is your house ? ’ In such a part of the town, 
he answered. I said: ‘ What height is it above the sea ? ’ to which he replied, ‘ I 
do npt know; ’ and when I asked the state of the barometer when he boiled tfie 
water, whether the mercury was high or low, he said that he had not looked at it! 
Now, as this instrument is intended to measure heights and to decide differences of 
some hundred, if not thousand feet upwards, at least one should endeavour to ascer¬ 
tain a reliable starting point. From inquiries made, I believe that the determination 
of the boiling-point of ordinary thermometers has been very vague, not only from 
the extreme difficulties of the process itself (which are well known to opticians), 
but from the radical errors of not allowing for the pressure of the atmosphere at the 
time of graduation—^which may be much, even an inch higher or lower, than the 
mean, or any ^iven height —while the elevation of the place above the level of the 
sea is also unnoticed. Then there is another source of error, a minor one, perhaps: 
the inner limit, the 180“ point, is fixed only by comparison with another thermo¬ 
meter ; it may be right, or it may be very much out, as may be the intermediate 
divisions; for the difficulty of ascertaining degree by degree is great: and it must be 
remembered that the measurement of a very high mountain depends upon those inner 
degrees from 200° down to 180“, thereabouts. Hence, the difficulty of making a reliable 
observation by boiling water seems to be greater than- has been generally admitted.” 

95. Method of Calculating Heights from Observations with the Mountain 
Thermometer.—Having considered how to make observations with the proper care 
and accuracy, it becomes necessary to know how to deduce the height by calculation. 
That a constant intimate relation exists between the boiling temperature of water and 
the jjresBure of the air, we have already learned. This knowledge is the result of 
elaborate experiments made by several scientific experimentalists, who have like¬ 
wise constructed formulie and tables for the conversion of the boiling tem¬ 
peratures into the corresponding pressures of. vai^our, or, which is equivalent, 
of the atmosphere, when the operation is performed in the open air. As might be 
expected, there is not a perfect accord in the results arrived at by different persons. 
Bcgnault is the most recent, and his experiments are considered the most reliable. 

From Regnault’s table of vapour tension, we can obtain the pressure in inches 
of mercury at 32“, which corresponds to the observed boiling-point; or vice versa, if 
required. From the pressure, the height may be deduced by the method for finding 
heights by means of the barometer. 

H 
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Tlie following table expresses very nearly tbe elevation in feet corresponding 1.0 
a fall of 1° in the temperature of boiling water:— 


Boiling Temperatures 
between. 

214“ and 210 — 
210 and 200— 
200 and 190 
190 and 180 


Elevation in Feet 
for each Dogroo. 
620 
680 
660 
670 


These numbers agree very well with the results of theory and actual observation. 
The assumption is that the boiling-point will bo diminished 1° for oacli 620 foot 
of ascent until the temperature becomes 210°, then 680 feet of elevation will lower it 
one degree until the water boils at 200°, and so on; the air being at 82". 

Let H represent the vertical height in feet between two stations ; H and h, the 
boiling-points of water at the lower and upper stations respectively ; f, the factor 
found in the above table. Then 

H=f {B~h) 

Further, let 7ti be the mean temperature of the stratum of air between the 
stations. Now, if the mean temperature is less than 82°, tho column of air will bo 
shorter; and if greater, longer than at 32°. According to Rognault, air expands 
5 s-t‘T 3 •002036 of its volume at 82°, for each degree increase of heat. Calling 

the correction due to the mean temperature of air C, its valuo will bo found from 
the equation, 

C = H (m — 82) -002086 


Calling the corrected height H', it will bo found from tho formula. 


H' = H + H (m - 82) -002036 
that is, H' = 11 + (m — 32) -002086 | 

and substituting the value of iJ, 

TZ" =/ (5 - &) 11 + (w - 82) -002036 | 

Strictly, according to theoretical considerations, there is a correction duo to 
latitude, as in the determination of heights by the barometer; but its valuo is so 
small that it is practically of no importance. 

If a barometer be observed at one of the stations, the table of vapour tensions 
(p. 62) win be useful in converting the pressure into the corresponding boiling-point, 
or vice versa; so that the difference of height may be found cither by tho methods 
employed for the boiling-point thermometer or the barometer. 

In conclusion, it may be remarked that observers who have good instruments 
at considerable elevations, as sites on mountains or plateaus, would confer a Imnofit 
to science, by registering for a length of time the barometer along with tho boiling 
tempeiatuie of watei, as accurately as possible. Such observations would serve to 
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verify the acctiracy of theoretical deductions, and fix with certainty the theoretical 
scale with the barometer indications. 

Eoeam^le, in caZculating Heights from the Observations of the Boilmg-point of 
Water. —1. At G-eneva the observed boiling-point of water was 209°'335; on the 
Great St. Bernard it was the mean temperature of the intermediate air was 

; required the height of the Great St. Bernard above Geneva. 

Method by formula;— 

B'=f {B —b) ^ 1 + (m — 32°) •00208G | 

In this case f is between 630 and 650, or 540. 


B = 209-335 
h = 197-64 


11-695 
/ = 540 


m — 68*5 
32 


31-5 

•002036 


6315-3 0-0641340 

1-064 1 


T-r — 6719-5 feet. 


1-064 


Method by Tables supplied with boiling-point apparatus made by Messrs. 


Negrotti and Zambra :— 


209-885 gives 

1464 in Table I. 

197r64 ,, 

7736 


6272 

63-5 

1-07 in Table II. 

Height ... 

6711 


96, Thermometers for Engineers,—Isf. Salinomeler .— Under the circum¬ 
stances at which fresh water boils at 212°, sea water boils at 213°-2. The boiling 
temperature is raised by the chemical solution of any substance in the water, and 
the more with the increase of matter dissolved. 

From a knowledge of this principle, marine engineers make use of the ther¬ 
mometer to determine the amount of salts hold in solution by the water in the 
boilers of sea-going steamers. Common sea-water contains of its volum.o of salt 
and other earthy matters. As evaporation proceeds, the solution becomes propor¬ 
tionally stronger, and more heat is required to produce steam. The following table 
from the work of Messrs. Main and Brown, on the Marine Steam-Engine, shows the 
relation between the boiling-point under the mean pressure of the atmosphere, or 
80 inches of mercury, and the proportion of matter dissolved in the water :— 
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Proportion of 

Salt in 100 parts of 

water 0 . 

Boiling-point 212" 

? ? - 

7 7 

3 3 . 

77 

213-2 

? ? 

7 7 

o 

.* 

77 

214-4 

? 3 

77 

.* 

7 7 

215-5 

J 5 

77 

15 % . 

77 

216-6 

> ? 

77 

. 

77 

217-9 

? ? 

77 

. 

77 

219-0 

? 9 

77 

-- 

77 

220-2 

7 7 

77 

3 % . 

77 

221-4 

77 

77 

3 3 .. 

77 

222-5 

77 

77 

. 

77 

223-7 

77 

77 

. 

77 

224-9 

77 

77 

. 

77 

226-0 


When the salts in solution amount to •If? the water is saturated. It has also 
been ascertained that, when a solution of is attained, incrustation of the sub¬ 
stances commences on the boiler. Hence, it is a rule with engineers to expel some 
of the boiling water, when the thermometer indicates a temperature of 216°, and 
introduce some more cold water, in order to prevent incrustation, which not only 
injures the boiler, but opposes the passage of heat to the water. The ther¬ 
mometer used for this purpose should be very accurately graduated', and the scale 
must be considerably higher than, though it need not read much 
below 212°. 

^nd. Pf'essure G-atige .—The elasticity of gases augments by in¬ 
crease of temperatm*e, and vice versa; it follows, therefore, that when 
steam is generated in a closed boiler, its temperature rises beyond the 
boiling temperature of 212°, owing to the increased pressure upon the 
water. The law connecting the pressure and the corresponding tem¬ 
perature of steam is the same as that upon which the boiling of 
fluids xmder diminished atmospheric pressure takes place. Hence, 
the indications of the thermometer become exponents of steam pres¬ 
sure. Engineers are furnished, in works on the steapi-engine, with 
tables, from which the pressure corresponding to a given temperature, 
or the converse, can be obtained by mere inspection. 

Fig. 74 represents the thermometer employed as a steam-pressure 
gauge. It is fitted in a brass case, with screw-plug and washers for 
closing the boiler when the thermometer is not in use. The scale shows 
the pressure corresponding to the temperature, from 15 to 120 fbs., above the 
atmospheric pressure, which is usually taken as 15 lbs. on the square inch. 
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CHAPTER XI. 

INSTEIJMENTS POE ASCEETAmma THE HUMIDITY OP THE AIR. 

97. Hygrometric Substances. —Tlie instruments devised for the purpose of 
ascertaining the humidity of the atmosphere are termed hygromet&is. The earliest 
invented hygrometers were constructed of substances readily acted upon by the 
vapour in the air, such as hair, grass, seaweed, catgut, &c., which all absorb mois¬ 
ture, and thereby increase in length, and when deprived of it by drying they con¬ 
tract. Toy-like hygrometers, upon the principle of absorption, are still common as 
ornaments for mantel-pieces. A useful little instrument of this class, formed from 
the beard of the wild oat, is made to resemble a watch in external appear¬ 
ance, and is designed to prove the dampness or dryness of beds : a moveable hand 
points out on the dial the hygrometric condition of the clothes upon which the 
instrument is laid. 


98, Saussure’s Hygrometer,- formerly used as a meteorologic 75. 



cate precisely alike. 

99, Dew-Point. —The amount of water which the air can sustain in an invisible 
form increases with the temperature; but for every definite temperature there is a 
limit to the amount of vapour which can he thus difiused. When the air is cooled, 
the vapour present may be more than it can sustain; part will then be condensed as 
dew, rain, bail or snow, according to the meteorologic circumstances. The tem¬ 
perature which the air has when it is so fully saturated with vapour that any excess 
will be deposited as dew, is called the dew-pohit. 

100. Drosometer. —“ To measure the q^uantity of dew deposited each night, an 
instrument is used called a Drosometer. The most simple process consists in 
exposing to the open air bodies whose exact weight is known, and then weighing 
them afresh after they are covered with dew. According to Wells, locks of wool, 
weighing about eight grains, are to be preferred, which are to be divided [formed] 
into spherical masses of the diameter of about two inches.”— Kcemtz, 
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101 . Hiimidity ,—The proportion existing between the amount of vapour actually 
present in the air at any time, and the quantity necessary to completely saturate it, 
is called the degree of humiditij. It is usually expressed in a centesimal scale, 0 being 
perfect dryness, and 100 complete saturation. 

The pressure, or tension, of vapour at the dew-point temperature, divided by 
the tension of vapour at the air temperature and the quotient multiplied by 100, 
gives the degree of humidity. (Regnault’s Tables should be used.) 

Hence the utility of instruments for determining the dew-point. 


Pie. 76. 



102. Leslie’s Hygrometer. —This instrument consists of a glass syphon tube, 
terminated with a bulb or ball at each end, turned outwards from each other, as in 

fig. 76. The tube is partly filled with concentrated sulphuric 
acid, tinged by carmine. One of the balls is covered 
smoothly with fine muslin, and is kept continually moistened 
with pure water, drawn from a vase placed near it by the 
capillary attraction of a few strands of clean cotton-wick. 
The descent of the coloured liquid in the other stem will 
mark the diminution of temperature caused by the evapora¬ 
tion of the water from the humid surface. The drier the 
ambient air is, the more rapidly will the evaporation go on; 
and the cold produced will be greater. When the air is 
nearly saturated with moisture, the evaporation goes on 
slowly; the cold produced is moderate, because the ball 
regains a large portion of its lost heat from surrounding bodies; and the degree of 
refrigeration of the ball is an index of the dryness of the air. 

“ Should the water become frozen on the baU, this hygrometer will still act; 
for evaporation goes on from the surface of ice in proportion to tho dryness of tho 
air. Leslie estimates, that when the ball is moist, air, at the temperature of tho 
baU, will take up moisture equal to the sixteen-thousandth part of its weight, for 
each degree of his hygrometer; and as ice in melting requires one-seventh of tho 
caloric consumed in converting water into vapour, when tho ball is frozen, tho hygro¬ 
meter will sink more than when wet by 1° in 7°; and hence, in tho frozen state, wo 
must increase the value of the degrees one-seventh : so that each of them will cor¬ 
respond to an absorption of moisture equal to one-fourteon-thousandth part of tho 
weight of tho air. 

“ When this hygrometer stands at 15°, the air feels damp ; from 30° to 40°, 
we reckon it dry ; from 50° to 60°, very dry ; and from 70° upwards, we should call 
it intensely dry. A room would feel uncomfortable, and would probably bo un¬ 
wholesome, if the instrument in it did not reach 30°-* In thick fogs it keeps 
almost at the beginning of the scale. In winter, in our climate, it ranges from 5° to 


Leslie On tha Ixelaiiom of Ahf and Moisture^ 
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15°; in snmmer often from 16° to 55°; and sometimes attains 80° or 90°. The 
greatest degi*ee of dryness ever noticed by Leslie was at Paris, in the month of 
September, when the hygrometer indicated 120°.”— Professor Trailf m “ Library 
of Useful Knowledge^ 

In estimating the value of the indications of this hygrometer, it should be home 
in mind that the scale adopted by Leslie was millesimal, that is to say, from the 
freezing to the boiling-point of water was divided into a thousand parts; ten 
millesimal degrees are therefore equal to one of the scale of Celsius. 

103. DANIEL’S HYCROMETEB. 

This instrument was invented about the year 1820, by Professor Daniel, the 
distinguished author of 'Meteorological Essays ; and it entirely superseded all hygro¬ 
meters depending upon the absorption of moisture. The form of the instrument 
is shown in fig. 77. 

It consists of a glass tube, about one- 
eighth of an inch in diameter of bore, bent 
twice at right angles, and terminated, at each 
end, in a bulb about one inch and a quarter 
in diameter. In one limb of the tube is 
enclosed a delicate thermometer, which de¬ 
scends to the centre of the adjoining bulb, 
which is about three-parts filled with sulphuric 
ether. All the other parts of the tube are 
carefully freed from air, so that they are occu¬ 
pied by the vapour of the ether. This bulb is 
generally made of black glass; the other is 
transparent, but covered with a piece of fine 
muslin. The support for the tube has a thermo¬ 
meter attached, which shows the tomi)eraturo 
of the external air. The tube can be removed 
from the stand, and the parts are made to pack, 
with a necessary phial of ether, in a small box, 
which can easily be got into the pocket. 

Iloto to use the Hygrometer .—This instrument gives the dew-point by direct 
observation, which must be made in the following manner :—^Having fixed the tube 
upon the stand, with the bulbs vertically downward, the other is all caused to flow 
into the lower ball by inclining the tubo. The temperature of the air is noted by 
the exposed thermometer. Then some ether is poured, from a dropping tubo fitting 
into the neck of the x^hial, up>on the muslin-covered bulb. The rapid evaporation of 
this other cools the bulb and causes condensation of the ethereal vapour in its 
interior. This gives rise to rapid evaporation of the other in the lower bulb, whereby 
its temperature is greatly reduced. The air in the vicinity is deprived of its warmth 
by the cold bulb, and is soon cooled to the temperature at which it is x^erfectly 
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saturated witk the vapour which it contains. Cooled ever so little below this tem¬ 
perature, some aqueous vapour will be condensed, and will form a dew u^Don the 
black-glass bulb. At the first indication of the deposit of dew the’ reading of the 
internal thermometer is taken : which is the dew-point. 

This hygrometer has undeniable disadvantages. The surface upon which the 
dew condenses is small, and requires a peculiar direction of light in which to see it 
well. The observer, having his attention on the bulb and the thermometer, cannot 
always fix with precision the dew-point; and hence he is recommended to note the 
temperature at the appearance and at the disappearance of the dew, in order that 
the chance of error may be diminished. Without doubt, the necessarily long con¬ 
tinuance of the observer near the instrument influences, to some extent, the observed 


FJgr. 78. 


temperatures; and the difficulty of not being always able to 
procure pure ether for the experiments is not the least of the 
drawbacks to the use of the instrument. Some of these disad¬ 
vantages are obviated in Regnault’s hygrometer. 


i 104. KEGNAULT’S CONDENSER HYCEOMETBR 

i (^ig- 78) consists of a tube, O, made of silver, very thin, and 

perfectly polished; the tube is larger at one end than the other, 
the large part being 1*8 inches in depth, by 0*8 in diameter; 

t this is fitted tightly to a brass stand, with a telescopic 

arrangement for adjusting when making an observation. 

The tube, G, has a small lateral tubulure, to which is 
attached an India-rubber tube, with ivory mouth-piece; this 
tubulure enters G at right angles near the top, and traverses 
it to the bottom of the largest part. 

A dehcate thermometer, Z), is inserted through a cork, or 
India-rubber washer, at the open end of the tube, <7, the bulb 
of which descends to the centre of its largest part. 

G is an attached thermometer for taking the temperature 
of the air, and iP is a bottle containing ether. 

To use the Condenser Hygrometer, a sufficient quantity of 
ether is poured into the silver tube to cover the thermometer 
bulb : on allowing air to pass bubble by bubble through the 
ether, by breathing in the tube, E, an tmiform temperature will 
be obtained; if the ether continues to be agitated, by breathing 
briskly through the tube a rapid reduction of temperature will be the result; at the 
moment the ether is cooled down to the dew-point temperature, the external surface 
of that portion of the silver tube containing ether will become covered with a coating 
of moisture, and the degree shown by the thermometer at that instant will be the 
temperature of the dew-point. 

This- form of hygrometer, for ascertaining by direct observation the dew-point, 
is so superior to Daniell’s, both from its being more certain in its indications and 
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economical in use, that Messrs. Negretti and Zamhra have been induced to modify it, 
and reduce its price to little more than that of a good Daniell’s Hygrometer. 

105. Temperature of Evaporation. —^Whenthe air is not saturated with vapour, 
evaporation is going on with more or less activity, according as the temperature is 
high or low, rising or falling. Now vapour cannot be formed without an expenditure 
of heat; as we invariably find that the process of evaporation lowers the tempera¬ 
ture of the liquid from which the vapour is produced, and, by communication, that . 
of contiguous substances also. Thus the emi- :Pig.. 79 . 

grant, crossing the line under the scorching 
influence of the vertical sun, wraps a wet towel 
round his can of water, swings it in the breeze, 
to evaporate the moisture of the towel, and 
obtains a glass of cool water. So also, European 
residents in India, during the hot season, spread 
out mats in their apartments, and keep them 
wet, in order that the evaporation may cool the 
air. This principle has been applied, for the 
purpose of ascertaining the hygrometric condi¬ 
tion of the air, in the instrument known as 
Mason’s hygrometer, or psychrometer, which 
is now in general use, from its simplicity, accu¬ 
racy, and ease of observing. 

106. MASON’S HYGROMETER. 

The Dry and Wet Bulb Hygrometer, or 
Psychrometer, known also as Mason’s hygro¬ 
meter (fig. 79), consists of two parallel ther¬ 
mometers, as nearly identical as possible, 
mounted on a wooden bracket, one marked dry, 
the other wet. The bulb of the wet thermometer 
is covered with thin muslin, and round the 
neck is twisted a conducting thread of lamp- 
wick, which passes into a vessel of water, placed 
at such a distance as to allow a length of con¬ 
ducting thread, of about three inches; the cup 
or glass is placed on one side, and a little beneath, so that the water within may not 
affect the reading of the dry hulh thermometer. In observing, the eye should be 
placed on a level with the top of the mercury in the tube, and the observer should 
refrain from breathing whilst taking an observation. 

The dry bulb thermometer indicates the temperature of the air itself; while the 
wet bulb, cooled by evaporation, shows a lower temperature according to the rapidity 
of evaporation. 
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To find the Dew-j^oint .—^From the readings of the two thermometers, the dew- 
pomt can be deduced by formulas (that known as Apjohn’s is considered the most theo¬ 
retically true), or from the valuable Hygrometrie Tables by J. Glaisher, Esq., F.K.S. 

For practical purposes in estimating the comparative humidity, the annexed 
table, which is a reduction from Mr. G-laisher’s elaborate work, will be sufficient; it 
will at least serve to assist in familiarising the inexperienced in the value of the 
psychrometer’s indications :— 
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The total quantity of aqueous vapour which at any temperature can be diffused 
in the air being represented by 100, the per-centage of vapour actually present will 
be found in the table opposite the temperature of the dry thermometer, and under 
the difference between the dry-bulb and wet-bulb temperatures. The degree of 
humidity for intermediate temperatures-and differences to those given in the table 
can be easily estimated sufficiently accurately for most practical purposes. 

The difference between the two thermometer readings taken from the reading 
of the wet bulb, gives the dew-point very nearly, when the air is at any temperature 
between freezing and 80°. This simple rule will be found serviceable to horticul¬ 
turists, since it will enable them to estimate the chilling effect of dew or hoar¬ 
frost on tender plants. 

Use as an Indicator of Weather .—In our climate, the usual difference between 
the thermometer readings,—^in the open air, shaded from the sun, reflected heat, 
and currents of air,—^ranges from one to twelve degrees. In hot and dry climates, 
as India and Australia, the range out of doors has been found as much as 80“, 
occasionally. 

When the moisture is frozen, the bulb should be wetted afresh, and the reading 
taken just before it again freezes; but the observation then is of little value, and 
for general purposes need not be taken, as the air is known to be dry in frosty 
weather. 

The muslin or cotton rag should be washed once or twice a week by pouring 
water over the bulb; and it should be replaced by a fresh piece at least once a 
month. Accuracy depends very much upon keeping the wet bulb clean, and not 
too wet. 

In connection with the barometer, this hygrometer is very useful, not only on 
land, but especially at sea, where other kinds of hygrometers cannot be practically 
used. A fall in the barometer is indicative of coming wind or rain: if the hygro¬ 
meter shows increasing dampness by the difference of the readings becoming 
smaller,—^rain may therefore be anticipated. On the contrary, if the hygrometer 
shows continuing or increasing dryness, a stronger wind is probable, without rain. 

Domestic Uses. —Mason’s hygrometer is useful in regulating the moisture of the 
air of apartments; a difference in the thermometer readings of from 6® to 8“ being 
considered healthy. Many complaints require that the temperature and humidity 
of the air which the invalid breathes should be carefully regulated. Hence it is a 
valuable household instrument. In a room, it should bo placed away from the fire 
as much as possible, but -not exposed to draughts of air. 

Figs. 80 and 81 show cheap arrangements of the instrument for domestic pur¬ 
poses. Other arrangements are given to the instrument to make it suitable for 
exhibiting the hygrometrical state of the air in hot-houses, conservatories, malting- 
houses, warehouses, manufactories, &e. 

Fig. 82 shows the instrument arranged on brass tripod stand, with folding logs 
and metal cover, to render it portable. 
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Figr. 80. 



Fag". 81. 



107. Self-Iteg^istering Hygrometer. —maximum thermometer and a minimum 
thermometer, each fitted up as a wet-hulb thermometer, record the highest and 
lowest temperature of evaporation during the interval of observation. Negrotti’s 
mercurial maximum, and an alcohol minimum, answer best. 


108. Causes of Dew- —“ The aqueous vapour of our atmosphere is a powerful 
radiant; but it is diffused through air which usually exceeds its own mass more than 
one hundred times. Not only, then, its own heat, but the heat of the largo quantity 
of air which surrounds it, must be discharged by the vapour, before it can sink to its 
point of condensation. The retardation of chilling due to this cause enables good 
sohd radiators, at the earth’s surface, to outstrip the vapour in their speed of 
refrigeration; and hence, upon these bodies, aqueous vapour may be condensed to 
liquid, or even congealed to hoar-frost, while at a few feet above the surface it still 
maintains its gaseous state.The amount of moisture so deposited will vary with 
different atmospheric conditions. If the sky be decidedly cloudy or misty, the heat 
radiated from the earth will be partly restored by counter-radiation from the visible 
vapour; the cooling of the earth’s surface will, therefore, take place slowly, aixd little 
dew will be deposited. On the other hand, if the air contain transparent vapour, 
and the sky appear clear, the counter-radiation will be less, the earth will cool 
rapidly, and the deposit of dew will be copious; provided the night be comparatively 
calm, for, when the v^ind blows, the circulating air supplies heat to the radiating 
substances, and prevents any considerable chilling. 

The dew which falls in tropical countries greatly exceeds in abundance what wo 
experience in our climate; because the air is there, from the great heat, capable of 


^ Tyndall's Heai considered as a Mode of Motion, 
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sustaining a large amount of vapour in th.e transparent state, and the conditions 
most favourable for a maximum reduction of temperature by radiation are present. 
At those places, or upon those substances which cool the lowest and most readily, 
the dew falls most copiously. 


109. Plan of Expos¬ 
ing Thermometers, 

nfec.—^Figure 83 is an 
illustration of a con¬ 
venient slab for sup¬ 
porting thermometers 
in an exposed position 
attached to a stand 
(such as G-laisher’s, 
described in Chapter 
XYI.) for ordinary 
scientific observations. 
It has a projecting 
ledge, -B, to carry off 
rain from the instru¬ 
ments, the slab, A, 
being erected verti¬ 
cally. The hygrome¬ 
ter is placed at JS, with 
the vase of water at JF". 
An alcohol minimum 
thermometer is repre¬ 
sented at C, in the po¬ 
sition most favourable 
to its certain action; 
and at D is shown one 
of Negretti & Zambra’s 
maximum thermome¬ 
ters, the position of 
which may be more 
nearly horizontal than 
there exhibited, al¬ 
though a slight de¬ 
pression of the bulb- 
end of the frame is de¬ 
sirable, but not neces¬ 
sary, as this thermo¬ 
meter can be used in 
any position. 


Fig-. 83. 
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CHAPTER Xn. 

INSTEUMENTS USED FOR MEASURING THE RAINFALL. 

The instruments in use for measuring the quantity of rain which falls on a 
given spot are of very simple construction. Perhaps the simplest is:— 

110. Howard’s Bain-Gauge. —^It consists of a copper funnel, a stout glass or 
stone bottle, and a measuring glass. The bottle is to be placed upon the ground, with 
the funnel resting on its neck. A brass band or cylinder fixed upon the outer sur¬ 
face of the funnel envelops the neck of the bottle, and the pipe of the funnel extends 
nearly to the bottom of the bottle; so that loss by evaporation is avoided as much 
as possible. The receiving space of the funnel is formed by a brass ring, five inches 
in diameter, very accurately turned. The measuring vessel enables the observer to 
note the rainfall in inches, tenths, and hundredths of an inch. 


Fie. 84. 


Ill, Glaisher’s Rain-Gauge. —The rain-gauge designed by Mr. Glaisher, the 
well-known meteorologist, and used by most observers of the present day, is arranged 
for the reception of the water which falls upon its receiving surface only, and for 
the prevention of loss by evaporation. The rain is first collected in a funnel, B, 
(fig. 84,) the receiving surface of which is turned in a lathe. The conical surface 

of the funnel slopes to the 
pipe, Ef at an angle of 60® 
from the horizontal receiving 
surface. The tube, E, is of 
p small aperture, and is bent 
up, in order to retain the 
last few drops of rain, so 
that the only opening for 
A the escape of vapour may be 
closed as long as possible. 
The funnel, B, fits upon 
the cylinder, A, tightly in 
the groove, D. A copper 
can is placed inside the cylin¬ 
der, A, to receive the rain 
from the funnel. Once or twice a day, or after a shower,this can should be taken out, 
and the water measured in the glass measure, C, which is graduated to hundredths 
of an inch, according to the calculated quantity of water, determined by the area of 
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tho receiving space. In use, tliis gauge should bo partly sunk in tbe ground, so that 
the top may bo about jB-to inches above it. Thus situated, there will be little or no 
evaporation from it during any month of the year; and the readings need not he 
taken daily, although desirable. 

112 . Rain-Gauge with Eloat. —^In this construction the graduated glass 
measure is dispensed with. The cylinder of the gauge is made less in diameter 
than the funnel, and a hollow, very flattened spheroid of copper forming a float, 
and carrying a vertical graduated boxwood scale which moves through the orifice of 
tho funnel, is placed in it. As the rain accumulates the float rises, and the amount 
of rain in tho gauge is read upon the scale from the top of the gauge, a bar, having 
a hole at the centre for the passage of the scale, being fixed diametrically across the 
receiving space of the funnel. The gauge is provided at the bottom with a brass 
cock, hy which the water may bo allowed to flow out of it whenever necessary. 

This form of gauge is not very suitable for the measurement of small q[uantities; 
but is admirably adapted for localities where the rainfall is excessive. 

113. Rain-Gauge with Side-Tube.—This instrument, as represented in fig. 85, 
is a cylindrical vessel, mounted on a base shaped as a frus¬ 
tum of a cone. This has© may be filled with sand or gravel 
to make tho instrument stable, so that when placed upon a 
lawn or in a garden it may have an ornamental appearance. 

Tho funnel for collecting the rain is larger in diameter than 
the cylinder. Parallel to tho cylinder, and communicating 
with the lowest part of tho interior and extending to its top, 
is a graduated glass tube, open at both ends. The rain 
collected will rise as high in this tube as in the cylinder, 
and its amount can therefore be read off without any 
trouble. Tho gauge is emptied by the brass tap at the 
bottom of tho cylinder. 

114. Admiral FitzRoy’s Rain-Gauge. —A form of 
rain-gauge, very well adapted for expeditious observation at 
any time, has been designed by Admiral FitzRoy, and ex¬ 
tensively employed by his observers. It is cylindrical in 
shape, with tho funnel lot into tho top ; and tho rainfall is 
collected in an inner and much smaller cylinder, so that a small fall is represented 
by a considerable depth of water in the gauge. The amount of rain which has 
fallen is ascertained by a dipping tube, similar in principle to the dipping syphon 
used by gaugers for taking out specimens of wines or spirits fi:om casks by simply 
removing the bung. A short, vertical, tubular opening provided with a cap, which 
is attached to the instrument by a chain that it may not be lost, is formed in the 
funnel. Tho measuring tube, which has a small hole at each end, should be 
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placed upright in the gauge; then the thumb should be pressed over the upper 
aperture, while the tube is lifted gently out, holding in the lower part a quantity 
of water representing the depth of the rain in the gauge, the upper edge of which 
is at the mark to be read off. The glass tube is graduated to inches and tenths ; 
hundredths of an inch can be readily estimated by the eye. The marks are fixed 
by actual trial with a standard gauge, and are artificial, not true, inches. 

115. Self-Registeringr Bain-Oauge. —The rain-gauge can be combined with 
clock-work and other mechanism so as to be self-recording of the amount of rain, the 
time, and duration of its fall. For the details of construction the reader is referred 
to the next chapter, where he will find the instrument described in connection with 
Osier’s anemometer, as the “ pluviometer.” To observe and duly record the times 
of commencement and termination of rain is very desirable. Scarcely any observer 
can attempt to do this even approximately from personal observation. Hence the 
want of a cheap and simple self-recording rain-gauge is much felt, the present con¬ 
struction being too expensive for all but a few individuals. 

In 1862, IMr. B. Strachan estimated the duration and amount of rain in London 
(Gray’s Inn Hoad) as follows :— 


Montlis. 

Indies, 

Days. 

Honrs, 

Months. 

Indies. 

Days, 

Honrs, 

January ... 

1*86 

19 

88 

My. 

2*27 

17 

68 

February.. 

0*37 

9 

25 

August.... 

2*45 

12 

72 

March. 

3*40 

22 

130 

September. 

1*70 

12 

55 

April ...i.. 

2*34 

' 14 

80 

October .... 

' 3*23 

21 

94 

May. 

3*04 

16 

90 

November . 

1*12 

10 

53 

June. 

2*45 

20 

83 

December . 

1*44 

17 

66 


“ During the year 1862, the rainfall amounted to 25*67 inches. Rain fell on 
179 days, that is, on nearly every other day. The hours of rain were estimated at 
904 ; therefore, if the rain had fallen continuously, it would have lasted nearly 38 
days and nights.”* The value of similar estimates of the rainfall by numerous 
observers would be very great to meteorology. 

116. The principle of measurement in all these gauges is the relation existing 
between the areas of the collecting and receiving surfaces; that is, between the area 
of the funnel into which the rain falls, and the area of the cylinder which receives 
it. In Howard’s and Glaisher’s gauges, this cylinder is virtually the measuring glass 
itself; in the others, above described, the measuring scales show the same depth of 
water as in the cylinder of the gauge. 

The cylinder being of less diameter than the funnel, and receiving all the rain 
collected by the funnel, it follows that its contents will have an increased depth. 
Now equal cylindrical volumes, having different diameters, are to each other in 


^ Vide Morological Journal^ Vol, Y. 









KAIN-GAUGES. 


113 


length inversely as the squares of the diameters. Hence, if the funnel he 9 inches 
and the cylinder 3 inches in diameter, a fall of 1 inch of rain will he represented 
in the gauge by 9 inches; for 3® : 9^ : : 1 : a; = 9. In this case, therefore, a 
length of nine inches of the measuring glass, tube, or scale, would represent an inch 
of rainfall, and be divided into tenths and hundredths of the artificial inch. 

117. Position for Rain-Gauge, &c, —Rain gauges should be placed on the ground, 
in any position exposed to a free fall of rain, snow, or hail, where neither walls, 
buildings, nor trees shelter or cause eddies of wind. They should be supported 
by a frame, or other means, to prevent them being blown down by the wind, but so 
that they can be readily emptied. 

During snow or firost, the gauge must be watched, and its contents melted by 
placing it in a waiun room, either when the amount is to be measured, or the funnel 
is filled up with snow. A tin vessel of equal area to the funnel may at such times 
be useful as a substitute. 

Rain gauges are constructed of metal, usually copper, which, besides being 
readily workable, is little affected by atmospheric influences. If made of iron or 
zinc, they should be well japanned; if of copper, this is not so essential. The 
capacity of a gauge should be sufiS.cient to contain at least the probable maximum faE 
of rain in a day at the locality. Those required for rainy districts must be of large size. 

118, Causes of Rain, —^When the invisible vapour which is diffused in the atmo¬ 
sphere becomes suffieiently cooled, it appears visible as mist or cloud, and a further 
reduction of temperature causes its precipitation as rain, hail, or snow. The cooling 
of the higher regions of the atmosphere is doubtless the chief cause of this con¬ 
densation ; but the property which aqueous vapour possesses of radiating heat may 
also contribute to the result. Moreover, the law which regulates the amount of 
vapour which air at any particular temperature can sustain in a transparent state, 
determines that when two bodies of air at different temperatures, saturated with 
vapour, intermix, some moisture must be rendered visible ; and hence, it is not only 
possible, but highly probable, that rain may result Irom the conflict of different 
winds. Det us imagine two cubic yards of air, both saturated with moisture, but 
having the respective temperatures of 50 and 70 degrees, to come into contact. 
There will be a tendency to equalize the temperature to a mean, which is 60*; and 
during this process, some of the vapour will bo condensed. 

For in the air at 60* there is ... ... 11 O’7 grains of vapour■-!' 

and „ 70 „ . 216-0 

Total amount of vapour ... ... ... 826-7 ,, 

But two cubic yards of air at 60“ can only sustain 813-2 ,, 

Hence there will be deposited ... ... 13-5 ,, of rain. 


• Bygrometrieal Tablet, by J. Glaiaker, Esq., V-B.S. 


1 
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It may be conceded, therefore, that when a warm and moist current of air 
encounters a body of cold air which may not be extremely dry, the mixture is unable 
to retain the whole of the vapour in an invisible state; so that the excess becomes 
visible as mist or fog, and, when the temperature has become sufficiently lowered, 
rain. The British Isles are more or less enveloped in fog, or mist, at the commence¬ 
ment of easterly winds, which, with a sudden change of wind, is exhibited even in 
summer; while the south-westerly winds, warm, and arriving from the ocean, 
deposit large (quantities of rain by the cooling effect of the land, colder by reason of 
its latitude. When rain occurs with a northerly wind, it is probably due to the 
deposition from an upper south-westerly current, often apparently proved by the 
movements of the upper clouds. 

119. Laws of Rain-fall.—Tropical countries have a dry and a wet season during 
the year: dry, when the sun is at the opposite side of the eq[uator; wet, when the 
sun is overhead. With reference to the British Isles, the statistics collected by 
Mr. G. J. Symons indicate that: 1st. The stations of least rain are inland, or on the 
east or south-east coasts; the stations of greatest rain are on the western coasts. 
2nd. The rain-fall is very large in the vicinity of mountain chains or groups, unless 
the station happens to be some miles to the north-eastward. 

It may be well to illustrate these remarks by quoting* the average fall at a 
few places, grouping them as— 


Westerly. 

Inches. 

Central. 

Incites. 

Easterly. 

Inches. 

Bodmin. 

.. 43 

Enfield... 

23 

Witham (Essex). 

.. 21 

Bolton (Lancashire).... 

.. 44 

Epping... 

23 

Patrington (Hull) ... 

., 21 

Coniston (Windermere). 

.. 71 

Derby ... 

24 

Sunderland. 

.. 17 

Seathwaite . 

..127 

York. 

22 

Inveresk (Edinburgh) 

.. 25 

Toro say (I. of Mull).... 

.. 75 . 

Stirling... 

39 

Pittenweem (Fife) ... 

.. 24 

Killaloe (Limerick) .... 

.. 38 

Perth ... 

29 

Dublin . 

...22 


Mr. Green, the celebrated aeronaut, has asserted from his experience, ‘‘that 
whenever a fall of rain happens, and the sky is entirely overcast, there will invariably 
be found to exist another stratum of cloud at a certain elevation above the former 
and the recent scientific balloon ascents by Mr. Glaisher have tended to confirm 
.this theory. Mr. Glaisher says, “ It would seem to be an established fact, that 
whenever rain is falling from an overcast sky, there is a second stratum above.” 
“ It would also seem that when the sky is overcast without rain, that there is no 
stratum of cloud above, but that the sun is shining on the upper surface. In every 
instance in which I have been up under these circumstances, I have found such to 
be the case, agreeing in this respect also with Mr. Green’s observations.” 


^ Tide Meport of the British Association, 1862. It may lie added, for the information of those 'who are 
about tp commence ohserTing, that Mr. Symons, of Camden Koad 'Villas, London, is desirous of securing- returns 
of rain-fall from as many stations as possible, in order to render more complete his annual reports to tho 
British Association, 
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Tlie amount of rain collected in a gauge placed near the surface of the earth is 
larger than in any gauge placed above it; and the higher the gauge is placed, the 
less water is collected. Mr. Griaisher contends that his balloon experiments corro¬ 
borate this law. 

120. Utility of Statistics of Eain-fall __^The utility of knowing the rain-fall of 

any locality is sufficiently obvious, and little need be said upon the subject. The rain- 
gauge should be in the hands of every gardener and farmer. In the management of 
out-door plants and crops, as well as in the construction of cisterns and tanks for the 
supply of water, a rain gauge is a valuable assistant. By its use, the gardener will 
be guided in judging how far the supply of moisture to the earth is needed ; and he 
will also see how beneficial is even a hasty shower to growing plants, when he con¬ 
siders that a fall of rain measuring the tenth of an inch in depth, corresponds to the 
deposit of about forty hogsheads per acre. The study of the rain-fall of a country 
is of considerable interest to agriculturists. The health and increase of domestic 
animals, the development of the productions of the land, as well as the daily 
labours of the farmer, are dependent upon the excess or deficiency of rain. 
‘‘It must be a subject of great satisfaction and confidence to the husbandman to 
know at the beginning of a summer, by the certain evidence of meteorological results 
on record, that the season, in the ordinary course of things, may be expected to be 
a dry and warm one ; or to find, in a certain period of it, that the average quantity 
of rain to be expected for the month has fallen. On the other hand, when there is 
reason, from the same source of information, to expect much rain, the man who has 
courage to begin his operations under an unfavourable sky, but with good ground to 
conclude, from the state of his instruments and his collateral knowledge, that a fair 
interval is approaching, may often bo profiting by his observations; while his 
cautious neighbour who waited ‘ for the weather to settle’ may find that he has let 
the opportunity go by. This superiority, however, is attainable by a very moderate 
share of application to the subject; and by the keeping of a plain diary of the 
barometer and rain-gauge, with the hygrometer and vane, under his daily notice. 
The statistics of rain-fall are not only valuable and interesting in a meteorological 
point of view, and for agricultural purposes, but are also highly important in con¬ 
nection with sanitary arrangements for towns, and engineering operations. This is 
especially evident to the hydraulic engineer. As rain is an important source of 
water-supply to rivers, canals, and reservoirs, it is evident that a knowledge of the 
probable fall for any season or month, at a given place, as furnished by averages of 
the observations of former years, will be the data upon which the engineer will base 
his plans for providing for floods or droughts; while the measurement of the actual 
quantity which has just fallen, as gathered from the indications of a series of gauges, 
will suggest to him the precautions to adopt either to economise or conduct away 
the in-pouring waters. 


^ Luke Howard’s Climate of London^ 
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"Wlien a canal is conducted across an undulating country, its course is neces¬ 
sarily governed by the accidents of the ground, and it alternately rises and falls. 
In this case, rising by a succession of levels, it necessarily arrives at a certain 
highest level, which is called by engineers the summit level. From this it again de¬ 
scends by a corresponding series of levels. Now, it is evident that, supposing the 
locks to be all equal in magnitude, the ascent of a vessel will require the descent of 
as much water from the summit to the lowest level as would fill a single lock ; for 
this quantity of water must be discharged from each lock of the series when the 
vessel passes through it. 

“ The same may be said of the process by which the vessel descends along the 
series of locks on the other side of the summit. It appears, therefore, that a supply 
of water must always be maintained on the summit level sufl&cient to fill a single 
lock twice for each vessel which crosses the summit. 

“ It happens, fortunately, that by the laws of natural evaporation, rain is pre¬ 
cipitated in greater quantities on elevated summits than on the intermediate valleys, 
so that the moving power, in this case, accommodates itself to the exigencies of 
intercommunication.”— Dr. Lardner^s “ Sandbooh of Natural Philosojphy,” 

121. New Form of Rain-G-auge. —Since the foregoing pages were in type, a 
modification of Howard’s rain-gauge has been arranged by Mr. Symons, which is 
compact in design, convenient in use, and low in price. It combines the advantages 
of most gauges; having solidity, and facility of measurement. The bottle is placed in a 
tin ease, to the bottom of which are attached stout spikes, which, when forced into the 
earth, prevent its being upset either by wind or accident. The bottle being transparent, 
and slits made in the case, the fall of rain is seen at a glance, or with a race-glass, 
from a window. The funnel being attached to the cover of the case is thereby kept 
strictly horizontal, and the depth of rain can be accurately measured by lifting the 
bottle firom its case and emptying it into a graduated glass jar. 

The funnel of this gauge is a very deep cone, to prevent the rain drops out- 
splashing. "When properly placed, the receiving surface will be twelve inches above 
the ground, which experience has shown to be the most advantageous height. 
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. APPARATUS EMPLOYED FOR REGISTERING- THE DIRECTION, PRESSURE, 

AND VELOCITY OP THE WIND. 

122. The VaBe. —The instrument hy which the wind’s direction is most gene¬ 
rally noted, is the vane, or weather-cock, and all that need he said of it here is that 
the points north, east, south and west, usually attached to it, should indicate the true 
and not the yruujnetic directions; and that care should be taken to prevent its setting 
fast. Very complicated instruments are recjuired for ascertaining the pressure and 
velocity of the wind, and those are called Anemometers, The simplest is Lind’s. 


123. Lind’s Anemometer, or Wind-Q-auge 
(%. 8G), invented so late as 1775, for show¬ 
ing the pressure of the wind, consists of a 
glass syphon, the limbs parallel to each other, 
and each limb the same diameter. One end 
of the syphon is bent at right angles to the 
limb, so as to present a horizontal opening 
to the wind. A graduated scale, divided to 
inehos and tenths, is attached to the syphon 
tube, reading either way from a zero 
in the centre of the scale. The whole instru¬ 
ment is mounted on a spindle, surmounted by 
a vane, and is moved freely in any direction 
by the wind, always presenting the open end 
towards the quarter from which the wind blows. 
To use the instrument, it is simply filled up 
to the zero point with water, and then exposed 
to the wind; the difibronce in the level of tho 
water gives the force of the wind in inehos 
and tenths, by adding together tho amount of 
depression in one limb, and elevation in tho 
other, tho siiin of the two being tho height of a 
column of water which tho wind is caj)ablc 
of sustaining at that time. 


Tig-. 83. 
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Table, 

Sto'wiiig the Force of Wind on a square foot, for different heights of the column of Water 

in Lind’s Wind-Gauge. 


Incites- 

Force in. Iba. 

Common designation of such Wind- 

6 

81-75 

A Hurricane. 

5 

26-04 

A violent Storm. 

4 

20-88 

A great Storm. 

8 

15-62. 

A Storm. 

2 

10-42 

A strong Wind. 

1 

5-21 

A high Wind. 

'5 

2-60 

A brisk Wind. 

i 

■m 

A fresh Breeze. 

•05 

•26 

A gentle Breeze. 

0. 

0. 

A Calm. 


124. Modification of lind’s Gauge —S'ir W. Snow Harris has effected a 
modificatioh of Iiind’s anemometer, "with a ■view of obtaining a hand instru¬ 
ment for use at sea more especially. At present the force of the wind is 
estimated at sea by an arbitrary scale, suggested by Sir F. Beaufort, the late 
hydrographer; 0 being calm, 12 the strongest hm’ricane, and the intermediate 
numerals giving the varying strength of the wind. There has been a long- 
felt want of instrumental means for obtaining this data at sea, if merely for the saho 
of checking occasionally personal estimations, which may vary considerably among 
different observers. Harris’s wind gauge is intended to be held by hand, while facing 
the wind, an<\ keeping it in proper position by attending to a spirit-level attached. 
^When in position, and held firml y, the tube has to be opened to the wind by pres¬ 
sure of the thumb acting upon jointed levers, controlled by springs. The pressure 
of the ■wind moves the enclosed liq[uid; and by "withdrawing the thumb, the tube is 
closed so as to keep the liquid in its position; the reading is then taken from its 
scale, either in pounds on the square foot, miles per hour, or the ordiaai'y desig¬ 
nations of wind, as light, fresh, strong, &c. 

125. Hohinson’s Anemometer. — T)r, Tiohinson^ of Armagh, is the inventor 
of a very successful anemometer, which determines the horizontal velocity of the 
wind. It was first used in 1850, in the meteorological and tidal observations made 
on the coast of Ireland under the direction of the Rev. Dr. Lloyd. No meteor¬ 
ological observatory should be -without this valuable instrument, which is essential 
in determining the average velocity of the wind of a locality as distinguished from 
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the most freq^uont wind of the same place. It is represented in fig. 87. Four hollow 
hemispherical cups, A A, are 
extended upon conjugate dia¬ 
meters, or arms, with their 
diametrical planes placed 
vertically, and facing the 
same way upon a vertical 
axis, B, which has at its 
lower extremity an endless 
screw, X>. The axis is sup¬ 
ported at C so as to turn with 
as little friction as possible. The endless screw is placed in gear with a train of wheels 
and pinions. Each wheel carries an index over a stationary dial in front; or the 
index is fixed, and the graduations are placed upon the wheels themselves. 

Dr. Bobinson has proved, both by theory and experiment, that the centre of any 
one of the cups so mounted and set in motion by the wind, revolves with one-third of 
the wind’s velocity. If, therefore, the diametrical distance between the centres of the 
cups bo one foot, the circle described by the centres in one revolution is 8-141G feet, 
and the velocity of the wind will bo three times this, or 9*42 feet, which must be 
referred to time for the absolute rate. The instrument is sometimes made with the 
centres of the cups 1-12 feet apart, so that the circle described is of a mile in 

circumference. Hence, to produce one revolution of the cups, the wind must travel 
three times as fast, or of a mile. Therefore, fiOO revolutions will be produced 
by one mile of wind; so that the dials may be graduated to register the velocity in 
miles and tenths of miles. The simplest arrangement is with five dials, recording 
respectively 10, 100, 1,000, 10,000 and 100,000 revolutions. 

Directions for using liohinson's Anemometer .—The dials road off in the same 
manner as the register of a gas meter, commencing with the dial fiirthost from the 
endless screw. 

“ The figures on the first dial indicate so many hundreds of thousands of revo¬ 
lutions ; those on the second dial so many tons of thousands; those on the third, 
thousands; those on the fourth, hundreds; and those on the fifth so many tens. 

“ The instrument should bo read every morning at 9 o’clock; and, usually, it 
will only be necessary to read the first three dials. The figures can bo entered as 
they are road off. Should the index point hetwecn two figures, the less of the two is 
to be taken. 

“ For example, if the first dial points to 7, or between 7 and 8; while the second 
dial indicates 4 ; and the third, 5; the entry to be made is 745 (indicative of 745 
thousand revolutions). 

“ Every time the index of the first dial is found to have passed zero (0), a 
cross or star is to bo prefixed to the next (a lower) reading. 
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To ascertain how many thousands of revolutions have been made during the 
month, it will simply be necessary to subtract the first reading from the last, and. 
prefix to the three figures thus obtained a figure corresponding to the number of stars 
in the column. For every thousand revolutions there are two miles of wind : we 
have therefore only to multiply by 2 to find how many miles of wind have passed 
during the month. 

“ Two entries must be made for the last day of each month (the one being written 
imderthe other), so as to bring the readings down to 9 a.m. on the 1st of the following 
month. The same entry which ends one month, will therefore begin the next. This 
repetition of one entry is necessary, in order to prevent losing a day’s wind. 


‘ ‘ The accompanying example of the 687 

readings of an Anemometer for 13 days 773 

will illustrate the method of making 822 

the entries, &c. 855 

“ In this instance, the first read- 900 

ing (687) is less than the last (793). 953 

"When the first reading is greater than 990 

he last, it will be necessary to borrow *066 

1,000 in making the subtractions, 197 

and then deduct one from the num- 823 

her of stars. Thus, if the first read- 414 

ing of the series on the margin had 597 

been 887, the result would have been 712 

906 instead of 1106. 793 


1106 thousands of revolutions. 
2 


13 


2212 miles of wind in period. 


170 miles of wind per day, on an 
average. 

'.'i 

“ The foregoing directions are all which require to be regularly attended to. But 
it may be interesting at times to find the velocity of the wind during a period of a 
few minutes. This may be ascertained by observing the difference of two readings of 
all the dials, with an interval of some minutes between them, when a very brief 
calculation will suffice; but perhaps the simplest method is the following:— 

“ Take two readings, with an interval of 12 minutes between them. The 
difference of these readings, divided by 10, is the velocity of the wind in miles per 
hour. Thus—if the reading of the five dials (firom left to right) at noon is 15206, 
and at 12 minutes past 12 is 15848, the veldcity of the wind is 14*2 miles per 
hour.”-— Ad7niral FitssHoyi F.JR.S. 



•whe\v:ell’s anemometer. 
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A lever and clnteli are sometimes fitted to this anemometer, as in fig. 88, for 
throwing the train out of gear when not 
required to register. It may also be con¬ 
nected with clock-work^ so as to be self- 
recording, by causing the mechanism to 
impress a mark upon prepared paper moved 
by the apparatus, at certain intervals of 
time. 

This anemometer should be fixed in an 
exposed situation, as high above ground as 
may be convenient for reading. It may be 
made very portable, by the arms which carry 
the cups being fitted to unscrew or to fold 
down. When fitted in gimbals, it can be used at sea with much advantage. 

The pressure of the wind has been experimentally proved to vary as the square 
of the velocity; the relation being 7“ = 200 X P. From this formula, therefore, 
the pressure can be calculated corresponding to the observed velocity. 

126. Whewell's Anemometer.—This apparatus, the invention of the celebrated 
Dr. W. Whewell, registers the horizontal motion of the air with the direction. Its 
mechanism may be described in general terms, as follows:— 

A horizontal brass plate is attached to a vertical spindle, which passes through 
the axis of a fixed cylinder, being supported by a bearing at the lower end, and 
working in a collar at the upper. A vane is attached, by which the plate is moved 
about according to the direction of the wind. A fly, having eight fans, each 
fixed at an angle of 45° with the axle, is placed upon the plate so that the axle is 
in the line of direction of the vane. An endless screw on the axle turns a vertical 
wheel having one hundred teeth, the axle to which has also an endless screw work¬ 
ing into a horizontal wheel, having a like number of teeth, and which communi¬ 
cates motion to a vertical screw fifteen inches long. On this screw is placed a 
moveable nut, which carries a pencil. Bound the cylinder is wrapped daily a paper 
divided for the points of the compass. The wind acting upon the vane will cause 
the plate to turn ; and the screw which carries the pencil will travel with it, so that 
the pencil will mark upon the paper the direction of tho wind. The fly will also be 
set in motion, and thereby the nut upon the screw will descend, so that the attached 
pencil will trace a vertical line upon the paper. "When the fans on tho axle are 2-3 
inches from axis to end, and 1-9 inches wide, and tho thread of tho screw such that 
forty-five revolutions will cause the nut to descend two inches, 75-85 miles of wind 
will cause the pencil to descend through a vertical space of two inches; but the 
actual trace upon tho paper will be longer in proportion to tho magnitude of change 
of azimuth, or direction, of tho wind. 
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127. Osier’s Anemometer, and Pluviometer. —Mr. Follet Osier is the inventor 
of a self-recording apparatus which, registers the direction and pressure of the wind, 
and the amount and duration of rain, upon the same sheet of paper- His appara¬ 
tus has met with very much approbation, and has been erected in many obseiwatories. 

Fig. 89. 



The mechanism may be modified in various ways, and the following is a description 
of the simplest and most recent arrangement. 

The instrument, of which fig. 89 is a diagram rather than a picture, consists, 
first, of a vane, V, of a wedge-shape form, which is found to answer better than a flat 
vane; for the latter is always in a neutral line, and therefore is not sufficiently 
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sensitive. A -wind-mill governor has been substituted for the vane to get the direction 
of the -wind, with advantage. At the lower end of the tube, TT,i^ a small pinion, work¬ 
ing in a rack, r, which moves backwards and forwards as the wind presses the vane. 
To this rack a pencil, x, is attached, which marks the direction of the -wind on a 
properly ruled paper, placed horizontally beneath, and so adjusted as to progress 
at the rate of half an inch per hour, by means of a simple contrivance connecting it 
with a good clock. The paper is sho-wn in the illustration upon the table of the 
instrument. 

The pressure plate, F, for ascertaining the force of the -wind, is one foot sq^uare, 
placed immediately beneath, and at right angles -with the vane; it is supported by 
light bars, rimning horizontally on firiction rollers, and communicating with flattened 
springs, 1, 2, 8, so that the plate, when affected by the pressure of the wind, acts upon 
them, and they transfer such action to a copper chain passing down the interior of 
the direction tube, and over a pulley at the bottom. A light copper wire con¬ 
nects this chain -with the spring lever, y y, carrying a pencil which records the 
pressure upon the paper below. Mr. Osier much prefers a spring to any other 
means for ascertaining the force of the wind, because it is of the highest importance 
to have as little matter in motion as possible, otherwise the momentum acijuired 
will cause the pressure plate to give very erroneous indications. The press-ure plate 
is as light as is consistent with strength. It is kept before the -wind by the vane, 
and is urged out by three or more springs, so that with light winds one only is com¬ 
pressed, and two, or more, according to the strength of the wind. 

The pluviometer is placed on the right in the figure, P P being the plane 
of the roof of the building- The rain funnel, R, exposes an area of about 200 square 
inches. The water collected in it is conveyed by a tube through the roof of the 
building into a glass vessel, G, so adjusted and graduated as to indicate a quarter of 
an inch of rain for every 200 square inches of surface, i. e. 50 cubic inches. G is 
supported by spiral springs, h b, which are compressed by the accumulating rain. 
A glass tube, open at both ends, is cemented into the bottom of G, and over it is 
placed a larger one closed at the top like a bell glass. The smaller tube thus forms 
the long leg of a syphon, and the larger tube acts as the short leg. The water, 
having risen to the level of the top of the inner tube, drops over into a little 
copper tilt, t, in the globe, S, beneath the reservoir. This tilt is divided 
into two equal partitions by a slip of copper, and placed upon an axis not exactly 
balanced, but so that one end or the other preponderates. The water then drops into 
the end of the tilt which happens to be uppermost, and when quite full it falls over, 
throwing the water into the globe, S, from which it flows away by the waste pipe. 
In this way an imperfect vacuum is produced in the globe, quite sufidcient to produce 
a draught in the small tube of the syphon, or the long leg; and the whole contents 
of the reservoir, G, immediately run off, and the spiral springs, h b, elevate the 
reservoir to its original position. To produce this action, a quarter of an inch of 
rain must have fallen. The registration is easily understood. A spring lever, », 
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carrying a pencil, is attached by a cord, c, to 8. This spring always keeps the cord 
tight, so that as the apparatus descends during the fall of rain, the spring advances 
the pencil more and more from the zero of the scale upon the paper beneath, until 
a quarter of an inch has fallen, when the pencil is drawn back to zero by the ascent 
of the reserwoir. 

The clock movement carries the registering paper forward by one of tho wheels 
working into a rack attached to the frame. 

The adjustment of the instrument should be carefully made at its first erection. 
The scale for pressure should be established experimentally, by applying weights of 
2, 4, 6, &o., fbs., to move the pressure plate. 

The registration trace for twenty-four hours is readily understood. The direc¬ 
tion is recorded on the centre part ; the pressure on one side, and the rain on the 
other. Lines parallel to the length of the paper show no rain, steady wind, and 
constant pressure. On the rain trace, a line parallel to the width of the paper 
shows that the pencil had been drawn back to zero, a quarter of an inch of rain 
having fallen. The hour lines are in the direction of tho width of, the paper. 

At the International Exhibition 1862, Messrs. Negretti and Zambra exhibited 
an improved Osier’s anemometer, having combined with it Robinson’s cups, so that 
the pressure and velocity appear on the same sheet, on which a line an inch in length 
is recorded at every ten miles ; thus the complete instrument shows continuously 
the direction, pressure, and velocity of the wind. 

128. Beckley’s Anemometer.—Mr. R. Beckley, of the Kew Observatory, has 
devised a self-registering anemometer,, w^hich consists of three principal parts: 
Robinson’s cups for the determination of velocity ; a double fan, or wind-mill governor, 
for obtaining the direction ; and a clock to move a cylinder, around which registi*a- 
tion paper is wrapped. The paper records the time, velocity, and direction of tho 
wind for twenty-four hours, when it must be replaced. It has a cast-iron tubular 
support, or pedestal to carry the external parts—the cups and the fans, —which 
must be erected upon the roof of the building upon which it is desired to mount the 
instrument. 

The fans keep their axis at right angles to the wind; and with any change of 
direction they move, carrying with them an outer brass tube, which rests upon 
friction balls on the top of the pedestal, and is attached to a tubular shaft passing 
through the interior of the pedestal, and terminating with a mitre wheel. Tho mitre 
wheel, working with other cogged wheels, communicates the motion of tho direction 
shaft to a cylinder carrying a pencil, to record the direction. 

The shaft carrying the cups is supported upon friction balls, placed in a groove 
formed on the top of the direction shaft, and passing through the interior of that 
shaft, comes out below the mitre wheel, where it is terminated in an endless screw, 
or worm. 

Upon the wind moving the cups, motion is given to the innermost shaft. 
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thence to the worm-'wheel, -whence motion is given to a pencil which registers the 
velocity. 

De la Ene’s metallic paper is used in registration, it having the property of 
receiving a trace from a brass pencil. The pencils can, therefore, be made in the 
most convenient form. Mr. BecMey forms each pencil of a strip of brass wrapped 
round a cylinder, making a very thin threaded screw, so that the contact of the 
pencil cylinder and the clock cylinder is a mere point of the metallic thread. The 
pencil cylinders are placed side by side upon the cylinder turned by the clock, and 
require no spring or other appliance to keep them to their work, but always make 
contact with the registration paper by their own gravity. They therefore require no 
attention, and being as long as the trace which they make, they will last a long 
time. 

The velocity pencil has only one turn on the cylinder, and its pitch is equal to 
a scale of fifty miles upon the paper- The direction pencil has likewise one turn 
on its cylinder, its pitch being equal to a scale of the cardinal points of the compass 
upon the paper. 

The clock gives a uniform motion of half an inch per hour to the cylinder upon 
which the paper is fastened. 

The registering mechanism of the instrument is very compact, requiring only a 
space of about 18 inches by 8 inches. 

In the Eeport of the British Association for 1858, Mr. Beckley has given a 
detailed description of his anemometer, with drawings of all the parts. 

129. Self-Kegistering Lind’s Anemometer. —A Lind’s wind-gauge, designed 
to register the maximum pressure, was exhibited at the International Exhibition 
1862, by Mr. E. G-. Wood. • The bend of the syphon is contracted to obtain steadi¬ 
ness- On the leeward limb a hole is drilled corresponding in size with the contracted 
portion of the tube. The edge of the hole corresponds with the zero of the scale. 
On the pressure of the wind increasing, as much of the water as would have risen 
above the aperture flows away, and therefore the quantity left indicates the greatest 
pressure of the wind since the last setting of the instrument, which is done by filling 
it with water up to the zero point. 

130, Anemometric Obser-vations, —To illustrate the value of anemometrio 
observations, we quote from a paper by Mr. Hartnup, on the results obtained from 
Osier’s Anemometer, at the Liverpool Observatory. The six years’ observations, 
ending 1857, gave for the yearly average of the winds: North-easterly, on 60 days, 
at 7*8miles per hour; North-westerly, on 112 days, at 15*4 miles per hour; South¬ 
easterly, on 115 days, at 11*0 miles per hour; South-westerly, on 77 days, at 13*8 
miles per hour; ^nd one day calm. From the same observations, the average 
variation in the strength of the -wind during the 24 hours is:—11 miles per hour, 
the minimum force, occurring at 1^ a.m.; until G a.m. it remains much the same, 
being then 11*3 miles per hour; at 10 a.m. it is 13*4 miles per hour; at 1^ p.m. 
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th .0 wind is at its maximum strength, being 14*8 miles per hour; at 5 p.m. it is again 
13*4 miles per hour, and at 9 p.m. 11*3 miles per hour. Hence it appears that 
the wind falls to its minimum force much more gradually than it rises to its 
maximum; that the decrease and increase are equal and contrary, so that the curve 
is symmetrical; and that generally the force of wrind is less at night than during^ 
the day. 

There is evidence,” says Admiral FitzBoy, in Mr. Hartnup’s very valuable 
anemometrical results, which seems to prove that to his observatory, in a valley, with 
buildings and hills to the north-eastward, the real polar current does not blow from 
N.E., but nearer S.E. By his reliable digest of winds experienced there, it appears 
that those most prevalent were from W.N.W. and S.S.E. But in England, generally, 
the prevailing winds are believed to be westerly, inclining to south-westerly, and north¬ 
easterly; while of all winds, the south-easterly is about the rarest. 

“ At Lord Wrottesley’s observatory, in Staffordshire, about 530 feet above the 
sea, there appears to be considerably less strength of wind at any given time, when 
a gale is blowing generally, than occurs simultaneously at places along the sea-coast: 
whence the inference is, that imdulations of the land’s surface and hills, dimmish 
the strength of wind materially by frictional resistance. 

“ All the synoptic charts hitherto advanced at the Board of Trade exhibit a 
marked diminution of force inland compared with that on the sea-coast. Indeed, 
the coast itself offers similar evidence, in its stunted, sloping trees, and comparative 
barrenness. 


* Vide Third I^ujnber of Meteorological jPapers^ issued by the Board of Trade- 
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E'ig. 90. 


CHAPTEB XIV. 

INSTETJMENTS FOE UHTESTIGATING ATMOSPHEEIC ELEOTEICITT. 

131. Atmosplieric Electroscope. The simplest instrument for ascertaining at 
any time the electric condition of the atmosphere is an electroscope composed of 
two equal pieces of gold leaf, suspended fi*om a brass support, and insulated, as well 
as protected from the movement of the air, by a glass covering. Fig. 90 represents 
such an instrument. The cap of the brass 
support is fitted for the reception, in the vertical 
direction, of a metallic rod, not less than two 
or three feet in length. The top of the rod 
carries a clip. The instrument acts according 
to the law, that bodies similarly electrified repel 
each other; but when dissimilarly electrified, 
they attract each other. To make an observa¬ 
tion, the instrument is placed in the open air, 
and a lighted piece of cigar fusee, or touch- 
paper, is fixed in the clip. The electricity of 
the air is collected by the substance undergoing 
combustion, and conducted by the rod to the 
gold leaf; and the pieces, being similarly elec¬ 
trified, separate more or less according to the 
amount of electricity present. The kind is de¬ 
termined by the effect of either an excited stick 
of sealing-wax or rod of glass upon the electri¬ 
fied gold leaf. A rod of glass, when rubbed 
briskly with a silk handkerchief or piece ofj| 
woollen cloth, becomes positively electrified, 
or excited, as it is termed. A stick of sealing- 
wax, similarly treated, acquires the negative 
state. If, therefore, an excited glass rod bo presented to the cap of the instrument, 
and it cause the pieces of gold leaf to diverge still further, the electric state of the 
air must be analogous to that of the glass, that is, positive; if they approach, it is 
negative. On the contrary, if a stick of sealing-wax be used, the pieces will be 
repelled more apart if they have acquired negative electricity from the air ; and they 
will converge if they have a positive charge. 

By means of this very simple instrument, meteorological observers can readily 
ascertain the electric condition of the lower air at any time. 
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Note. — A. book contaming strips of gold leaf is sent witk tke Electrometer to 

replace the gold leaves when torn or broken in use. 

To mount hesh gold leaves, unscrew the brass plate to which is attached the 
rod supporting the leaves; then moisten with the breath the flat piece of brass, and 
press it gently down on one strip of gold, whilst the book is only partly opened; the 
second leaf is attached in the same manner. 


132* Volta’s Electrometer is similar to the instrument just described, except 
that instead of gold leaf two light pieces of straw, or two pith balls, are freely 
suspended from the conductor ; the amount of the electric charge being estimated 
from the degrees of divergence, shown by a graduated arc. 


133* Peltier’s Electrometer is a much superior instrument in point of sensi¬ 
bility. A tall glass tube an inch or more in diameter, is connected to a glass 
receiver, mounted on a base fitted with levelling screws. At the top of the tube is 
formed a globe from four to five inches in diameter, which is thickly gilt on the 
exterior, so as to form a good conducting surface. A wire passes from the ball down 
the tube into the receiver, where it is bent up, and ends in a steel point over the 
centre of the base. A bent wire, carrying a small magnetic needle, is balanced on 
the steel point, so that the magnet, with the fine wire, arranges itself horizontally 
in the direction of the magnetic meridian. If any cloud or portion of air in the 
neighbourhood be in an electrical state, it will act by induction upon the gilt ball, 
and the needle will be deflected from its north and south direction. 

A graduated circle indicates the number of degrees of the deflection, which 
will be greater or less according to the tension of the electricity. To ascertain 
whether the electricity is positive or negative, a stick of shellac or glass must bo 
employed, as already described. 


Pig. 91. 


134. Bohnenberger’s Electroscope may be fitted with a metallic conductor, and 
used with great advantage for observing atmospheric electricity. “ The principal 

parts of the instrument, as improved by Becq[uerel, are tho 
following :—A 3, fig. 91, is a small dry galvanic pile of from 
500 to 800 pairs, about a quarter of an inch in diameter ; 
when the plates are pressed together, such a pile will bo 
from 2 to 2|- inches in length. The wires, which are bent 
so as to stand above the pile, terminate in two plates, P 
and M, which are the poles of the pile. These plates, 
which are 2 inches by ^ an inch, are parallel and opposite 
to each other. It is convenient for their opposite sides 
to be slightly convex, for them to be gilded or coated 
with platinum, and for them to run on the polar wires, by 
the latter being made to pass through a small hole in them. 
One of these plates will always be in a state of positive. 
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and the other of negative, electricity; between them suspend the very fine gold 
leaf, D G, which is attached to the conductor, C D, of copper mre. If the leaf 
hang exactly between the two plates, it is equally attracted by each, and will there¬ 
fore be in a state of repose. The apparatus should be protected by a bell-glass, 
fitting exactly, and having an opening at the top through which the coi^per wire, 0 D, 
passes; the wire, however, is insulated by its being contained in a glass tube, 
which is made to adhere to the bell-glass by means of a small portion of shel¬ 
lac or gum-lac. Screw on a metal ball or plate, to impart to it the electricity 
you wish to test, which will be conveyed by the copper wire to the gold leaf, 
and the latter will immediately move towards the plate which has the opposite 
polarity. This electroscope is, beyond doubt, one of the most delicate ever 
constructed, and is well adapted to show small quantities of positive and negative 
electricity. 

“ To ensure the susceptibility of electroscopes and electrometers placed under 
bell-glasses, precautions should be taken to render the air they contain as dry as 
possible, which may be ejffected by enclosing in a suitable vessel a little melted 
chloride of calcium beneath the glass.” 

The galvanic pile employed in this electroscope is that invented by Zamboni. 
“ It differs from the common hydro-electric batteries principally in this, that the 
presence of the electromotive liquid is dispensed with, and that in its place is substi¬ 
tuted some moist substance of low conducting power, generally paper. The elec¬ 
tromotors in these piles are composed for the most part of Dutch gold (copper) and 
silver (zinc) paper pressed one on the other, with their paper sides together, out of 
which discs are cut with a diameter of from a quarter of an inch to an inch. More 
powerful pairs of plates may be obtained by using only the silver paper and smear¬ 
ing its paper side with a thin coat of honey, on which some finely pulverized 
peroxide of manganese has been sprinkled, and all the sides similarly coated are 
presented one way. Powerful pairs of plates may also bo made by pasting pure 
gold leaf on the paper side of zinc-paper. Those plates are then to be arranged, 
.lust as in the ordinary voltaic pile, one above the other, so that the similar metallic 
surfaces may all lie one way; press them tightly together; tie them with pretty 
stout silk threads, and press them into a glass tube of convenient size. The metal 
rims of the tubes, which must bo well connected with the outermost pairs of plates, 
form the poles of the pile, the negative pole being in the extreme zinc surface, and 
the positive in the extreme copper or manganese surface. 

“ The electromotive energy called into action in those dry piles is less than 
that excited in the moist or hydro-electric piles, pi-incipally on account of the im¬ 
perfect conduction of the paper. The accumulation of electricity at their poles also 
goes on loss rapidly, and consequently the electrical tension continues for a long 
while unaltered; whereas, in all moist piles, even in the most constant of them, the 
tension is maintained, comparatively speaking, for but a short time, on account of 

K 
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tte chemical action and decomposition of the electromotive fluid—causes of dis¬ 
turbance ■which do not exist in the dry pile.”'^ 

135. Thomson’s Electrometer. —Professor W. Thomson, of G-lasgow, has de- 
■vised an atmospheric electrometer, which is likely to become eminently successful, in 
the hands of skilful observers. It is mainly a torsion balance combined with a Ley- 
den-jar. The index is an aluminium needle strung on a fine platinum -wire, passing 
through its centre of gravity, and stretched firmly between two points. The needle 
and wire are carefully insulated from the greater part of the instrument, but are in 
metallic communication with two small plates fixed beside the two ends of the needle, 
and termed the repelling plates. A second pair of larger plates face the repelling 
plates, on the opposite side of the needle, but considerably farther from it. These 
plates are in connection with the inner coating of a Leyden-jar, and are termed the 
attracting plates. The whole instrument is enclosed in a metal cage, to protect the 
glass Ley den-jar and the delicate needle. 

The Leyden-jar should be charged when the instrument is used. Its effect is 
two-fold: it increases greatly the sensibility of the instrument, and enables the 
observer to distinguish between positive and negative electrification. 

The air inside the jar is kept dry by pumice-stone, slightly moistened with 
sulphuric acid; by which means very perfect insulation is maintained. 

Electrodes, or terminals, are brought outside the instrument, by which the 
Leyden-jar can be charged, and the needle system connected with the body, the 
electric state of which is to be tested. 

For the purpose of testing the electric state of the atmosphere, tho instrument 
is provided with a conductor and support for a burning match, or, preferably, with 
an arrangement termed a water-dropping collector; by either of which means the 
electricity of the air is conveyed to the needle system. 

The needle abuts upon the repelling plates when not influenced by electricity, 
in which position it is at zero. It can always be brought back to zero by a torsion- 
head, turning one end of the platinum wire, but insulated from it, and provided with 
a graduated circle, so that the magnitude of the arc, that the torsion-head is moved 
through to bring the needle to zero, measures the force tending to deflect it. 

The action of the instrument is as follows:—The Leyden-jar is to bo highly 
charged, say negatively; and the repelling plates are to be connected with tho earth. 
The needle will then be deflected against a stop, under the combined influence of 
attraction from the Leyden-jar, or attracting plates, and repulsion from tho roi:)clling 
plates due to the positive charge induced on tho needle and its plates by tho Leyden- 
jar plates. The platinum wire must then be turned round by tho torsion-head so 
as to bring back the needle to zero ; and the number of degrees of torsion required 
will measure the force with which the needle is attracted. Next, let tho noodle 
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plates be disconnected from the earth, and connected with the insulated body, the 
electric state of which is to be tested. In testing the atmosphere, the conductor 
and lighted match, or water-dropping apparatus, must be applied. 

If the electricity of the body be positive, it will augment the positive charge 
in the needle plates, induced by the Leyden-jar plates ; and conseq^uently the needle 
will be more deflected than by the action of the jar alone. If the electricity of the 
body be negative, it will tend to neutralize the positive charge; and the needle will 
be less deflected. Hence the kind of electricity present in the air becomes at once 
apparent, without the necessity of an experimental test. The platinum wire must 
then be turned till the needle is brought to zero, and the number of degrees observed ; 
which is a measure of the intensity of the electrification. 

Any loss of charge from the Leyden-jar which may from time to time occur, 
reducing the sensibility inconveniently, may bo made good by additions from a 
small eleetrophorus which accompanies the instrument.* 

The instrument may be made self-recording by the aid of clockwork and photo¬ 
graphy. To effect this, a clock gives motion to a cylinder, upon which photographic 
paper is mounted. The noodle of the electrometer is made to carry a small reflector; 
and rays from a properly adjusted source of light are thrown by the reflector, through 
a small opening, upon the photographic paper. It is evident, that as the cylinder 
revolves, a trace will bo loft upon tho papor, showing the magnitude of, and varia¬ 
tions in, the deflection of tho needle. 

136. Fundamental Facts regarding Atmospheric Electricity. —Tho general 
electrical condition of the atmosphere is p^dtivo in relation to tho surface of the 
earth and ocean, becoming moro and more positive as the altitude increases. When 
the sky is overcast, and tho clouds are moving in different directions, it is subject to 
great and sudden variations, changing rapidly Irom positive to negative, and tho 
reverse. During fog, rain, hail, sleet, snow, and thunderstorms, tho electrical state 
of the air undergoes many variations. The intensity of tho tdectricity increases 
with hot weather following a series of wot days, or of wnt weather coming after a 
continuance of dry days. Tho atmospheric electricity, in fact, seems to depend for 
its intensity and kind upon tho direction and character of tho prevailing wind, under 
ordinary circumstances. It has an annual and a diurnal variation., There is 
a greater diurnal change of tension in winter than in summer. By comparing ob¬ 
servations from month to month, a gradual inci'oaso of tension is perceived from 
July to February, and a decrease from February to July. Tho intensity seems to 
vary with tho temperature. Tho diurnal variation exhibits two periods of greatest 
and two of least intensity. Li summer, tho ttuudma occur about 10 a.m. and 10 p.m.; 
the nvinirna about 2 a.m. and noon. In winter, the maadwa take phico near 10 a.m. 
and 8 p.m.; the minima near 4 a.m. and 4 p.m. 

Tho rasoarehos of Saussuro, Beccaria, Crosse, Quetdlot, Thompson, and 


** TMb description is moclirted from that in Koport of tho Jurors for Class XXII. International Exhibition, 1BG2. 
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FitzRoy liavG tended to show that during the prevalence of polar currents of air 
positive electricity is developed, and becomes more or less active according to the 
greater or less coldness and strength, of wind; but with winds from the equatorial 
direction there is little evidence of sensitive electricity, and when observable, it is 
of the negative kind. Storms and gales of wind are generally attended, in places, 
with lightning and thunder; and as the foimer are very often attributed to the 
conflict of polar and equatorial winds, the difference of the electric tension of these 
winds may accoimt for the latter phenomena. It is not our intention to enter upon 
the general consideration of thunderstorms ; the facts which we have given may 
be of service to the young observer; and finally, as it is interesting to be able to judge 
of the locality of a thunderstorm, the following simple rule will be of service, and 
BufS-ciently accurate:—Note by a second’s watch the number of seconds which elapse 
from the sight of the lightning to the commencement of the thunder; divide them 
by five, and the quotient will be the distance in miles. Thus, if thunder is heard 
ten seconds after the lightning was seen, the distance from the seat of the storm will 
be about two miles. The interval between the flash and the roll has seldom been 
observed greater than seventy-two seconds. 

137. Lightning Conductors*— “ The line of danger, whether from the burning 
or lifting power of lightning, is the line of strong and obstructed currents of air, of 
the greatest aerial friction. Trees, church spires, wind-mills and other tall struc¬ 
tures, obstruct the aerial currents, and hence their exposure to danger. The highest 
objects of the landscape, especially those that are nearest the thunder cloud, will 
receive the lightning stroke. The more elevated the object, the more likely is it to 
be struck. Of two or more objects, equally tall and near, the lightning is invariably 
found to select the best conductor of electricity, and even to make a circuitous path 
to get to it. Hence the application and evident advantage of metallic rods, called 
lightning conductors, attached to buildings and ships. A lightning conductor should 
be pointed at top, and extend some feet above the highest part of the edifice, or 
mast. It should be made of copper, which is a better conducting medium than iron, 
and more durable, being less corrosive. It must be unbroken throughout its length, 
and extend to the bottom of the building, and even some distance into the ground, 
so as to conduct the electricity into a well or moist soil. If it be connected with 
the lead and iron work in the structure of the house, it will be all the better, as 
affording a larger surface, and a readier means of exit for the fluid. In a ship, 
the lower end of the conductor should be led into communication with the hull, if 
of iron, and with the copper sheathing, if a wooden vessel; so that, spread over 
a large surface, it may escape more readily to the water. 

138* Precautions against Lightning.— Experience seems to warrant the 
assumption that any building or ship, fitted with a substantial lightnmg conductor. 


^ All the Year Mound, IS’o, 224. 
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is safe from danger during a thunderstorm. Should a house or vessel he undefended 
by a conductor, it may be advisable to adopt a few precautions against danger. In 
a house, the fire-place should be avoided, because the lightning may enter by the 
chimney, its sooty lining being a good conductor. Through chimneys, lightning 
has a way into most houses; and therefore, it is wise, by opening doors or 
windows, to give it a way out. ‘Wherever the aerial current is fiercest, there the 
danger is greatest; and if we kept out of the way of currents or draughts, we keep 
out of the way of the lightning.”* Lightning evinces as it were a preference for metal¬ 
lic substances, and will fly from place to place, even out of the direct line of its 
passage to the earth, to enter such bodies. It is therefore well to avoid, as much 
as possible, gildings, silvered mirrors, and articles of metal. The best place is 
perhaps the middle of the room, unless a draught passes, or a metallic lamp or chan¬ 
delier should be hanging from the ceiling. The neighbourhood of bad conductors, 
such as glass windows, not being open, and on a thick bed of mattrasses, are safe 
places. The quality of trees as lightning conductors is considered to depend upon 
their height and moisture, those which are taller and relatively more humid being 
struck in preference to their fellows; therefore, it is unwise to seek shelter under 
tall and wet trees during a thunderstorm. In the absence of any other shelter, 
it would be better to lie down on the ground. 


• Ml the Tear 2tound, No. 224. 
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CHAPTER XV. 

OZONE AND ITS INDICATORS. 

139, ITattire of Ozone. —^During tke action of a powerful electric macbine, and 
in the decomposition of water by the voltaic battery, a peculiar odour is perceptible, 
which is considered to arise from the generation of a substance to which the term 
ozone has been given, on account of its having been first detected by smell, which, 
for a long time after its discovery, was its only known characteristic. A similar 
odour is evolved by the infiuence of phosphorus on moist air, and in other cases of 
slow combustion. It is also traceable, by the smell, in air,—^where a fiash of light¬ 
ning has passed immediately before. Afterwards it was established that the same 
element possessed an oxidising property. It was found to be liberated at the oxygen 
electrode when water was decomposed by an electric current; and has been regarded 
by some chemists as what is termed an allotropic form of oxygen, while others speak 
of it as oxygen in the nascent state, and some even regard it as intimately related to 
chlorine. So various are the existing notions of the nature of this obscure agent. 

Its oxidising property affords a ready means for its detection, even when the 
sense of smell completely fails. The methods of noting the presence and measuring 
the amount of ozone present in the air, are very simple; being the free exposure to 
the air, defended from rain and the direct rays of the sun, of prepared test-papers. 
There are two kinds of test-papers. One kind was invented by Dr. Sohonboin, tho 
original discoverer of ozone; and the other, which is more generally approved, by 
Dr. Moffat. 

140. Sehonbein’s Ozonometer consists of strips of paper, previously saturated 
with a solution of starch and iodide of potassium, and dried. The papers are sus¬ 
pended in a box, or otherwise properly exposed to the air, for a given interval, as 
twenty-four hours. The presence of ozone is shown by the test-paper acq[uiring a 
purple tint when momentarily immersed in water. The amount is estimated by the 
depth of the tint, according to a scale of ten tints furnished for the purpose, which 
are distinguished by numbers from 1 to 10. The ozone decomposes tho compound 
which iodine forms with hydrogen, and, it is presumed, combines as oxygon with 
hydrogen, while the iodine unites with the starch, giving the blue colour when 
moist. 

141. Dr. Moffat's Ozonometer consists of papers prepared in a somewhat simi¬ 
lar manner to Schonbein’s ; but they do not req^uire immersion in water. The pro- 
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sence of ozone is shown by a brown tint, and the amount by the depth of tint 
according to a scale of ten tints, which is furnished with each box of the pajaers. 

Mofiat’s have the advantage of preserving their tint for years, if kept in the 
dark, or between the leaves of a book; and are simpler to use. 

142. Sir Janies Clark’s Ozone Cage (fig. 92), consists of two cylinders of 
very fine wire gauze, one fitting into the other; the wire 
gauze being of such a fineness as to permit the free ingress 
of air, at the same time that it shuts out all light that 
would act injuriously on the test-paper, which is suspended 
by a clip or hook attached to the upper part of the inner 
cylinder. 

143. Distribution and Effects of Ozone. —Mr.Glaisher 
has found that “the amount of ozone at stations of low 
elevation is small; at stations of high elevation, it is almost 
always present; and at other and intermediate stations, 
it is gcmerally so. The presence and amount of ozone would 
seem to bo graduated by the elevation, and to increase from 
the lowest to the highest ground. The amount of ozone is 
loss in towns than in the open country at the same elevation; and less at inland 
than at sea-side stations.” It seems to abound most with winds from the sea, and 
to bo most prevalent whore the air is considered the purest and most salubrious. 
This may seem, says Admiral FitzRoy, in The, Weather Booh, to point to a connec¬ 
tion between ozone and chlorine gas, which is in and over sea-water, and which tmist 
be brought by any wind that blows from the sea. It prevails more over the ocean 
and near it than over land, esx)ocially land remote from the sea ; and, says tho 
Admiral, it alfects tho gastric juice, improves digestion, and has a tanning effect. 
!Dr. l)aul)ony, in his Lertiires on. GlhiuUe, writes : “ Its presence must have a sensible 
influence upon tho jnrrity of tlio air, by removing from it foetid and injurious 
organic ofiluvia. It is also quite possible that ozone may play an important part in 
regulating tho functions of tho vegetable kingdom likewise; and although it would 
ho premature at present to speculate ujion its siiocific office, yet, for this reason alone, 
it may he well to note tho fact of its frequency, in conjunction with the different 
phases which vegetation assumes, porsuadod that Jio principle can bo generally 
dilfused throughout nature, as ax>l>oars to bo tho case with this, without having some 
important and appropriate use assigned for it to fulfil.” 

144. Registering Ozonometer.— Br. E. Bancaster has contrived an ozonometer, 
tho object of which is to socuro tho constant registration of ozone, so that the 
varying quantities present in tho atmosphere may bo detected and registered. For 
this purpose, an inch of ozone paper passes in each hour, by clock-work, beneath an 
oi)oning in the cover of tho instrument. 
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CHAPTBB XVI. 

INSTKUMENTS NOT DESOEIBED IN THE PRECEDING CHAPTERS. 

145. Chemical Weather 01asa> —This cixrious instrument appears to have been 
invented more than a hundred years ago, but the original maker is not known. It is 
simply a glass vial about ten inches long and three quarters of an inch’in diameter, 
which is nearly filled, and hermetically sealed, with the following mixture:—^Two 
drachms of camphor, half a drachm of nitrate of potassium, half a drachm of 
chlorate of ammonium, dissolved in about two fluid ounces of absolute alcohol mixed 
with two ounces of distilled water. All the ingredients should be as pure as possible, 
and each vial filled separately. When the instruments are noade in numbers and 
filled from a common mixture, some get more than the due proportion of the solid 
ingredients, and consequently such glasses do not exhibit that uniformity of appearance 
and changes, that undoubtedly should accompany similar influencing circumstances. 
It is in consequence of a want of precision and fixed principle of manufacture, that 
these interesting instruments are not properly appreciated, and more generally used. 

The glass should be kept quite undisturbed, exposed to the north, and shaded from 
the sun. Camphor is soluble in alcohol, but not in water, while both water and 
alcohol have different solvent powers, according to the temperature; hence, the solid 
ingredients being in excess for certain conditions of solution, depending upon tem¬ 
perature chiefly, and perhaps electricity and the action of light also, appear as 
crystals and disappear with the various changes that occur in the weather. 

The various appearances thus presented in the menstruum have been inferred to 
prognosticate atmospheric changes. The following rules have been deduced from 
careful study of the glass and weather :— 

1. Dming cold weather, beautiful fem-like or feathery crystallization is developed 
at the top, and sometimes even throughout the liquid. This is the normal state of 
the glass during winter. The crystallization increases with the coldness; and if the 
structure grows downward, the cold will continue. 

. 2. During warm and serene weather, the crystals dissolve, the upper and 

greater part of the liquid becoming perfectly clear. This is the normal state of tho 
glass during summer. The less amount of crystallization, that is, the greater tho 
clear portion of the liquid (for there is always some of the composition visible at the 
bottom), the greater the probability of continued fine dry weather. 

3- When the upper portion is clear, and flakes of the composition rise to the 
top and aggregate, it is a sign of increasing wind and stormy weather. 
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4. In cold weather, if the top of the liquid becomes thick and cloudy, it 
denotes approaching rain. 

5. In warm weather, if small crystals rise in the liquid, which still maintains 
its clearness, rain may be expected. 

6. Sharpness in the points and features of the fern-like structure of the crys¬ 
tals, is a sign of fine weather; but when they begin to break up, and are badly 
defibaed, unsettled weather may be expected. 

Admiral FitzRoy, in TJie Weather Booh^ writes of this instrument as follows:— 
Since 1825, we have generally had some of these glasses, as curiosities rather than 
otherwise; for nothing certain could be made of their variations until lately, when 
it was fairly demonstrated that if fixed Tindisturbed in free air, not exposed to 
radiation, fire, or sun, but in the ordinary light of a well-ventilated room, or, preferably^ 
in the outer air, the chemical mixture in a so-called storm-glass varies in character 
with the direction of the wind—not its force, specially (though it may so vary in 
appearance, only from another cause, electrical tension). 

“ As the atmospheric current veers toward, comes from, or is only apj)roac!mig 
from the polar direction, this chemical mixture—if closely, oven microscopically 
watched—is found to grow like Jir, yew, fern leaves, or hoar-frost—or like crystal¬ 
lizations. 

“ As the wind, or groat body of air, tends more from the opposite quarter, the 
lines or spikes—all regular, hard, or crisp features—gradually diminish, till they 
vanish. 

Before, and in a continued southerly wind, the mixture sinks slowly down¬ 
ward in the vial, till it becomes shapeless, like melting white sugar. 

“ Before, or during the continuance of a northerly wind (polar current), tho 
crystallizations are beautiful (if the mixture is correct, tho glass a fixture, and duly 
placed); but tho least motion of tho liquid disturbs them. 

“ When the main currents meet, and turn toward tho west, making easterly 'sfj'm.diB, 
stars are more or less numerous, and the liquid dull, or loss clear. "When, and 
while they conihine by the west, making westerly winds, tho liquid is clear, and tho 
crystallization well-defined, without loose stars. 

While any hard or crisp features are visible below, above, or at tho top of tho 
liquid (whore they form for polar winds), there is electricity in tho air; a mixture 
of polar current co-existing in that locality with tho opposite, or southerly. 

“ Wlien nothing but soft, melting, sugary substance is seen, tho atmospheric 
current (feeble or strong as it may bo) is southerly with minus electricity, unmixed 
with, and uninjlmnced by, the contrary wind. 

Repeated trials with a delicate galvanometer, applied to measure oloctrio 
tension in the air, have proved these facts, which are now found useful for aiding, 
with the barometer and thermometer, in forecasting weather. 

“ Temperature affects the mixture much, but not solely; as many comparisons 
of winter with summer changes of temperature have fully proved. 
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“ A confused appearance of the mixture, with flaky spots, or stars, in motion, 
and less clearness of the liq^uid, indicates south-easterly wind, probably strong to a 
gale. 

“ Clearness of the liquid, with more or less perfect crystallizations, accompanies 
a combination, or a contest, of the main currents, by the ivest, and very remarkable 
these differences are,—^the results of these air currents acting on each other from 
eastward, or from an entirely opposite direction, the ivest. 

“ The glass should be wiped clean now and then,—and once or twice a year 
the mixture should be disturbed, by inverting and gently shaking the glass vial.” 

146, Leslie’s DilBferential Thermometer. —glass tube having a largo bulb at 

each extremity, and bent twice at right angles, as represented in figure 93, con- 

* 

I'ig'. 93. taining strong sulphuric acid tinged with carmine, and sui^- 

ported at the centre by a wooden stand, constitutes the 
differential thermometer as invented by Professor Lioslio. 
The instrument is designed to exhibit and measure small 
differences of temperature. Each leg of the instrument 
is usually from three to six inches long, and the balls are 
about four inches apart. The calibre of the legs is 
about inch, not more; the other part of the tube may bo 
wider. The tube is filled with the liquid, the bulbs contain 
air. "When both, bulbs are heated alike, each scale indi¬ 
cates zero. The scale is divided so that the space between 
the freezing and the boiling-points of water is equal to 
1,000 parts. When one bulb is heated more than the 
other, the difference of temperature is delicately shown by 
the descent of the coloured fluid from the heated ball. It 
is uninfluenced by changes in the temperature of the atmo¬ 
sphere ; hence it is admirably adapted for experiments of 
radiant heat. The theory of the instrument is that gases 
expand equally for uniform increments of heat. 

147. Ilumff*rd’s Differential Thermometer difliers from that just described in 
simply containing only a small bubble of liquid, which lies in the centre of the ttibe, 
when both bulbs are similarly influenced. The bulbs and other parts of the txxbo 
contain air. When one bulb is more heated than the other, the bubble moves 
towards the one less heated; and the scale attached to the horizontal part of the 
tube affords a measurement of the difference of temperature. 

148. Glaisher’s Thermometer Stand, —The thermometer stand consists of a 
horizontal board as a base, of a vertical board projecting upwards from one edge of 
the horizontal one, and of two parallel inclined boards, separated from each other 
by blocks of three inches in thickness, connected at the top with the vortical. 
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and at tlie bottom with the horizontal board, and the air passes freely about 
and between them all. To the top of the 
inclined boards is connected a small pro¬ 
jecting roof to prevent the rain falling on 
the bulbs of the instrument, which are car¬ 
ried on the face of the vertical board, with 
their bulbs projecting below it, so that the 
air plays freely on the bulbs from all sides. 

The whole frame revolves on an upright 
post firmly fixed to the ground, as shown 
in the engraving, fig. 94; and in use, the 
inclined side is always turned towards the 
sun. 

149, Thermometer Screen, for use 

at Sea.—This screen, or shade, was de¬ 
signed by Admiral FitzRoy, and has been 
in use for several years on board H.M. 
vessels and many merchant-ships. It is 
about twenty-four inches long by twelve 
wide and eight deep; having lattice-work 
sides, door, and bottom; with porfoi-ation also at top, so contrived that tho air has 
free access to the interior, while the direct rays of the sun, rain, and sea spray 
are effectually excluded from the thormomoters mounted inside. There is ample 
space for two thermometers placed side by side on brackets, at least three 
inches from each other or any part of the exterior of tho screen. One thermo¬ 
meter should be fitted up as a wet bulb” (see p. 105). A small vessel of water 
can easily be fixed inside the screen so as to retain its position and contents under 
tho usual motions of tho ship ; and by moans of a picco of cotton-wick, or muslin 
rag tied round the bulb of tho thermometer and trailing into tho cup of water, keep 
the bulb constantly moist. 

Self-registering thormomoters should bo protected by a similar screen. It has 
boon found that thermomotric observations made at sea are not valuable for scien¬ 



tific pui’poses unless tho instru¬ 
ments have been duly protected 
by such a screen. 

150. Anemoscope, or Port¬ 
able Wind Vane for triivellors, 

with compass, bar noodle, &e., shows tho 
direct course of tho wind to half a point 
of the comj)ass. 

151. Evaporating Dish, or Gauge 
(fig. 95), for showing the amount of 


Fig-. 96. 
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evaporation from the earth’s surface. This gauge consists of a “brass vessel, the 
area or evaporating surface of which is accurately determined; and also a glass 
cylindrical measure, graduated into inches, tenths, and hundredths of inches. In 
use, the evaporating gauge is nearly filled with water, the quantity having been 
previously measured by means of the glass cylinder; it is then placed out of doors, 
freely exposed to the action of the atmosphere; after exposure, the water is again 
measured, and the difference between the first and second measurement shows the 
amount of evaporation that has taken place. If rain has fallen during the exposure 
of the gauge, the quantity collected by it must be deducted from the measured 
quantity; the amount is shown by the quantity of rain collected in the rain gauge. 
The wire cage round the gauge is to prevent animals, birds, &o,, from drinking the 
water. 

152. Dr, Babington’s Atmidometer, or instrument for measuring the evapora¬ 
tion from water, ice or snow, consists of an oblong hollow bulb of glass or copper, be¬ 
neath which and communicating with it by a contracted neck is a second globular bulb, 
duly weighted with mercury or shot. The upper bulb is surmounted by a small glass 
or metal stem, having a scale graduated to grains and half-grains; on the top of 
which is fixed horizontally a shallow metal pan. The bulbs are immersed in a vessel 
of water having a circular hole in the cover through which the stem rises. Distilled 
water is then gradually poured into the pan above, until the zero of the stem sinks 
to a level -with the cover of the vessel. Thus adjusted, as the water in the pan 
evaporates, the stem ascends, and the amoimt of evaporation is indicated in grains. 
This instrument affords a means of measuring evaporation from ice or stiow. An 
adjustment for temperature is necessary. 

153. Cloud BefiLector. —At the International Exhibition 1862, Mr. J. T. 
Goddard exhibited a cloud mirror, for ascertaining the direction in which the clouds 
are moving. 

The mirror is laid on a horizontal support near a window, and fastened so that 
the point marked north may coincide with the south poiat of the horizon,—the 
several points will consequently be reversed. The edge of a conspicuous cloud is 
brought to the centre of the mirror, and the observer keeps perfectly still until it 
passes off at the margin, where the true point of the horizon from which the clouds 
are coming can be read off. 

164, Sunshine Becorder. —^Mr. Goddard also exhibited an instrument which ho 
calls by this name. It works by letting the sun’s rays pass through a narrow slit, 
and fall on photographic paper wound roimd a barrel moved by clock-work; the 
paper being changed daily, and the photographic impression developed and fixed in 
the usual manner.* 


* Vide ^urors^ ReporU^ 
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155. SET OE PORTABLE INSTRUMENTS. 

In a small box, 8 in. by 8 in. by 4 in., a complete set of meteorological instru¬ 
ments have been packed. The lid of tlie box, by an ingenious arrangement, is made 
to take off and bang up; on it are permanently fixed for observation, a maximum 
and minimum, and a pair of dry and wet bulb thermometers. The interior of the 
box contains a maximum thermometer in vacuo for solar radiation, and a minimum 
for terrestrial purposes, one of Negretti and Zambra’s small pocket aneroid barometers, 
pedometer for measuring distances, pocket compass, clinometer, and lastly a rain 
gauge. This latter instrument consists of an accurately turned brass ring having an 
india rubber body fastened to it to receive the rain, which is measured off by a small 
graduated glass, also contained in the box. Gentlemen travelling will find this 
compact observatory all that can be desired for meteorological observations. 

156. IMPLEMENTS. 

The practical meteorologist will find the following articles very useful, if not 
necessary. They scarcely req[uire description; an enuneration will therefore suffice:— 
Weather Diagrams, or prepared printed and ruled forms, whereon to exhibit graphically 
the readings of the various instruments to render their indications useful in fore¬ 
telling weather, &c .;—Meteorological Degistors, or Record Books, for recording all 
observations, and the deductions ;—Clouds Pictures, by which the clouds can be 
readily referred to their particular classification, very necessary to the inexperienced 
and learners;—Cyclone Glasses, or Horns, outline Maps with Wind-markers, are 
also useful, especially in forecasting weather. 


Pier. ee. 


157. HYDROMETER. 


A simple kind of hydrometer is very much used at sea, as 
“a sea-water testand as the observations are usually recorded 
in a meteorological register or the ship’s log-book, it may not 
bo altogether out of place to give a description of it here. 

It is constructed of glass.' If made of brass, the corrosive 
action of salt-water soon renders the instrument erroneous in 
its indications. The shapes usually given to the instruments 
are shown in figs. 96 and 97. A globular bulb is blown, and 
partly filled with mercury or small shot, to make the instru¬ 
ment float steadily in a vertical position. From the nock of 
W the bulb the glass is expanded into an oval or a cylindrical 
I shape, to give the instrument sufficient volume for flotation; 
finally, it is tapered off to a narrow upright stem which en¬ 
closes an ivory scale, and is closed at the top. The divisions 
on the scale read downward, so as to measure the length of 
the stem which stands above the surface of any liq[uid in which 
the hydrometer is floated. The denser the fluid, the higher 
will the instrument rise; the rarer, the lower it will sink. 



I’lg. 97. 
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The indications depend upon the hydrostatic principle, that floating bodies dis¬ 
place a quantity of the fluid which sustains them equal to their own weight. Accord¬ 
ing, therefore, as the specific gravities of fluids differ from each other, so will vary 
the quantities of the fluids displaced by the same body when floated successively in each. 

The specific gravity of distilled water, at the temperature of 02° F, being taken 
as unity, the depth to which the instrument sinks when gently immersed in such 
water is the zero of the scale. The graduations extend from 0 to 40 ; the latter 
being the mark which will be level with the surface when the instrument is placed in 
water, the specific gravity of which is 1*040. In recording observations, the last 
two figures only—being the figures on the scale—are written down. Sea-water 
usually ranges fiom 1*020 to 1*086. 

A small tin, copper, or glass cylinder is useful for containing the water to be 
tested. It should be wider than the hydrometer, and always filled to the brim. 
If fitted to a stand, which is supported by gimbals, it will be very convenient. Water 
in a bucket, basin, or other wide vessel, acquires motion at sea, and the eye cannot 
be brought low enough (on account of the edges) to road off the scale accurately. 
Errors of observation may occur with the hydrometer, if it bo put into water 
without being clean, or without being carefully wiped. The instrument is extremely 
accurate if correctly used. It should bo kept free from contact with the sides of the 
vessel; and all dust, smears, or groasiness, should bo scrui)ulously avoided, by 
carefully wiping it with a clean cloth before and after use. 

Whenever the temperature of the water tested differs fx'om 62°, a correction to 
the reading is necessary, for the expansion or contraction of the glass, as well as the 
water itself, in order to reduce all observations to one generally adopted standard. 

Negretti and Zambra’s hydrometer, with thermometer in the stem, shows the 
density and temperature in one instrument. 

For the following Tables we are indebted to the kindness of Admiral FitzRoy :— 
Table for reducing observations made with a Brass Hydrometer , assuming the 
linear expansion of brass to be 0*000009655 for 1° F. The correction is addi¬ 
tive for all temperatures above 62°, and subtractive for temperatures below 62“. 


r 

Correotion. 


Correction. 


Correction. 


Correction. 

32 

— 0*0014 

48 

— 0*0010 

64 

- f 0*0002 

80 

- 4 - 0*0020 

33 

*0014 

49 

•0009 

65 

•0003 

81 

-0021 

34 

•0014 

50 

•0009 

66 

•0004 

82 

•0023 

36 

•0014 

61 

- 0*0008 

67 

•0005 

83 

•0024 

36 

*0014 

52 

•0008 

68 

- 4 - 0-0006 

84 

•0026 

37 

*0014 

53 

-0007 

69 

•0007 

85 

- 4 - 0-0027 

38 

— 0*0014 

64 

•0006 

70 

•0008 

86 

*0029 

39 

•0013 

55 

.0006 

71 

•0009 

87 

-0030 

40 

•0013 

66 

- 0*0005 

72 

■0010 

88 

•0032 

41 

•0013 

57 

*0004 

73 

*0011 

89 

*0033 

42 

•0013 

68 

*0003 

74 

• 4 - 0*0013 

90 

■ 4 - 0*0035 

43 

•0012 

59 

•0003 

'75 

, *0014 

91 

*0036 

44 

— 0*0012 

60 

*0002 

76 

•0015 

92 

*0038 

45 

*0011 

61 

— 0*0001 

77 

•0016 

93 

•0040 

46 

•0011 

62 

0.0000 

78 

•0018 

94 

*0041 

47 

— 0-0010 

63 

- f 0*0001 

79 

- 4 - 0*0019 

95 

- 4 - 0*0043 
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Table for reducing oToscrvations made with a Glass Hydeometee, assuming the 
linear expansion of glass to be 0‘00000403 for 1° F. The correction is 
additive for temperatures above 62°, and subtractive for temperatures below 
62°. 



Correction. 


Correction. 

t° 

Correction. 


Correction. 

32 

—0*0019 

48 

—0-0012 ■ 

64 

4-0-0002 

80 

-1-0-0023 

33 

‘0019 

49 

•0011 

65 

'0003 

81 

•0024 

34 

■0018 

50 

•0011 

66 

•0004 

82 

•0026 

35 

•0018 

61 

—0-0010 

67 

•0005 

83 

•0027 

36 

•0018 

52 

•0009 

68 

4-0-0007 

84 

■0029 

37 

•0017 

53 

•0008 

69 

•0008 

85 

4-0-0031 

88 

—0-0017 

54 

•0008 

70 

•0009 

86 

•0032 

39 

•0017 

65 

•0007 

71 

•0010 

87 

•0034 

40 

•0016 

56 

—0-0006 

72 

•0012 

88 

•0036 

41 

•0016 

57 

•0005 

73 

■0013 

89 

•0037 

42 

•0016 

58 

•0004 

74 

4-0*O0l4 

90 

-I-0-0039 

43 

•0015 

59 

■0003 

75 

•0016 

91 

•0041 

44 

—0*0014 

60 

•0002 

76 

'0017 

92 

*0042 

46 

•0014 

61 

—0-0001 

77 

•0018 

93 

•0044 

46 

•0013 

62 

0-0000 

78 

•0020 

94 

•0046 

47 

—0-0013 

63 

4-0-0001 

79 

-I-0-0021 

95 

-1-0-0048 


158. NEWMAN’S SELF-REGISTERING TIDE-GAUGE. 

At places whore the phenomena of the tides are of much maritime importance, 
a continuous series of observations upon the rise and fall, and times of change, is 
essentially necessary as a basis for the construction of good tide tables; and as such 
observations should also be accompanied with the registration of atmosj^horic 
phenomena, wo have no hesitation in inserting a description of an accurate self- 
registering tide-gauge. 

The tide-gauge, as shown in the illustration, consists of a cylinder, A, which is 
made to revolve on its axis once in twenty-four hours by the action of the clock, Ji. 
A chain, to which is attached the float, ./>, passes over the wheel, O, and on the axis 
of this wheel, O (in about the mi<ldlo of it) is a small toothed wheel, jdaced so as 
to bo in contact with a larger toothed wdied carrying n cyliTidcir, ./'/, over wliicli passes 
another smaller chain. Ibhis clniin, passing along tlio upper surhice of tho cylinder, 
A, and round a second cylinder, at its fiirthttr end, is acted on hy a spring so as 
to bo kept in a constant state of tesnsion. In the middle of this chain a small tube 
is fixed for carrying a pencil, which, l)oing gently pressed down hy moans of a small 
weight on tho top of it, performs tho duty of marking on x)apor placed round tho 
cylindor tho progress of tho rise or fall of the tide as tho cylinder revolves, and as 
it is drawn by tho chain forward or backward by tho rise or fall of the float. Tho 
pax)or is prepared with linos erpiidistant from each otlior, to correspond with tho 
hours of the clock, crossed hy others showing tho ntimbor of foot of rise and fall. 

Tho cylindor while in action revolves from loft to right to a spectator facing tho 
clock, and tho pencil is carried hori^coutally along tho top of tho cylinder; and tho 
largo wliocl lasing made to revolve 1)y tho rise and fall of tho float, turns tho wheel 










































































































































































































































































































































































■with the small cylinder, E, attached to it. If the tide is fallbxg, the small chain is 
wound round the cylinder, E, and the pencil is drawn towards the lai'ge wheel; but 
if the tide is rismg, the small chain is wound on to the cylinder, F, by means of 
the spring contained in it, which constantly beeps it in a state of tension- Thus, by 
means of the rise and fall of the tide, a lateral progress is given to the pencil, while 
the cylinder is made to revolve on its axis by the clock, so that a line is traced on the 
paper showing the exact state of the tide continuously, without further attention than 
is necessary to change the paper once every day, and to keep the pencil carefully 
pointed; or a metallic pencil may be used, which will require little, if any, attention. 

A good self-registering tide-gauge is a valuable and important acquisition 
wherever tidal observations are required, and the only perfectly efficient instrument of 
this kind is that invented by the late Mr. John Newman, of Regent Street, London. 
It is now in action in several parts of the world, silently and Jaithfidly performing 
its duty, requiring no other kind of attention than that of a few minutes daily, and thus 
admitting the employment of the person on any other service whoso duty it would 
otherwise have boon to have registered the tide. It has done much by its faithful 
records in contributing to the construction of good tide tables for many places; for 
those unavoidablo defects dependent on merely watcliing the surface on a divided 
scale are sot aside by it, all em>ncous conclusions excluded, and a true delineation 
of Nature’s own making is preserved by it for the theorist. 
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^ D D ES isr D 


1. Prencli barometers are graduated to millimetres. An English inch is equal 
to 25-39954 millimetres. Hence, 30 inches on the English barometer scales corre¬ 
spond to 762 millimetres on the French barometer scales. Conversions from one 
scale to another can be effected by the foUowdng formulae:— 

(1) Inches = millimetres divided by ... 25-39954 

(2) Millimetres = inches multiplied by ... 25-39954 

Of course, a table of equivalent values should be drawn up and employed, when 
a large number of observations are to be converted from one scale to the other. 

2. In Oermany, barometers are sometimes graduated with old French inches 
and lines,—^the vernier generally indicating the tenth of a line. 


1 douzieme. 

Old French Lineal Measure. 

or point ... 

Enp^liBb Inclica. 

= 0-0074 

12 points 

. = 1 ligne 

= 0-0888 

12 lignes 

. = 1 ponce 

= 1-065765 

12 pouces 

... ... = 1 pied 

= 12-7892 

1 pied 

... ... = 324-7 millimetres. 



“ The Grermans indicate inches by putting two accents after the number; lines, 
by putting three accents; 27" 3"'-85, means 27 inches 3 lines 85 hundredths of a 
line; more frequently, they give the height in lines, and the preceding number 
becomes 327'"-85.”— Kaemtz. 

3. Hvle for finding Diameter of Bore of a Barometer Tvhe. 

“ If the maker has not taken care to measure the interior diameter directly, it 
may be deduced from the exterior diameter. The exterior diameter is first measured 
by calipers, and, by deducting from this diameter 0*1 of an inch for tubes from -3 
to '5. of an inch in external diameter, we have an approximation to the interior 
diameter of the tube.”— Kaeyntz. 
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4. Wind Scales. 


Sea 

Scale. 


Wind. 


Xand Scale. 

0 

to 3 

— 

Light 

— 

0 

to 1 

8 

,, 5 

= 

Moderate 

— 

1 

,, 2 

6 

„ 7 


Fresh 

■—• 

2 

„ 3 

7 

„ 8 

= 

strong 

— 

3 

„ 4 

8 

„ 10 

— 

Heavy 


4 

„ 5 

10 

„ 12 

— 

Violent 


5 

„ 0 

Pressure in 




Velocity in 

Pounds 


(Land Scale). 



Miles 

( Avoirdupois) 





(Hourly). 




1 

— 


10 


5 

rzi 

2 

= 


32 


10 

— 

8 

= 


45 


21 


4 

— 


65 


2G 

— 

r> 



72 


82 

— 

0 



80 


5. Letters to Denote tlio State of tlio Woatlior. 

h denotes blue sky, wlictlicr witli clear or ha'/y atmosplioro. 
c ,, cloTidy, that is detached opening clouds. 
d ,j drizzling rain. 

/ fog- 

h „ hail, 

I ,, lightning. 

■i/t, ,, misty, or hazy so as to interrupt the viow. 

o ,, overcast, gloomy, dull. 

j) ,, passing showers. 

(j ,, squally. 

r ,, rain. 

H ,, snow. 

1 ,, thunder. 

■II, ,, ugly, thnsatening appearance of sky. 

V ,, unusual vlsihility of distant ol)je<;tK. 

10 ,, wot, that is dow- 

A letter roi)oatcd denotes much, as r r, heavy rain ; f/, dense fog; and a 
ligitro attached denotes duration in hours, as I'l r, I I hours rain. 

liy the coinhination of tln^so h'.ttors, all the ordinary phenonuina t)f the weathor 
may ho recorded with cortaiaty and lirovity. 

hlxAMPLKS.—'/j c, l>lue sky with less proportion of eJond. 2 r r I I t, heavy 
rain for two hours, with much lightning, and some tlumdcr. 

The aljovo methods of recording the fortu) of wind and statii of weather were 
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originally proposed l)y Admiral Sir Francis Beaufort. They are now in general use 
at sea, and by many observers on land. 


6. Table of Expansion by Heat from 32° to 212° F. 


Platinum 
Glass, Flint 
,, with Lead 
Brass ... 
Mercury 
Water 
Alcohol 
Nitric Acid 
Sulphuric Acid 


0"0008842 of the length. 
0*0008117 „ 

0*0008622 „ 

0*0018708 

0*0180180 

0*0433200, from 39° to 212° 

0*1100 „ 32° to 174° 

0*1100 
0*0600 


7. Table of Specific Gravity of Bodies at 32° F. except water, which is taken 
at 39°'4. 


Water 


1*000 

Alcohol, pure 


0*791 

,, proof 


0*916 

Mercury 


13*596 

Glass 


3 to 2*7 

Brass 


... 7*8 to 8*54 

Platinum ... 


... 21 to 22-00 


Weight of a cubic foot of water, at the temperature of comparison, 62*425 lbs. 
avoirdupois. 

The pound avoirdupois contains 7,000 grains. 

Air is 813*67 times lighter than water. 

The linear expansions are the mean values of the results of various experi¬ 
mentalists. The specific gravities are as given in Professor Bankine’s Apjpliecl 
2^[echanics, 

8. Important Temperatures. Under the circumstances of— 


O 

Water ... ... boiling at ... ... 212 

Mercury ... ... boils at ... ... 660 

Sulphuric Acid ... ,, ... .. 590 

Oil of Turpentine ... ,, .. ... 560 

Nitric Acid ... ,, ... ... 242 

Alcohol ... ... ,, ... ... 174 

A Saturated Solution of Salt ,, ... ... 218 

Vital Heat ... ... ... ... ... ... 96 

Olive Oil begins to solidify ... ... ... ... 36 

Fresh Water freezes ... ... ... ... 32 

Sea Water freezes ... ... ... ... ... 28 

Mercury freezes ... ... ... .... ... — 39 
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METEOEOLOaiOAL INSTRUMENTS. 


la tte above Table, columns 1 to 10 are results obtained at the Royal Obser¬ 
vatory, Greenwicb, by J. Glaisher, Es^., F.E.S. The data contained in columns 2 and 
10, are deduced from observations extending over tbe years 1841 to 1855 inclusive, 
and are copied from Edward Hughes’ Third Reading Booh; the other columns are 
results of observations made during the twenty years ending 1861. The rest of the 
information is from Luke Howard’s Climate of London. 

These valuable data indicate the characteristics of the weather in each month 
in the suburbs of London, and will be found tolerably accurate as indications of 
weather, and serviceable as standards for comparisons of observed results, at most 
places in England. 
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STANDAED WOEXS ON HETEOEOLOGT 

SUPPLIED BY 

NEGREXXI So ZAMBRA. 

THE WEATHER BOOK: 

A MANUAL OF PRACTICAL METEOROLOGY. 

By Vice-Admii'al FitzRoy, F.R.S., M.I.F., &c. 

Price, £0 15 6 

THE LAW OF STORMS, 

By H. W. Dove, F.R.S. 

Translated by R. H. Scott, M.A. 

Price, £0 10 G 

L. F. KiEMTZ’S “ COMPLETE COURSE OP METEOROLOGY,*' 

Translated by C. V. Walkisr, Esq. 

Price, £0 12 6 

PRACTICAL METEOROLOGY, 

By John Drew, PhJ)., F.R.A.S. 

Price, £0 r> 0 

n YGROMKTRICAL TABLE S, 

Adapted to Ibo use of tins Wot and Dry Bulb Thormomctcr, 

By James Geaisheh, Esq., F.R.S. 

Price, £0 2 G 


TATiTJlB OF THE CORRECTIONS FOR TEMPERATURES, 

To reduce obHorvutions to tho 92"’ Fabreidioit, for BaronietorH with brass scales 
extending from tlio cintorn to tho top of tho mercurial column, 

By James GiiAisiiKii, Esq., F.R.S. 

J h'ice, £0 1 0 
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TABLE OF THE DIUENAL BANGS OF THE BAEOMETEE, 
By James Glaisher, Esq., F.E.S. 

JPrice, dBO 0 6 


TABLES FOE CALCULATION OF HEIGHTS FEOM OBSEEYATION8 
ON THE BOILING-POINT OF WATEE, 

Adapted to tlie use of Negretti and Zambra’s Boiling-point Apparatus. 

Price, £0 1 0 


A THEEMOMBTEICAL TABLE, 

ON THE SCALES OF FAHEENHEIT, EEAUMUE, AND CENTIGEADE, 

By Alfred S. Taylor, Esq., M.D., &c. 

Price, in Sheet, with explanatory Pamphlet, £0 1C 


METEOEOLOGICAL TABLES, 

For the reduction of Barometrical and Hygrometrieal Observations, Determination 

^ _ 

of Heights by the Barometer and Boiling-point Thermometer, &c. 

By G. Harvey Simmonds, M.B.M.S. 

Price, £0 2 6 


BAEOMETEE MANUAL, 
Compiled by Vice-Admiral FitzEoy, F.E.S., 
For the Board of Trade. 

Price, dGO 0 6 


POCKET METEOEOLOGICAL EEGISTEE AND NOTE-BOOK, 
"With Diagrams for exhibiting the Fluctuations of Barometer, &c. 
Printed on -metallic paper. Price, with Pencil, £0 3 0 


dondon: 

PRINTED BX STRAHAN AND WILDIAMS, 
7 lAWBEHCE tANE, CHEAPSIDE, E.O, 
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RAIN, YAOXJtrM, AND STEAM PRESSTTRB GAUGES, &c. 

Separate from Standard Meteorological Instruments, there are others which partake of 
a more general character, and are used by the husbandman, the mariner, and the artizan, 
entirely as “ Weatheii Glasses.” Each Instrument is arranged to suit the particular 
work it has to perform, and may be depended upon for accuracy. 

Barometers can be srtpplied to order of any style of architecture, so as to correspond with 
thefurnitui’C of lihrarics, halls, ike. Ihirometers are now moxiiitedinao many varied styles, 
both plain and carved, that the following are given only as being those moat in demand. 



DIAL BAROMETEES OR WEATHER GLASSES. 

. , , ;C S. d. 

1 SuvercKi-braBo ’Dial Baroniolor, iuontit<ul in connuon nnihogany or rosn- 

wood franu% with <nMvithout xairr(n\ hygnniu'lor, and IovgI . * 2o/to 1 10 0 

2 8-nnii ditiit, * . , , ^ , . - . ^ 30/to 2 2 0 

3 H-iiu‘h, ditto, auporlor Iluinli, bant oiigraviui'j, and largo tiilKj . . />()/ to 3 10 0 

4 I0«iurb Silmrod brnno Dial Jln,roni.ctor, in <^<jniinon inaliogany or rowowood 

rrauH% with or \vithoul uiirr<n% hygro!n<dor,MOHl lovi‘1 . . • 115/Id 2 10 0 

/> Kbiurli ditto^ Uutt<*un ^ . 50/ to 3 3 0 

H lO-inrh extra boat iiiito, both uk rogurdK Oaiuo, dial, on}>;raving, atnl tulu^ 70/ 5 5 0 

7 Soroll Pattern ,Dial Baraiuotcr, l>oHt muhoguuy <a* nisowood fnmio, 

ailvoroil hra:'4fMliah wilh tliormonudor* ...... 50/to 3 10 0 

H H-inah ditto, with llguri*:; aial divisioiL4 on porcohiin dial, ond Uunanonuitor in 

front * » * m » 0 • . * • 4 * • .31 oO 

9 H-inoh ditto, rtnunvotid franir inhiiil with witli sihao'i d lu’aa^ dial . <31/ lo 4 0 () 

10 Hbiutdi did*e boat laaanvood IVauifN inlaid with nriho dial of nihanaal 

bnoo,, wiUi tlnaanoniofor, df>iifdo bnall ring, and iadMiod*oilg<M'’*''^b'nuporior 
ougriauig uiiil iioi^ h * . . . . ^ . . 0 (> 0 

11 Itrdnrh Dial 1 hiro>rn«d4ir, in h*i!id n.nk, Mi;diu:,*:any, <o' walnut fVanio, osthor pluin 

or idutHtoly oainrd, oi“ llio\t'ry Ih", 1 ooiiafrurtiun .... ,£5 5.v, to 8 H 0 

aint OiltG ul 

12 M-iiU'h Dial Iia;rii:riHf(jn\ ta'3 ro'-.owoud iVaiuo, iulaut with yavn*/ or and 

an oig!jt-.do.y fioiolnhiai rlnrl lilh'd in tfio IVaino, Uiorniuiui'ior, . 1J15 lo 20 0 0 

Sailablo JOr rlnl»4iHn'hi yifMs4unr.£„ 

KJ2 'inAn IlAauMi;Tiaf.M o (saiio'«l Oir H-aiouid'Mii**n u* ilIsJant .-dirh aa liidia.'a* fho rGitntkw, Mlumia liu onloml 

In finO f ,r*' il'i y uiu In- fuiuratrO wlOi it, '^^>'1 u> o-imIim* Uuan iiarlfiOhj marts ofTartually 

Ihnn rail lir duibr fty Or- v.\i\ isaah*;a ta laui-adm^ Uio inOr. nori-'o naouiutiH will onUantas tlm price of aaoh 

lmr»^ition!'r» 7r 04, 



2 


NEGRETTI & ZAMBKA, 1, HATTON GABDEN, E.C., 


13 

14 

15 


16 

17 

18 

19 

20 
21 
22 


PORTABLE PEDIMENT BAROMETERS. 

dS. s. 

Small Model Barometer, with ivory scale and sliding index . . . .0 10 

Ditto, larger size, with vernier and thermometer, also screw to render it portable 1 1 

Pediment Barometers, with larger tube, ivory scale, thermometer, sliding vernier 
reading to to^ of an inch, the tube visible throughout the whole length, and 
portable screw . * . . . . . . . . 42/ to 2 10 

Ditto ditto, with glass cover over the face, ractwork vernier and thermometer . 2 15 

Portable Pediment Barometer, in oak, mahogany, or rosewood frame, the tube 

of large diameter, covered entirely, with thermometer on front . . . .30 

Ditto ditto, with square moulded top, larger tube, and two verniers . 70/ to 4 0 

Ditto ditto, bow front, with 0‘40-inch diameter tube, double rackwork vernier, 
the scales elegantly engraved on ivory plates, and thermometer in oak, mahogany, 
walnut, or rosewood frame . . . , . . . . 90/ to 5 0 

Portable Pediment Rosewood Barometer, elegantly inlaid with pearl, 

thermometer in front, ivory scale, rackwork vernier .... £4 to 5 5 

Portable Pediment Barometers, in solid, oak, rosewood, or mahogany, elegantly 

carved, of various designs, fitted up in the very best manner . . £5 5s. to 12 12 

Xi^ge Barometers, fitted in oak, walnut, or ebony frames, the tube 0‘5-inch in 
internal diameter, and the cistern presenting a large area, to ensure uniformity 
in reading, ivory or patent porcelain scales, and two verniers . . £6 6s. to 8 8 


d. 

6 

0 

0 

0 

0 

0 

0 

0 

0 

0 


22* The FISHERMAN’S and LIFE BOAT STATION BAROMETER, 
as made by Negretti and Zambra especially for the Board of 
Trade and Royal Life Boat Institution, to be fixed at all the 
principal sea ports, fishing and life boat stations . . . .550 

This barometer consists of a tube with very large bore, and an accurate thermometer, mounted In a solid oak fVame? 
firmly screwed together, with scales engraved on porcelain by Kegrettl and Zambra’s new patent process, the 
vernier i*eading to 100-tbs of an inch. It is strongly recommended as a good sound working instrument, 
admirably adapted for use In public institutions. 

23 Ne^etti and Zambra’s Farmers' Barometer, for ascertaining the humidity 
of the atmosphere, the general character of the weather, and the approach of 
Wind or Bain. The Farmers’ Barometer combines three distinct instruments—tbc 
Barometer, the Thermometer, and the Hygrometer, and is cqtially valuable to tlio 
Agriculturist and the Invalid . . . . . . . . . .2100 


STANDARD AND MOUNTAIN BAROMETERS. 

23* Negretti and Zambra’s Standard. Barometer, as xrsed and recommended by 
the British Meteorological Society . . . . . . . £8 85 . to 

23** Large ditto ditto for Ohservatoi-y use 

24 Negretti and Zambra’s Standard Mountain Barometer, the only portable 

instrument made possessing all the essentials of a standard barometer . 

Witli mahogany tripoU stand, which forms a travelling case. 

25 G-ay-Bussao’s Syphon Barometer, with his oxi^nal improvement for excluding 

the air from the column of mercury; rackwoA verniers at each extremity; a 
thermometer in the centre; the tube so constructed that the barometer will 
travel safely; reading to x^xyth of an inch, either from the centre hy adding the 
two readings together, or from the whole length of the column by substracting 
the bottom reading from the top . , . 

In brass frame and leather sling case. 

26 Ditto ditto, with brass tripod stand and superior finish . . . . 

27 Mountain Barometer, with turned wooden frame, having brass shield and portable 

screw; brass scale, reading by vernier to x-Jw^b of an inch; and detached ther¬ 
mometer ......... 


10 10 0 
20 0 0 

8 8 0 

7 7 0 

10 10 0 

4 4 0 


MARINE BAROMETERS. 

28 Marine Barometer, in mahogany, rosewood, or oak frame, with ivory scale, 

sliding vertuer, thermometer, and brass arm gimble, for suspension, complete, 42/ to 2 10 0 

29 Marine Barometer, round, moulded, or carved top, with rackwork vernier, 

thermometer 111 the fr mt and capillary tube to prevent the ingress of air into the 

column, even during the most violent oscillations of a storm . . . ,330 
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30 Ditto ditto, in carved frame, or inlaid with pearl . . . 70/ to 

31 Marine Barometer, with Sympiesometer in front, combining the mercurial 

with the air barometer, and serving to check one with the other . . £5 6a. to 

32 Board of Trade Standard Marine Barometer, as made hy Negretti and 

Eambra for Her Majesty’s Government ........ 

32* Admiral Pitzroy’s Marine Q-un Barometer ...... 

In travelling caise with lools. and koy. 


ANEROID BAROMETERS. 

33 Aneroid Barometers, with card dials ........ 

34 Ditto, with silvered metal dials .......... 

35 Ditto, with metal dials and thermometer ........ 

35* Ditto, for measuring heights, with compared and corrected scale, as supxdied hy 
Negretti and Zaiiihra to the Royal Navy ........ 

36 Negretti and Zambra’s Poohet Aneroid Barometer, esijccially convenient for 

Travellers. 

36* Ditto ditto ditto smallest size, and carefully 

corrected and adjusted for determining altitudes ...... 

37 Bourdon's Metallio Barometers, with plate glass front . . . £4 io 

38 Table Stands, for Aneroid or Bourdon’s barometers .... 12/6 to 


SYMPIESOMETERS AND STORM G-LASSES. 

39 Sympiesometers, in rosewood or mahogany frames, with registering index and 

plate glass front . . . . . . . . . . 50/ to 

40 Ditto ditto, with rackwork movement, largo size and best make . 

41 Small Sympiesometer, suitablo for travelling, and taking altitudes . 

42 Storm Q-lass, or Chemical Barometer ......... 

43 Ditto ditto, mounttul in mahogany window braokofc ...... 

41 Ditto ditto, moimtod with a thermometer on a boxwood scale . . 0/6 to 

45 Ditto ditto ditto mounted in window bracket . 


THERMOMETERS. 

46 6 or H-inch Boxwood Scale Thermometer . . . • . . 1/ to 

47 6 ()i‘ 8-iuch ditto, with Eronch xailishod scale ..... 1/6 to 

48 6 or 8-iuch ditto, with tmaiucl tube, best make. 

49 6 or 8-iuch ditto, with enamel tulni, the soah^ hovelle.<l at the edgciS, very superior . 

PORTABLE OR POCKET THERMOMETERS. 

50 3 or 4-inch Ivory or Metal Scale, in moro<H:o leather caso . . . 3/6 to 

51 6-inch ditto ditto . . . . . . ■ . • • • d/6 to 

52 8-iuch ditto ..7/6 to 

53 Oval Boxwood Thormomoter, with tube and bulb sunk in tho solid wood, to 

X)revotit breakagi'. in travtllitig ....*.•••• 

54 Oval Ivory ditto <litti> ... 

55 Circular Thermometer, witli ivory scale, in leather case, 2-iuchoB in diameter . 

66 Ditto, 3-incheH in <liaineter, with cftmj)aHS in centre .... 14/ to 

57 Jiitto, 3-inehc8 in diainotor, with compass axnl sun dial in centre . . 15/ to 

58 Compound Bar Metallic Thermometer, in tho form of a watch . 50/ to 

59 Negretti. and Zambra’s improved Travelling Thermometer, in plated 

metal or silver ctiso 10/6 to 

Hot larger man a i>eneil case; aw.urately (UvWtsd on Its own stem. 

60 Negretti and Zambra’s ditto ditto, ixi Oonnuu silver revolving case . 10/6 to 


3 

s. ct. 
4 4 0 

6 6 0 

4 4 0 

5 5 0 


2 10 0 
3 0 0 

3 10 0 

4 10 0 

3 0 0 

5 5 0 

4 4 0 

1 10 0 


3 3 0 

4 10 0 

3 15 0 

0 6 6 
0 10 6 
0 10 6 
0 16 0 


0 16 
0 2 6 
0 3 6 

0 4 6 


0 6-6 
0 7 6 

0 10 6 

0 7 6 
0 16 0 
0 10 6 
0 18 0 
1 10 0 
3 0 0 

10 0 

0 15 0 
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NEGE,ETTI & ZAMBRA, 1, HATTON GARDEN, E.O., 

DRAWING room: THERMOMETERS. 


61 6 or 8-incTx Tlaermometer, Ivory Scale on Ebony Back 

62 10-in.cli <iitto, extra large . . . . 


do St<, d- 

6/6 to 0 10 6 

0 15 0 


MANTEL OR TABLE THERMOMETERS. 

63 Ivory Scale on Ebony Stand, with glass shade . . . . 7/6 to 

64 Ditto, on solid ivory stand . . . . . . . . 18/ to 

65 Ditto, handsomely engine-turned, and ornamented in numerous designs . 30/ to 

66 Ditto, with compass or sun dial at top ...... 25/ to 

67 10 or 12-in. G-lass Scale Thermometers, superior workmanship and elegant 

appearance, on oak, mahogany, or ebony backs, with Negretti and Zamora’s 
enamelled tubes, suited for halls or passages .... 26/, 30/ to 


0 12 6 
1 10 0 
3 0 0 

2 10 0 

2 2 0 


WINDOW THERMOMETERS FOR OUT-DOOR USE. 

68 "Window Thermometer, S-inoh Ivory Scale, enclosed in glass cylinder, on 

oak bracket, with metal top . . . . . . . , . .0106 

69 10-inch ditto ditto.15/to 0 18 0 

70 12-inch ditto ditto . . . . . . . . . 18/to 10 0 

71 10-inch, 12-inch, or 14-inch Patent Porcelain Scale monnted on oak or ma¬ 

hogany bracket, with brass sirpports for fixing at any angle . . 15/to 16 0 

72 Ditto Griass Scale,, with enamel tube, the scale divided by engine, and bandsomely 

mounted on oak bracket, with brass supports ..... 30/ to 2100 


SELF-REGISTERING THERM0MBTEB.S FOR HEAT. 

73 Rutherford’s Maximum Thermometer, on boxwood or metal scale, with steel 


index ............ 3/6 to 076 

74 Ditto, on Negretti and Zambra’s patent porcelain scale, in metal case . . 0 10 6 

76 Phillip’s Maximum Thermometer on boxwood or metal scale, with air index . 0 7 6 

76 Ditto, on Negretti and Zamhra’s patent imrcolain scale, in n^etal case . . . 0 10 6 

77 Negretti and Zambra’s Patent Maximum Thermometer* . . . .110 

78 Ditto ditto, for solar radiation . . . . . . . . .150 

79 Ditto ditto, in vacuum . . . . . . . . . . . 1 10 0 


^ This InstruTOont is tlie only Maximum Tlionnomotor that can he recommended, as unless it he hrolton 
it cannot he put out of adjustment. 


SELF-REGISTERING THERMOMETERS FOR COLD. 

80 Rutherford’s Minimum Thermometer, on boxwood or metal scale. . 3/6, 

81 Ditto, on Negretti and Zambra’s patent porcelain scale, in metal case 

82 Negretti and Zambra’s Standard Minimum Thermometer . . . . 

83 Ditto ditto, for terrestrial radiation ........ 

84 Negretti and Zambra’s Patent Mercurial Minimum Thermometer 

86 Negretti and Zambra’s Horticultural Self-registering Minimum Thermo¬ 
meter.^ The scale is made of stoxit zinc, and enclosing the tube, perfectly 
protecting it from injury, the figures and divisions are raised for easy reading the 
indications ... . . o . . 


0 7 6 
0 10 6 
110 
16 0 
2 2 0 


0 3 6 


Sti’ongly recommended in all the leading Hortlcnltural .Tounials as the cheapest and best registering 
thermometer of tUe kind for garden purposes. 
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59 , COBlSrHILL, E.O., & 122, BEGENT STREET, ^V., LONDON. 
SELF-REGISTBKING THERMOMETERS FOR HEA.T AND COLD. 

X S. d. 

86 Six's Hegistering Tiiermometer, lO-incIi on Boxwood or Metal Scale, in 

japanned case . • - ^ • . • , 14/to ^0 15 0 

87 Ditto 12 or 14-incli ditto ditto . , , , - • . - .110 

88 Ditto 10-incli on Ivory ditto . .. .. ,.110 

Copper cases 3s. extra. 

89 Ditto, Ivory scale on Ebony back, for indoor use .... 25/ to 110 0 

90 Ditto, with Negretti and Zambra’s patent porcelain scale, on -oak back, for 

window ............ 15/ to 150 

91 Ditto ditto, in metal cases ........ 21/ to 110 0 

92 ISTegretti and Zambra’s small size Patent Maximum and Minimum Ther¬ 

mometer, arrang'od in a mahogany case, suited for travellers to whom size and 

weight is an object . . . “ . . , , . . , 35/ to 2 2 0 

92^ Ditto ditto larger size . . , . . . 2 10 0 


BOTATTICAD THEBMOMETERS. 

93 8-iu. Boxwood Scale in japanned metal cases, range of scale 0 to 120® or 150® 0 3 0 


94 10-ill. ditto ditto ....,...,.,.056 

95 12 to 14-in. Boxwood Thermometers in japanned cases . , 7/6 to 0 10 6 

96 8dn. on ISTegretti and Zambra’s patent porcelain scales. . . .046 

97 10-in. ditto ditto ...,....,.,.056 

98 12-in, ditto ditto, and 14-in. ditto ditto . , . . . .,076 

99 Hot Bed Thermometer, in metal mounting* , , . , . . . 0 12 0 


99^ Ditto ditto in inahogmiy IVamo, encased in brass cylinder 25/ to' 1 10 0 

100 Thermometer, for ascertaining the tornporuturc of tlio earth at varions d(^pths, 

5—It. long* to 1 10 0 

101 Delicate Thermometers, for inserting in the stems and flowcirs of growing 

plants . . , . . . . . . . . . . . 0 10 6 


BREWERS^ THERMOMETERS, 


102 

8-iii. Browera’ Tlaermometor, brass Scales, in jfn)anned niotal ouso 

3/ to 

0 

5 

0 

103 

lO-iu, ditto ditto 

. • 


3/6 to 

0 

6 

0 

104 

12 and 14-in. ditto . , . . . . 

. . 


5/6 to 

0 

7 

6 

105 

8-in. dit(*o, onanudled tubcB, in <'.opp<^*^ cases 

. . 


4/6 to 

0 

a 

6 

100 

lO-iM. ditto ditto . . .... 

. 


5/() to 

0 

7 

6 

107 

12 and 14-in, ditto ditt.o ..... 



7/6 to 

0 

10 

6 

108 

Brewers’ Standard Reference Thermometers , 

. 



1 

1 

0 

109 

8-inch Brewers’ Thermomotor, Porcelain Soalos, 

hTcgrotti 

and 

Zambra’s 





patent, range oT m-Ado. 212'b in japamuid metal cases 



« *■ 

0 

4 

6 

110 

l()-iiH*h ditto ditto ...... 

• ft 


» 

0 

5 

G 

111 

12 and 14-hu ditto ....... 

• . 


• ¥ 

0 

7 

G 

112 

8-in, ditb), in (‘opprn* vtmvn ...... 

* 1, 


# • 

0 

5 

G 

113 

lO-im ditto ditto 

. 



0 

7 

0 

114 

12 and M-in. ditto 

. . 



0 

10 

G 

115 

Q-ylo Tun ThormometorB, ueaording to longth 

. 


16/ to 

1 

10 

0 


BATH THERMOMETERS, 

HAMIO A'NI> FORM AS irRIOWiniB’ TtlKRMOM/KTnnS, 

PJoating Thuriacnnctiin:!, for krH«ping- coashu'H.ly in 'wafer 


116 


0 


0 7 6 
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CHEMICAL AND StJJRGICAL THERMOMETERS. 

S* dm 


117 ORemical Thermometer, with. Boxwood Scale, graduated to 300“ or 400°, 

the "bulb projecting below the scale . . • . . . . . .046 

119 Ditto, with brass hinge jointed boxwood scale, to 300° . . . . .076 

120 Ditto, superior enamel tube, and French poKshed, 600“ . . . 10/6 to 0 12 6 

121 Chemical Thermometer, graduated on stem for inserting in the tubulure of 

retorts, to 400“ ............056 

122 Ditto ditto, to 600“ ..076 

123 Ditto, best make and engine divided . . . . . . . , .0106 

124 Thermometers insulated in Glass Cylinders, for acids .... 

126 Ditto, 40“ to 300“.056 

126 Ditto, 40“ to 600“ ..•.076 

127 Delicate Thermometers of various forms, for ascertaining the heat of the 

body.10/6 to 0 15 0 

128 Ditto, Negretti and Zambra’s self-registering . , . . . . .110 


MARINE THERMOMETERS. 

129 Deep Sea SoTxnding Thermometer, in copper case . . . . . 1 10 0 

130 Ditto, self-registering, with valves and Negretti and Zambia’s patent porcelain 

scales, as supplied to the Board of Trade and Admiralty . . . . . 2 10 0 

181 Board of Trade Thermometer, the scale divided on its own stem, and fixed on 

Negretti and Zambra’s in japanned metal case . . .076 

132 Ditto ditto in copper case .... .... .086 

THERMOMETERS FOR SPECIAL PURPOSES. 

133 Oven Thermometers for high temperatures, on stand . . . . . 0 12 6 

134 Ditto, Negretti and Zambra's patent self-registering .... 21/ to 1100 

135 Dairy Thermometers, with ivory mountings ..... 7/6 to 0 10 6 

136 Beehive Thermometers . - . . . . . . ..066 

137 Soap Boilers’ Patent Thermometers . . . . . . . .076 

138 Dentists’ Thermometers for vulcanizing process .... 7/6 to 160 

139 Sugar-Boiling Thermometer, 3 to 4-ft. long, graduated to 280“ . 18/ to 1 10 0 

140 Steam Pressure Thermometers, in strong brass cases, with plug for closing 

the boiler when the thermometer is not in use . . . . . 25/ to 2 0 0 

141 Vacuum PMa Thermometers, in strong brass cases, with hinged doors 30/ to 2 10 0 

142 Thermometer, in brass frame, for bot air apparatus and Mgh temperatures . 1 10 0 

143 Super-Cheated Steam Thermometers, with patent porcelain scales, iron 


or brass mountings .......... 26/ to 1100 

144 Standard Thermometers ... .......220 

145 Boiling Point Thermometers, for determining heights by observing tbe boiling 

point of water, divided to 0*1 degrees . . . . . . . . 1 10 0 

146 Deslie’s Differential Thermometers, for experiments on radiation 15/ to 10 0 

147 Air Thermometers, fitted on scale for delicate experiments . . 7/6 to 110 


PYROMETERS. 

148 Daniell’s Pyrometer, for indicating high temperatures.4 10 0 

149 ■Wedgwood’s ditto ditto . . ' . . . . ... 

150 Ferguson’s, for showing the difference of expansion in metals . . , . 3 10 0 
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HYGKOMETERS. 

Sm d, 

151 The Oat-Beard Hygrometer, or Damp Detector, for ascertaining the com¬ 

parative dryness and dampness of diiferent apartments, beds, etc. . . . 0 10 6 

size of a small watcli, for the pocket. 

152 . Wet and Dry Bulb Hygrometer, someiimes called Mason’s Hygrometer 110 

153 Do. arranged on brass tripod stand, with folding legs, and metal cover for protection 3 3 0 


154 Standard "Wet and Dry Bulb Hygrometer . . . . . . . .220 

155 Daniell’s Hygrometer, for ascertaining the dew point by direct observation . 2 12 0 

166 Beguanlt’s Condenser Hygrometer . . . . . . . .330 

156* Portable Wet and Dry Bulb Hygrometer, in mahogany case . . .220 

This Is a companion Instrament to No. 92. 


STEAM, VACUUM, HYDRAULIC, AND RAIN GAUGES. 


STEAM GAXJGES. 


167 Steam Gauges, from 16 to 120-lbs., with mercurial tube, and unioir joint, 

adapted either at bottom or at the side of the frame ; in mahogany frame . 

168 Ditto, ditto, in iron ditto .......... 

169 Ditto, ditto, in brass ditto .......... 

160 Thermometrio Pressure Gauge, for showing tho pressure of vapour hy taking 

its temperature . . . . . . . . . . 26/ to 

161 Schaej8fer’s Patent Metallic Pressure Gauge, with graduated dial, ranging 

from zero to 30, 50, 80, 100, and upwards, to 300 xiounda on the square inch 

162 Ditto, for hydraulic pressure, to 3,000 pounds. 

163 Bourdon’s Pressure Gauge, with metal taps, adapted for all pressure below 

nine atmospheres, in varnishea cast iron box.. . 

164 Ditto ditto, in round brass box. 

166 Small portable ditto, to ton atmospheros, with'stool screws and plates for fixing to 
tho machines, in case complete ......... 

166 Ditto ditto, to eighteen atmospheres.. . . 

166* Steam Engine Indicator.£6 6a. to 


2 2 0 
2 7 0 . 
2 10 6 

2 0 0 

3 10 0 

10 10 0 

3 5 0 

4 8 0 

3 6 0 

3 10 0 

6 6 0 


VACUUM GAUGES. 

167 Vacuum Gauges in mahogany or oak frame, for general purposes . . .220 

168 Ditto ditto, in iron frames.. .276 

169 Ditto ditto, in hriiss ditto . . . . . . . ■ . . 1 10 6 

Those (lauKOs arc tho same form as Ho. 167. 

170 Sugar Pan Vacuum Guage, tho tube and scale enclosed in stout glass cylinder 

and brass frame, with door and bingos oomploto, with ground plug and stop-cook 

for fitting it to tho pan.30/ to 2 10 0 


RAIN GAUGES. 

171 Glaisher’a Rain Gauge, of japanned metal, with graduated measure . .110 

172 Ditto ditto of jui)annod copper . ..1 10 0 

Receiving Tots fi>r ditto, extra. 

Tho graOuated measuro Js divided Into Imndretlm of an inch, according to tho caloulatod weight of water, 
as dotormlnod hy tho area of tlio rocoiviiig surface. 
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,£, 6\ (L 

173 Rain Gauge, kaving a receiving surface of 12 inches diameter, and graduated 

glass gauge tube, or boxwood rule, divided to inches, tenths, and hundredths of 
an inch, showing by simple inspection the amount of rain fallen. In japanned 
metal with tap for emptying the gauge, with boxwood rule, 50/- ; divided with 
glass tube . . • • • • • • • • • ■ .330 

173* Ditto, in copper, extra 15/- 

174 Howard'a Portable Rain Gauge, with graduated glass measure . , . 0 15 0 

176 Rain Gauge, simple form, fitted with divided gauge rod to show amount of rain 

fall in hundredths of an inch, and thousands of gallons per acre . . . 110 0 


HYDBOMETEES AND OTHEE INSTBUMEBTS FOB ASCEBTAININ& THE 


SPECIFIC aBAVITY OF FLUIDS AND SOLIDS. 

176 Hydrometers, specific gravity, for fluids heavier or lighter than water . .066 

177 Hydrometers for Spirits (Sykes’s glass) . . . . . . .056 

178 Ditto, with thermometer, in mahogany box . . . . . . . 0 15 0 

179 Sykes’s Hydrometer (brass), as used by the Excise, complete in box, with tables 

and test jar ..... . ... ....400 

180 Brewer’s Saccharometer, glass ..066 

181 Ditto, with thermometer in mahogany box.0 15 0 

182 Ditto, brass, with thermometer, density rule, assay jar, and one weight, in 

mahogany hox. . . • . • - . • • • . . 4 10 0 

183 Laotomeder, for ascertaining the specific gravity of milk . . . . .060 

184 Beaume’s, Twaddle’s, and other Hydrometers ...... 

185 Specific Gravity Beads, for achohol, &c., in sots . . . . 6/6 to 0 10 6 


Sust 

New and Revised Editions, lllnstrated with Wood Engravings, 

iHiO'w a?o ipoi^^ieu'X'ieixjXj 'w:e].a-ts::e::& = 

A MANUAL COMPILED BY ADMIEAL EITZEOY, P.E.S. 

JPnes (^Post-free) Sixpence. 

THE MAGIC LAHTERH, DISSOLVING VIEWS, AND OXY-HYDROGEN 

MICROSCOPE DESCRIBED, 

Also, Directions for their Use with OIL LAMPS, OXY-CALGIUM and 

OXY-HYDROGEN LIGHT, 

'AND INSTEUCTIONS FOR PAINTING ON GLASS. 

Price {Post-free) Siccpence, 

xDBaso:R./x:F»‘X'X“V3a O-A.'X'AxiiiOa-TTiB. 

Illustrated hy upwards of JPive JSundred Pngravinffs^ 

IK V^IOH: be EOENB BETAIXEIX PAUTICtriiAUS AS TO PBIOE, SIZE, ETC., OF A'hh 

OPTICAL, MATHEMATICAL, AND PHILOSOPHICAL INSTRUMENTS. 

Price {Post’-free) Two Shillings and Sixpence, 

OPTICIANS, AND METEOROLOGICAL INSTRUMENT MAKERS TO THE QUEEN, 

THE ROYAL OBSERVATORY, GREENWICH, &c,, &c. 

Chief Establishment and Manufactory-1, HATTON GARDEN, E.C. 
Branch Estahi^ments-59, COBNHILL, E.C., and 122, REGENT STREET, W., 

Xj O 1ST X> O JJsT, 


AliPKED BOOT, PBINTEU, DOCKHEAD, SOUTHWAUK, S.E. 












